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Introduction
In [1], RAN4 asks RAN1 to consider introducing 4T6R and 3T6R SRS antenna switching in Rel-19. In this contribution, we will provide our view on this issue.
Discussion
On SRS antenna switching, the situation from RAN4 LS R4-2406718 is as following:
· RAN4 is tasked to specify RF requirements for 6 Rx UE. Specifically, 3T6R and 4T6R antenna switching SRS are included according to the Rel-19 WID RP-240828.
· From UE capability indication perspective, RAN4 noted that both 3T6R and 4T6R are not supported according to current TS 38.306.
· To facilitate RAN4 discussion, RAN4 would like to ask RAN1 to consider introducing 4T6R and 3T6R SRS antenna switching in Rel-19.

[bookmark: OLE_LINK18][bookmark: OLE_LINK19]In order to facilitate RAN4 discussion on RF requirements for 6 Rx UE and address the issue of SRS antenna switching for 6 Rx UE, RAN1 is considering the introduction of 4T6R and 3T6R SRS antenna switching in Rel-19. If 3T6R is not supported, then needs to fallback to 2T6R. This, however, increases SRS sounding overhead, e.g., more sounding OFDM symbols and gaps.
Proposal 1: Introduce 4T6R and 3T6R SRS antenna switching in Rel-19.

Conclusions
In this contribution, we presented our view to the issue in [1] and made the following proposal:
Proposal 1: Introduce 4T6R and 3T6R SRS antenna switching in Rel-19.
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