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1	Overall description
RAN1 thanks RAN4 for the LS on UE Capability for Asymmetric BW for less than 5 MHz. 
RAN1 discussed the necessary impact on the UE capabilities and agreed:
1) For optional support of asymmetric bandwidths with 3 MHz in uplink (and 5 MHz or larger CBW in downlink):
· The existing UE capabilities FG51-1 (support-3MHz-ChannelBW-18) together with asymmetricBandwidthCombinationSet = x (as defined for 3 MHz in uplink and 5 MHz or larger CBW in downlink in a band in TS 38.101-1) can be used to indicate that the UE supports the asymmetric bandwidth combination set and symmetric 3+3 in the band. 
· A new UE capability for 3MHz UL only shall be introduced in Rel18, which does not associate with the sync raster points for SSB with 3MHz and is more flexible than UE capability FG51-1 symmetric 3+3 in UL and DL. The UE shall indicate as well asymmetricBandwidthCombinationSet = x to support the corresponding asymmetric bandwidth. A UE indicating these two capabilities supports the asymmetric bandwidth configuration, but it does not support symmetric 3+3 in the band.

2) For optional support of asymmetric bandwidths with potentially for 3 MHz in downlink (and 5 MHz or larger CBW in uplink):
· The existing UE capabilities FG51-1 (support-3MHz-ChannelBW-18) together with asymmetricBandwidthCombinationSet = y (if defined to support 3 MHz in downlink and 5 MHz or larger CBW in uplink in a band in TS 38.101-1) can be used to indicate that the UE supports the asymmetric bandwidth combination set and symmetric 3+3 in the band.
· No need to introduce a new UE capability for 3MHz DL only in Rel-18. 


2	Actions
ACTIONS: 
RAN1 would like to request RAN4 to take the above information into account and provide feedback, if any.

3	Dates of next TSG RAN WG1 meetings
TSG-RAN1 Meeting #118	Aug 19 - 23, 2024	Maastricht, NL
TSG-RAN1 Meeting #118bis	Oct 14 - 18, 2024	TBC, China


