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1 Introduction
It seems unclear that how to activate the semi-persistent SRS for the preconfigured SRS. In this contribution, we further discussed how to activate the semi-persistent SRS of preconfigured SRS and provides our suggestions. 
2 Discussion
The semi-persistent SRS is supported for SRS with validity area, but how to activate/deactivate the semi-persistent SRS is not clear. Currently, gNB sends the MAC CE to activate/deactivate the semi-persistent SRS when the gNB receives the SRS activation/deactivation request from the LMF. However, it seems that the existing procedure is not feasible for the activation/deactivation of the semi-persistent SRS of preconfigured SRS since LMF doesn’t know that UE sends the RRC Resume Request message to gNB with the value cause ‘srs-PosConfigOrActivationReq’, which means that LMF can’t send SRS activation request to the gNB when gNB receives the RRC resume request.
Therefore, the following procedures can be considered for activation of the semi-persistent of preconfigured SRS,

Step 1: For the preconfigured SRS, UE sends the RRC Resume Request message to gNB with the value cause ‘srs-PosConfigOrActivationReq’;

Step 2: If the preconfigured SRS is semi-persistent SRS, the gNB sends the MAC CE to the UE to activate the semi-persistent SRS when gNB sends the RRC release message.
Step 3: The gNB indicates to the LMF that the semi-persistent SRS of preconfigured SRS is already activated
For the deactivation of semi-persistent SRS, the gNB deactivates the semi-persistent SRS when receives the deactivation request from the LMF.

Proposal 1: If the preconfigured SRS is semi-persistent SRS, the gNB sends the MAC CE to the UE to activate the semi-persistent SRS when the gNB receives the RRC resume request with the cause value as ‘srs-PosConfigOrActivationReq’ and the gNB informs the LMF that the semi-persistent SRS is already activated.
3 Conclusions  

In this contribution, we discuss how to activate the semi-persistent SRS of the preconfigured SRS and provide the following observations and proposals:
Proposal 1: If the preconfigured SRS is semi-persistent SRS, the gNB sends the MAC CE to the UE to activate the semi-persistent SRS when the gNB receives the RRC resume request with the cause value as ‘srs-PosConfigOrActivationReq’ and the gNB informs the LMF that the semi-persistent SRS is already activated. 
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