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	Reason for change:
	The ul-DelayValueConfig, ul-ExcessDelayConfig and onDemandSIB-Request are Need M fileds. If the field is not present, the UE shall maitain the sotred values and peform the actions according to the stored values.
Accordingly, the “If the field is present” in field description of these fields is not correct.
1) While the field is not present, the UE shall perform the actions according to stored configurations.
2) While the field is present with release value, the UE shall not perform the actions according to stored configurations.


ul-DelayValueConfig-r16                     SetupRelease { UL-DelayValueConfig-r16 }                       OPTIONAL,   -- Need M
    reportAddNeighMeas-r16                      ENUMERATED {setup}                                             OPTIONAL    -- Need R
    ]],
    [[
    ul-ExcessDelayConfig-r17                    SetupRelease { UL-ExcessDelayConfig-r17 }                      OPTIONAL,   -- Need M


ul-DelayValueConfig
If the field is present, the UE shall perform the actual UL PDCP Packet Average Delay measurement per DRB as specified in TS 38.314 [53] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1,min6, min12, min30}. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Packet Average Delay per DRB measurement as specified in TS 38.314 [53].
ul-ExcessDelayConfig
If the field is present, the UE shall perform the actual UL PDCP Excess Packet Delay per DRB measurement as specified in TS 38.314 [53] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1,min6, min12, min30}. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Excess Packet Delay per DRB measurement as specified in TS 38.314 [53].



RRCReconfiguration-v1610-IEs ::=        SEQUENCE {
    otherConfig-v1610                       OtherConfig-v1610                                                    OPTIONAL, -- Need M
    bap-Config-r16                          SetupRelease { BAP-Config-r16 }                                      OPTIONAL, -- Need M
    iab-IP-AddressConfigurationList-r16     IAB-IP-AddressConfigurationList-r16                                  OPTIONAL, -- Need M
    conditionalReconfiguration-r16          ConditionalReconfiguration-r16                                       OPTIONAL, -- Need M
    daps-SourceRelease-r16                  ENUMERATED{true}                                                     OPTIONAL, -- Need N
    t316-r16                                SetupRelease {T316-r16}                                              OPTIONAL, -- Need M
    needForGapsConfigNR-r16                 SetupRelease {NeedForGapsConfigNR-r16}                               OPTIONAL, -- Need M
    onDemandSIB-Request-r16                 SetupRelease { OnDemandSIB-Request-r16 }                             OPTIONAL, -- Need M
    dedicatedPosSysInfoDelivery-r16         OCTET STRING (CONTAINING PosSystemInformation-r16-IEs)               OPTIONAL, -- Need N

onDemandSIB-Request
If the field is present, the UE is allowed to request SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5.



	
	

	Summary of change:
	Change the “If the field is present” to “If the field is set to setup”

Impact analysis
Impact analysis
Impacted 5G architecture options:
MR-DC, SA

Impacted functionality:
L2 measurement, on-demand SIBs request

Inter-operability:
· If the network is implemented according to the CR and the UE is not, the UE does not perform the actions according to the stored ul-DelayValueConfig, ul-ExcessDelayConfig and onDemandSIB-Request while the NW expects the UE does so.
· If the UE is implemented according to the CR and the network is not, there is no inter-operability.


	
	

	Consequences if not approved:
	The UE does not pefrom the actions according to the stored ul-DelayValueConfig, ul-ExcessDelayConfig and onDemandSIB-Request.
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	Begin of CHANGE


[bookmark: _Toc155858248][bookmark: _Toc60777350]
[bookmark: _Toc156130557]–	ReportConfigNR
The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event or of a CHO, CPA or CPC event or of an L2 U2N relay measurement reporting event. For events labelled AN with N equal to 1, 2 and so on, measurement reporting events and CHO, CPA or CPC events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS.
Event A1:	Serving becomes better than absolute threshold;
Event A2:	Serving becomes worse than absolute threshold;
Event A3:	Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:	Neighbour becomes better than absolute threshold;
Event A5:	PCell/PSCell becomes worse than absolute threshold1 AND Neighbour/SCell becomes better than another absolute threshold2;
Event A6:	Neighbour becomes amount of offset better than SCell;
Event D1:	Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 becomes shorter than configured threshold distanceThreshFromReference2;
Event D2:	Distance between UE and a moving reference location based on movingReferenceLocation and its corresponding satellite ephemeris and epoch time broadcast in SIB19 for the serving cell becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a moving reference location determined based on referenceLocation2 becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent A3: Conditional reconfiguration candidate becomes amount of offset better than PCell/PSCell;
CondEvent A4: Conditional reconfiguration candidate becomes better than absolute threshold where condEventA4 can also be used for current PSCell (i.e., in case it is configured as candidate PSCell for CondEvent A4 evaluation) for CHO with candidate SCG(s) case;
CondEvent A5: PCell/PSCell becomes worse than absolute threshold1 AND Conditional reconfiguration candidate becomes better than another absolute threshold2;
CondEvent D1: Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 of conditional reconfiguration candidate becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent D2: Distance between UE and a moving reference location determined based on movingReferenceLocation and its corresponding satellite ephemeris and epoch time broadcast in SIB19 for the serving cell becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a moving reference location determined based on referenceLocation2 of conditional reconfiguration candidate becomes shorter than configured threshold distanceThreshFromReference2;
[bookmark: _Hlk87969184]CondEvent T1: Time measured at UE becomes more than configured threshold t1-Threshold but is less than t1-Threshold + duration;
Event X1:	Serving L2 U2N Relay UE becomes worse than absolute threshold1 AND NR Cell becomes better than another absolute threshold2;
Event X2:	Serving L2 U2N Relay UE becomes worse than absolute threshold;
For event I1, measurement reporting event is based on CLI measurement results, which can either be derived based on SRS-RSRP or CLI-RSSI.
Event I1:	Interference becomes higher than absolute threshold;
The reporting events concerning Aerial UE altitude are labelled HN with N equal to 1 and 2. Additionally, the reporting events concerning Aerial UE altitude and the neighboring cell measurements simultaneously are labelled AMHN with M equal to 3, 4, 5 and N equal to 1, 2.
Event H1:	Aerial UE altitude becomes higher than a threshold;
Event H2:	Aerial UE altitude becomes lower than a threshold;
Event A3H1:	Neighbour becomes offset better than SpCell and the Aerial UE altitude becomes higher than a threshold;
Event A3H2:	Neighbour becomes offset better than SpCell and the Aerial UE altitude becomes lower than a threshold;
Event A4H1:	Neighbour becomes better than threshold1 and the Aerial UE altitude becomes higher than a threshold2;
Event A4H2:	Neighbour becomes better than threshold1 and the Aerial UE altitude becomes lower than a threshold2;
Event A5H1:	SpCell becomes worse than threshold1 and neighbour becomes better than threshold2 and the Aerial UE altitude becomes higher than a threshold3;
Event A5H2:	SpCell becomes worse than threshold1 and neighbour becomes better than threshold2 and the Aerial UE altitude becomes lower than a threshold3.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORTCONFIGNR-START

ReportConfigNR ::=                          SEQUENCE {
    reportType                                  CHOICE {
        periodical                                  PeriodicalReportConfig,
        eventTriggered                              EventTriggerConfig,
        ...,
        reportCGI                                   ReportCGI,
        reportSFTD                                  ReportSFTD-NR,
        condTriggerConfig-r16                       CondTriggerConfig-r16,
        cli-Periodical-r16                          CLI-PeriodicalReportConfig-r16,
        cli-EventTriggered-r16                      CLI-EventTriggerConfig-r16,
        rxTxPeriodical-r17                          RxTxPeriodical-r17,
        reportOnScellActivation-r18                 ReportOnScellActivation-r18
    }
}

ReportCGI ::=                     SEQUENCE {
    cellForWhichToReportCGI          PhysCellId,
        ...,
    [[
    useAutonomousGaps-r16            ENUMERATED {setup}                OPTIONAL   -- Need R
    ]]

}

ReportSFTD-NR ::=                 SEQUENCE {
    reportSFTD-Meas                  BOOLEAN,
    reportRSRP                       BOOLEAN,
    ...,
    [[
    reportSFTD-NeighMeas             ENUMERATED {true}                                OPTIONAL,   -- Need R
    drx-SFTD-NeighMeas               ENUMERATED {true}                                OPTIONAL,   -- Need R
    cellsForWhichToReportSFTD        SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellId   OPTIONAL    -- Need R
    ]]
}

CondTriggerConfig-r16 ::=        SEQUENCE {
    condEventId                      CHOICE {
        condEventA3                      SEQUENCE {
            a3-Offset                        MeasTriggerQuantityOffset,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        condEventA5                      SEQUENCE {
            a5-Threshold1                    MeasTriggerQuantity,
            a5-Threshold2                    MeasTriggerQuantity,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        ...,
        condEventA4-r17                  SEQUENCE {
            a4-Threshold-r17                 MeasTriggerQuantity,
            hysteresis-r17                   Hysteresis,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventD1-r17                  SEQUENCE {
            distanceThreshFromReference1-r17 INTEGER(0.. 65525),
            distanceThreshFromReference2-r17 INTEGER(0.. 65525),
            referenceLocation1-r17           ReferenceLocation-r17,
            referenceLocation2-r17           ReferenceLocation-r17,
            hysteresisLocation-r17           HysteresisLocation-r17,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventT1-r17                  SEQUENCE {
            t1-Threshold-r17                 INTEGER (0..549755813887),
            duration-r17                     INTEGER (1..6000)
        },
        condEventD2-r18                  SEQUENCE {
            distanceThreshFromReference1-r18 INTEGER(0.. 65535),
            distanceThreshFromReference2-r18 INTEGER(0.. 65535),
            referenceLocation2-r18           ReferenceLocation-r17,
            hysteresisLocation-r18           HysteresisLocation-r17,
            timeToTrigger-r18                TimeToTrigger
        }
    },
    rsType-r16                       NR-RS-Type,
    ...,
    [[
    nesEvent-r18                     ENUMERATED {true}                                OPTIONAL    -- Need R
    ]]

}

EventTriggerConfig ::=                      SEQUENCE {
    eventId                                     CHOICE {
        eventA1                                     SEQUENCE {
            a1-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA2                                     SEQUENCE {
            a2-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA3                                     SEQUENCE {
            a3-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA4                                     SEQUENCE {
            a4-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA5                                     SEQUENCE {
            a5-Threshold1                               MeasTriggerQuantity,
            a5-Threshold2                               MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA6                                     SEQUENCE {
            a6-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        ...,
        [[
        eventX1-r17                                 SEQUENCE {
            x1-Threshold1-Relay-r17                     SL-MeasTriggerQuantity-r16,
            x1-Threshold2-r17                           MeasTriggerQuantity,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger,
            useAllowedCellList-r17                      BOOLEAN
        },
        eventX2-r17                                 SEQUENCE {
            x2-Threshold-Relay-r17                      SL-MeasTriggerQuantity-r16,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger
        },
        eventD1-r17                                 SEQUENCE {
            distanceThreshFromReference1-r17            INTEGER(1.. 65525),
            distanceThreshFromReference2-r17            INTEGER(1.. 65525),
            referenceLocation1-r17                      ReferenceLocation-r17,
            referenceLocation2-r17                      ReferenceLocation-r17,
            reportOnLeave-r17                           BOOLEAN,
            hysteresisLocation-r17                      HysteresisLocation-r17,
            timeToTrigger-r17                           TimeToTrigger
        }
        ]],
        [[
        eventH1-r18                                SEQUENCE {
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            reportOnLeave-r18                           BOOLEAN,
            timeToTrigger-r18                           TimeToTrigger,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventH2-r18                                SEQUENCE {
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            reportOnLeave-r18                           BOOLEAN,
            timeToTrigger-r18                           TimeToTrigger,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA3H1-r18                              SEQUENCE {
            a3-Offset-r18                               MeasTriggerQuantityOffset,
            reportOnLeave-r18                           BOOLEAN,
            a3-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA3H2-r18                              SEQUENCE {
            a3-Offset-r18                               MeasTriggerQuantityOffset,
            reportOnLeave-r18                           BOOLEAN,
            a3-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA4H1-r18                              SEQUENCE {
            a4-Threshold-r18                            MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a4-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA4H2-r18                              SEQUENCE {
            a4-Threshold-r18                            MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a4-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA5H1-r18                              SEQUENCE {
            a5-Threshold1-r18                           MeasTriggerQuantity,
            a5-Threshold2-r18                           MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a5-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA5H2-r18                             SEQUENCE {
            a5-Threshold1-r18                           MeasTriggerQuantity,
            a5-Threshold2-r18                           MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a5-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventD2-r18                                 SEQUENCE {
            distanceThreshFromReference1-r18            INTEGER(1.. 65535),
            distanceThreshFromReference2-r18            INTEGER(1.. 65535),
            referenceLocation2-r18                      ReferenceLocation-r17,
            reportOnLeave-r18                           BOOLEAN,
            hysteresisLocation-r18                      HysteresisLocation-r17,
            timeToTrigger-r18                           TimeToTrigger
        },
        eventX1-SD-Threshold1-r18                   SL-MeasTriggerQuantity-r16                                 OPTIONAL,   -- Need S
        eventX2-SD-Threshold-r18                    SL-MeasTriggerQuantity-r16                                 OPTIONAL    -- Need S
        ]]
    },
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                     MeasReportQuantity                                            OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    reportAddNeighMeas                          ENUMERATED {setup}                                             OPTIONAL,   -- Need R
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    useT312-r16                                 BOOLEAN                                                        OPTIONAL,   -- Need M
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL    -- Need M
    ]],
    [[
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]],
    [[
    numberOfTriggeringCells-r18                 INTEGER (2..maxCellReport)                                     OPTIONAL,   -- Need R
    cellIndividualOffsetList-r18                SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellIndividualOffsetList-r18 OPTIONAL  -- Need R
    ]]
}

PeriodicalReportConfig ::=                  SEQUENCE {
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                    MeasReportQuantity                                             OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    useAllowedCellList                          BOOLEAN,
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL,   -- Need M
    ul-DelayValueConfig-r16                     SetupRelease { UL-DelayValueConfig-r16 }                       OPTIONAL,   -- Need M
    reportAddNeighMeas-r16                      ENUMERATED {setup}                                             OPTIONAL    -- Need R
    ]],
    [[
    ul-ExcessDelayConfig-r17                    SetupRelease { UL-ExcessDelayConfig-r17 }                      OPTIONAL,   -- Need M
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]]
}

NR-RS-Type ::=                              ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=                     CHOICE {
    rsrp                                        RSRP-Range,
    rsrq                                        RSRQ-Range,
    sinr                                        SINR-Range
}

MeasTriggerQuantityOffset ::=               CHOICE {
    rsrp                                        INTEGER (-30..30),
    rsrq                                        INTEGER (-30..30),
    sinr                                        INTEGER (-30..30)
}


MeasReportQuantity ::=                      SEQUENCE {
    rsrp                                        BOOLEAN,
    rsrq                                        BOOLEAN,
    sinr                                        BOOLEAN
}

MeasRSSI-ReportConfig-r16 ::=               SEQUENCE {
    channelOccupancyThreshold-r16               RSSI-Range-r16         OPTIONAL   -- Need R
}

CLI-EventTriggerConfig-r16 ::=              SEQUENCE {
    eventId-r16                                 CHOICE {
        eventI1-r16                                 SEQUENCE {
            i1-Threshold-r16                            MeasTriggerQuantityCLI-r16,
            reportOnLeave-r16                           BOOLEAN,
            hysteresis-r16                              Hysteresis,
            timeToTrigger-r16                           TimeToTrigger
        },
    ...
    },
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}

CLI-PeriodicalReportConfig-r16 ::=          SEQUENCE {
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCLI-r16                       MeasReportQuantityCLI-r16,
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}

RxTxPeriodical-r17  ::=                     SEQUENCE {
    rxTxReportInterval-r17                      RxTxReportInterval-r17                             OPTIONAL,   -- Need R
    reportAmount-r17                            ENUMERATED {r1, infinity, spare6, spare5, spare4, spare3, spare2, spare1},
    ...
}

RxTxReportInterval-r17 ::= ENUMERATED {ms80,ms120,ms160,ms240,ms320,ms480,ms640,ms1024,ms1280,ms2048,ms2560,ms5120,spare4,spare3,spare2,spare1}

MeasTriggerQuantityCLI-r16 ::=              CHOICE {
    srs-RSRP-r16                                SRS-RSRP-Range-r16,
    cli-RSSI-r16                                CLI-RSSI-Range-r16
}

MeasReportQuantityCLI-r16 ::=               ENUMERATED {srs-rsrp, cli-rssi}

ReportOnScellActivation-r18 ::=             SEQUENCE {
    rsType                                      NR-RS-Type,
    reportQuantityRS-Indexes                    MeasReportQuantity,
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport),
    includeBeamMeasurements                     BOOLEAN
}

CellIndividualOffsetList-r18 ::=    SEQUENCE {
    physCellId-r18                      PhysCellId,
    cellIndividualOffset-r18            Q-OffsetRangeList
}

-- TAG-REPORTCONFIGNR-STOP
-- ASN1STOP

	CondTriggerConfig field descriptions

	a3-Offset
Offset value(s) to be used in NR conditional reconfiguration triggering condition for cond event a3. The actual value is field value * 0.5 dB.

	a4-Threshold
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a4.

	a5-Threshold1/ a5-Threshold2
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a5. In the same condeventA5, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	condEventId
Choice of NR conditional reconfiguration event triggered criteria.

	distanceThreshFromReference1, distanceThreshFromReference2
Distance from a fixed reference location configured with referenceLocation1 or referenceLocation2 or a moving reference location determined by the UE based on the serving cell movingReferenceLocation broadcast in SIB19 or referenceLocation2 and their corresponding satellite ephemeris and epoch time. Each step represents 50m.

	duration
This field is used for defining the leaving condition T1-2 for conditional HO event condEventT1. Each step represents 100ms.

	nesEvent
Indicates the event is a NES-specific CHO event and the event is only considered to be satisfied if indication from lower layers is received indicating the applicability of NES-specific CHO event and the related entry condition(s) is fulfilled. This field can only be configured for condEventA3, condEventA4 or condEventA5. This field cannot be configured for CPAC.

	referenceLocation1, referenceLocation2
For condEventD1, The referenceLocation1 is associated to serving cell and referenceLocation2 is associated to candidate target cell. For condEventD2, the refereceLocation2 is associated to candidate target cell.

	t1-Threshold
The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900).

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to execute the conditional reconfiguration evaluation.



	ReportConfigNR field descriptions

	reportType
Type of the configured measurement report. In MR-DC, network does not configure report of type reportCGI using SRB3. The condTriggerConfig is used for CHO, CPA or CPC configuration.



	ReportCGI field descriptions

	useAutonomousGaps
Indicates whether or not the UE is allowed to use autonomous gaps in acquiring system information from the NR neighbour cell. When the field is included, the UE applies the corresponding value for T321.



	EventTriggerConfig field descriptions

	a3-Offset/a6-Offset
Offset value(s) to be used in NR measurement report triggering condition for event a3/a6. The actual value is field value * 0.5 dB.

	aN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. In the same eventA5, eventA5H1, eventA5H2, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	channelOccupancyThreshold
RSSI threshold which is used for channel occupancy evaluation.

	coarseLocationRequest
This field is used to request UE to report coarse location information.

	distanceThreshFromReference1, distanceThreshFromReference2
Threshold value associated to the distance from a reference location configured with referenceLocation1 or referenceLocation2. Each step represents 50m.

	eventId
Choice of NR event triggered reporting criteria.

	eventXN-SD-Threshold
Indicates the SD-RSRP threshold value for the serving L2 U2N Relay UE in event XN (N equals 1 or 2). If this field is not included, the UE considers the SD-RSRP threshold value equals to the one indicated by x1-Threshold1-Relay/ x2-Threshold-Relay.

	includeAltitudeUE
This field is used to request UE to report altitude information.

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report for A1-A6 events.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	numberOfTriggeringCells
Indicates the number of cells detected that are required to fulfill an event for a measurement report to be triggered. This field is applicable only for the events concerning neighbor cells, i.e. eventA3, eventA4, eventA5, eventA3H1, eventA3H2, eventA4H1, eventA4H2, eventA5H1, eventA5H2.

	referenceLocation1, referenceLocation2
For eventD1, the referenceLocation1 is associated to serving cell and referenceLocation2 is associated to neighbour cell. For eventD2, the refereceLocation2 is associated to neighbour cell.

	reportAddNeighMeas
Indicates that the UE shall include the best neighbour cells per serving frequency.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types.

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met if configured in eventD1, eventD2, eventH1, eventH2 as specified in 5.5.4.1.

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	simulMultiTriggerSingleMeasReport
Indicates when multiple events with the same eventID satisfy the entering condition(s), whether to consider only the event with the smallest value between the altitude of the UE and the configured altitude threshold.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	useAllowedCellList
Indicates whether only the cells included in the allow-list of the associated measObject are applicable as specified in 5.5.4.1.

	useT312
If value TRUE is configured, the UE shall use the timer T312 with the value t312 as specified in the corresponding measObjectNR. If value FALSE is configured, the timer T312 is considered as disabled. Network configures value TRUE only if reportType is set to eventTriggered.

	xN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event xN. If multiple thresholds are defined for event number xN, the thresholds are differentiated by M. x1-Threshold1 and x2-Threshold indicates the threshold value for the serving L2 U2N Relay UE, x1-Threshold2 indicates the threshold value for the NR Cells.



	CLI-EventTriggerConfig field descriptions

	i1-Threshold
Threshold value associated to the selected trigger quantity (e.g. SRS-RSRP, CLI-RSSI) to be used in CLI measurement report triggering condition for event i1.

	eventId
Choice of CLI event triggered reporting criteria.

	maxReportCLI
Max number of CLI measurement resource to include in the measurement report.

	reportAmount
Number of measurement reports.

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a CLI measurement resource in srsTriggeredList or rssiTriggeredList, as specified in 5.5.4.1.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.



	CLI-PeriodicalReportConfig field descriptions

	maxReportCLI
Max number of CLI measurement resource to include in the measurement report.

	reportAmount
Number of measurement reports.

	reportQuantityCLI
The CLI measurement quantities to be included in the measurement report.



	PeriodicalReportConfig field descriptions

	coarseLocationRequest
This field is used to request UE to report coarse location information.

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	reportAddNeighMeas
Indicates that the UE shall include the best neighbour cells per serving frequency.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	ul-DelayValueConfig
If the field is set to setuppresent, the UE shall perform the actual UL PDCP Packet Average Delay measurement per DRB as specified in TS 38.314 [53] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1,min6, min12, min30}. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Packet Average Delay per DRB measurement as specified in TS 38.314 [53].

	ul-ExcessDelayConfig
If the field is set to setuppresent, the UE shall perform the actual UL PDCP Excess Packet Delay per DRB measurement as specified in TS 38.314 [53] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1,min6, min12, min30}. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Excess Packet Delay per DRB measurement as specified in TS 38.314 [53].

	useAllowedCellList
Indicates whether only the cells included in the allow-list of the associated measObject are applicable as specified in 5.5.4.1.



	ReportSFTD-NR field descriptions

	cellForWhichToReportSFTD
Indicates the target NR neighbour cells for SFTD measurement between PCell and NR neighbour cells.

	drx-SFTD-NeighMeas
Indicates that the UE shall use available idle periods (i.e. DRX off periods) for the SFTD measurement in NR standalone. The network only includes drx-SFTD-NeighMeas field when reprtSFTD-NeighMeas is set to true.

	reportSFTD-Meas
Indicates whether UE is required to perform SFTD measurement between PCell and NR PSCell in NR-DC.

	reportSFTD-NeighMeas
Indicates whether UE is required to perform SFTD measurement between PCell and NR neighbour cells in NR standalone. The network does not include this field if reportSFTD-Meas is set to true.

	reportRSRP
Indicates whether UE is required to include RSRP result of NR PSCell or NR neighbour cells in SFTD measurement result, derived based on SSB. If it is set to true, the network should ensure that ssb-ConfigMobility is included in the measurement object for NR PSCell or NR neighbour cells.



	RxTxPeriodical field descriptions

	reportAmount
This field indicates the number of UE Rx-Tx time difference measurement reports. If configured to r1, the network does not configure rxTxReportInterval and only one measurement is reported. If configured to infinity, UE periodically reports measurements according to the periodicity configured by rxTxReportInterval.

	rxTxReportInterval
This field indicates the measurement reporting periodicity of UE Rx-Tx time difference.



	other field descriptions

	MeasTriggerQuantity
SINR is applicable only for CONNECTED mode events.



	ReportOnScellActivation field descriptions

	rsType
Indicates which RS is used to provide the measurement result. Only value ssb can be set in this release.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index is used to sort the reported measurement results and is included in the measurement report.

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report.

	includeBeamMeasurements
Indicates whether to include the measurement result per RS index in the measurement report.



	CellIndividualOffsetList field descriptions

	cellIndividualOffset
Cell individual offsets applicable to a specific measurement event.

	physCellId
Physical cell identity of a cell in the cell list.




	Next CHANGE
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The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCReconfiguration message
-- ASN1START
-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=                  SEQUENCE {
    rrc-TransactionIdentifier               RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcReconfiguration                      RRCReconfiguration-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCReconfiguration-IEs ::=              SEQUENCE {
    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M
    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Cond SCG
    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M
    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,
    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL
}

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {
    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M
    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig
    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO
    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange
    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N
    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N
    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL
}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {
    otherConfig-v1540                       OtherConfig-v1540                                                      OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1560-IEs                                           OPTIONAL
}

RRCReconfiguration-v1560-IEs ::=         SEQUENCE {
    mrdc-SecondaryCellGroupConfig            SetupRelease { MRDC-SecondaryCellGroupConfig }                        OPTIONAL,   -- Need M
    radioBearerConfig2                       OCTET STRING (CONTAINING RadioBearerConfig)                           OPTIONAL,   -- Need M
    sk-Counter                               SK-Counter                                                            OPTIONAL,   -- Need N
    nonCriticalExtension                     RRCReconfiguration-v1610-IEs                                          OPTIONAL
}
RRCReconfiguration-v1610-IEs ::=        SEQUENCE {
    otherConfig-v1610                       OtherConfig-v1610                                                    OPTIONAL, -- Need M
    bap-Config-r16                          SetupRelease { BAP-Config-r16 }                                      OPTIONAL, -- Need M
    iab-IP-AddressConfigurationList-r16     IAB-IP-AddressConfigurationList-r16                                  OPTIONAL, -- Need M
    conditionalReconfiguration-r16          ConditionalReconfiguration-r16                                       OPTIONAL, -- Need M
    daps-SourceRelease-r16                  ENUMERATED{true}                                                     OPTIONAL, -- Need N
    t316-r16                                SetupRelease {T316-r16}                                              OPTIONAL, -- Need M
    needForGapsConfigNR-r16                 SetupRelease {NeedForGapsConfigNR-r16}                               OPTIONAL, -- Need M
    onDemandSIB-Request-r16                 SetupRelease { OnDemandSIB-Request-r16 }                             OPTIONAL, -- Need M
    dedicatedPosSysInfoDelivery-r16         OCTET STRING (CONTAINING PosSystemInformation-r16-IEs)               OPTIONAL, -- Need N
    sl-ConfigDedicatedNR-r16                SetupRelease {SL-ConfigDedicatedNR-r16}                              OPTIONAL, -- Need M
    sl-ConfigDedicatedEUTRA-Info-r16        SetupRelease {SL-ConfigDedicatedEUTRA-Info-r16}                      OPTIONAL, -- Need M
    targetCellSMTC-SCG-r16                  SSB-MTC                                                              OPTIONAL, -- Need S
    nonCriticalExtension                    RRCReconfiguration-v1700-IEs                                         OPTIONAL
}

RRCReconfiguration-v1700-IEs ::=        SEQUENCE {
    otherConfig-v1700                       OtherConfig-v1700                                              OPTIONAL, -- Need M
    sl-L2RelayUE-Config-r17                 SetupRelease { SL-L2RelayUE-Config-r17 }                       OPTIONAL, -- Need M
    sl-L2RemoteUE-Config-r17                SetupRelease { SL-L2RemoteUE-Config-r17 }                      OPTIONAL, -- Need M
    dedicatedPagingDelivery-r17             OCTET STRING (CONTAINING Paging)                               OPTIONAL, -- Cond PagingRelay
    needForGapNCSG-ConfigNR-r17             SetupRelease {NeedForGapNCSG-ConfigNR-r17}                     OPTIONAL, -- Need M
    needForGapNCSG-ConfigEUTRA-r17          SetupRelease {NeedForGapNCSG-ConfigEUTRA-r17}                  OPTIONAL, -- Need M
    musim-GapConfig-r17                     SetupRelease {MUSIM-GapConfig-r17}                             OPTIONAL, -- Need M
    ul-GapFR2-Config-r17                    SetupRelease { UL-GapFR2-Config-r17 }                          OPTIONAL, -- Need M
    scg-State-r17                           ENUMERATED { deactivated }                                     OPTIONAL, -- Need N
    appLayerMeasConfig-r17                  AppLayerMeasConfig-r17                                         OPTIONAL, -- Need M
    ue-TxTEG-RequestUL-TDOA-Config-r17      SetupRelease {UE-TxTEG-RequestUL-TDOA-Config-r17}              OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1800-IEs                                   OPTIONAL
}

RRCReconfiguration-v1800-IEs ::=        SEQUENCE {
    needForInterruptionConfigNR-r18         ENUMERATED { disabled, enabled }                               OPTIONAL, -- Need M
    aerial-Config-r18                          SetupRelease { Aerial-Config-r18 }                          OPTIONAL, -- Need M
    sl-IndirectPathAddChange-r18            SetupRelease { SL-IndirectPathAddChange-r18 }                  OPTIONAL, -- Need M
    n3c-IndirectPathAddChange-r18           SetupRelease { N3C-IndirectPathAddChange-r18 }                 OPTIONAL, -- Need M
    n3c-IndirectPathConfigRelay-r18         SetupRelease { N3C-IndirectPathConfigRelay-r18 }               OPTIONAL, -- Need M
    otherConfig-v1800                       OtherConfig-v1800                                              OPTIONAL, -- Need M
    srs-PosResourceSetLinkedForAggBWList-r18 SetupRelease { SRS-PosResourceSetLinkedForAggBWList-r18 }     OPTIONAL, -- Need M
    ltm-Config-r18                          SetupRelease {LTM-Config-r18}                                  OPTIONAL, -- Need M
    nonCriticalExtension                    SEQUENCE {}                                                    OPTIONAL
}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {
    mrdc-ReleaseAndAdd                      ENUMERATED {true}                                                     OPTIONAL,   -- Need N
    mrdc-SecondaryCellGroup                 CHOICE {
        nr-SCG                                  OCTET STRING  (CONTAINING RRCReconfiguration),
        eutra-SCG                               OCTET STRING
    }
}

BAP-Config-r16 ::=                      SEQUENCE {
    bap-Address-r16                         BIT STRING (SIZE (10))                                    OPTIONAL, -- Need M
    defaultUL-BAP-RoutingID-r16             BAP-RoutingID-r16                                         OPTIONAL, -- Need M
    defaultUL-BH-RLC-Channel-r16            BH-RLC-ChannelID-r16                                      OPTIONAL, -- Need M
    flowControlFeedbackType-r16             ENUMERATED {perBH-RLC-Channel, perRoutingID, both}        OPTIONAL, -- Need R
    ...
}

MasterKeyUpdate ::=                 SEQUENCE {
    keySetChangeIndicator           BOOLEAN,
    nextHopChainingCount            NextHopChainingCount,
    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC
    ...
}

OnDemandSIB-Request-r16 ::=                  SEQUENCE {
    onDemandSIB-RequestProhibitTimer-r16         ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30}
}

T316-r16 ::=         ENUMERATED {ms50, ms100, ms200, ms300, ms400, ms500, ms600, ms1000, ms1500, ms2000}

IAB-IP-AddressConfigurationList-r16 ::= SEQUENCE {
    iab-IP-AddressToAddModList-r16      SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressConfiguration-r16 OPTIONAL, -- Need N
    iab-IP-AddressToReleaseList-r16     SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressIndex-r16         OPTIONAL, -- Need N
    ...
}

IAB-IP-AddressConfiguration-r16 ::=     SEQUENCE {
    iab-IP-AddressIndex-r16                 IAB-IP-AddressIndex-r16,
    iab-IP-Address-r16                      IAB-IP-Address-r16                                                OPTIONAL,  -- Need M
    iab-IP-Usage-r16                        IAB-IP-Usage-r16                                                  OPTIONAL,  -- Need M
    iab-donor-DU-BAP-Address-r16            BIT STRING (SIZE(10))                                             OPTIONAL,  -- Need M
...
}

SL-ConfigDedicatedEUTRA-Info-r16 ::=            SEQUENCE {
    sl-ConfigDedicatedEUTRA-r16                    OCTET STRING                                              OPTIONAL,  -- Need M
    sl-TimeOffsetEUTRA-List-r16                    SEQUENCE (SIZE (8)) OF SL-TimeOffsetEUTRA-r16             OPTIONAL    -- Need M
}

SL-TimeOffsetEUTRA-r16 ::=        ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot625, ms0dot75, ms1, ms1dot25, ms1dot5, ms1dot75,
                                              ms2, ms2dot5, ms3, ms4, ms5, ms6, ms8, ms10, ms20}

UE-TxTEG-RequestUL-TDOA-Config-r17 ::=  CHOICE {
    oneShot-r17                             NULL,
    periodicReporting-r17                   ENUMERATED { ms160, ms320, ms1280, ms2560, ms61440, ms81920, ms368640, ms737280 }
}

SRS-PosResourceSetLinkedForAggBWList-r18 ::= SEQUENCE (SIZE(1..maxNrOfLinkedSRS-PosResourceSet-r18)) OF SRS-PosResourceSetLinkedForAggBW-r18

-- TAG-RRCRECONFIGURATION-STOP
-- ASN1STOP


	RRCReconfiguration-IEs field descriptions

	appLayerMeasConfig
This field is used to configure application layer measurements. This field is absent when the UE is configured to operate with shared spectrum channel access or if sl-L2RemoteUE-Config-r17 is configured or not released.

	bap-Config
This field is used to configure the BAP entity for IAB nodes.

	bap-Address
Indicates the BAP address of an IAB-node. The BAP address of an IAB-node cannot be changed once configured for the cell group to the BAP entity.

	conditionalReconfiguration
Configuration of candidate target SpCell(s) and execution condition(s) for conditional handover, conditional PSCell addition or conditional PSCell change. The field is absent if any DAPS bearer is configured or if the masterCellGroup includes ReconfigurationWithSync or if the sl-L2RemoteUE-Config or sl-L2RelayUE-Config is configured. For conditional PSCell change, the field is absent if the secondaryCellGroup includes ReconfigurationWithSync. The RRCReconfiguration message contained in DLInformationTransferMRDC cannot contain the field conditionalReconfiguration for conditional PSCell change or for conditional PSCell addition.

	daps-SourceRelease
Indicates to UE that the source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released.

	dedicatedNAS-MessageList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	dedicatedPagingDelivery
This field is used to transfer Paging message for the associated L2 U2N Remote UE to the L2 U2N Relay UE in RRC_CONNECTED.

	dedicatedPosSysInfoDelivery
This field is used to transfer SIBPos to the UE in RRC_CONNECTED.

	dedicatedSIB1-Delivery
This field is used to transfer SIB1 to the UE (including L2 U2N Remote UE). The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery
This field is used to transfer SIB6, SIB7, SIB8, SIB19, SIB20, SIB21, SIB25 to the UE with an active BWP with no common search space configured or the L2 U2N Remote UE in RRC_CONNECTED. For UEs in RRC_CONNECTED (including L2 U2N Remote UE), this field is also used to transfer the SIBs requested on-demand.

	defaultUL-BAP-RoutingID
This field is used for IAB-node to configure the default uplink Routing ID, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BAP-RoutingID can be (re-)configured when IAB-node IP address for F1-C related traffic changes. This field is mandatory only for IAB-node bootstrapping.

	defaultUL-BH-RLC-Channel
This field is used for IAB-nodes to configure the default uplink BH RLC channel, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BH-RLC-Channel can be (re-)configured when IAB-node IP address for F1-C related traffic changes, and the new IP address is anchored at a different IAB-donor-DU. This field is mandatory for IAB-node bootstrapping. If the IAB-MT is operating in EN-DC, the default uplink BH RLC channel is referring to an RLC channel on the SCG; Otherwise, it is referring to an RLC channel either on the MCG or on the SCG depending on whether the MN or the SN configures this field.

	flowControlFeedbackType
This field is only used for IAB-node that support hop-by-hop flow control to configure the type of flow control feedback. Value perBH-RLC-Channel indicates that the IAB-node shall provide flow control feedback per BH RLC channel, value perRoutingID indicates that the IAB-node shall provide flow control feedback per routing ID, and value both indicates that the IAB-node shall provide flow control feedback both per BH RLC channel and per routing ID.

	fullConfig
Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent if any DAPS bearer is configured or when the RRCReconfiguration message is transmitted on SRB3, and in an RRCReconfiguration message for SCG contained in another RRCReconfiguration message (or RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1.

	iab-IP-Address
This field is used to provide the IP address information for IAB-node.

	iab-IP-AddressIndex
This field is used to identify a configuration of an IP address.

	iab-IP-AddressToAddModList
List of IP addresses allocated for IAB-node to be added and modified.

	iab-IP-AddressToReleaseList
List of IP address allocated for IAB-node to be released.

	iab-IP-Usage
This field is used to indicate the usage of the assigned IP address. If this field is not configured, the assigned IP address is used for all traffic.

	iab-donor-DU-BAP-Address
This field is used to indicate the BAP address of the IAB-donor-DU where the IP address is anchored.

	keySetChangeIndicator
Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	ltm-Config
This field includes the configuration related to LTM.

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd
This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup
Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup, otherConfig, conditionalReconfiguration, ltm-Config, measConfig, bap-Config, IAB-IP-AddressConfigurationList and appLayerMeasConfig.
For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	mrdc-SecondaryCellGroupConfig
This field is used to configure and release an SCG in NR-DC and NE-DC. In case the RRCReconfiguration message is part of an LTM-Candidate IE associated with the MCG, if this field is present its value can only be set to release.

	musim-GapConfig
Indicates the MUSIM gap configuration and controls setup/release of MUSIM gaps. In this version of the specification, the network does not configure MUSIM gap together with concurrent measurement gap or preconfigured measurement gap for positioning.

	nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS  security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	needForGapsConfigNR
Configuration for the UE to report measurement gap requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigEUTRA
Configuration for the UE to report measurement gap and NCSG requirement information of E‑UTRA target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigNR
Configuration for the UE to report measurement gap and NCSG requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForInterruptionConfigNR
Indicates whether the UE shall report interruption requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message. The network sets this field to enabled only if the needForGapsConfigNR is configured. The network sets this field to disabled if the needForGapsConfigNR is released.

	nextHopChainingCount
Parameter NCC: See TS 33.501 [11]

	onDemandSIB-Request
If the field is set to setuppresent, the UE is allowed to request SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5.

	onDemandSIB-RequestProhibitTimer
Prohibit timer for requesting SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	otherConfig
Contains configuration related to other configurations. When configured for the SCG, only fields drx-PreferenceConfig, maxBW-PreferenceConfig, maxBW-PreferenceConfigFR2-2, maxCC-PreferenceConfig, maxMIMO-LayerPreferenceConfig, maxMIMO-LayerPreferenceConfigFR2-2, minSchedulingOffsetPreferenceConfig, minSchedulingOffsetPreferenceConfigExt, rlm-RelaxationReportingConfig, bfd-RelaxationReportingConfig, btNameList, wlanNameList, sensorNameList, obtainCommonLocation, idc-AssistanceConfig, multiRx-PreferenceReportingConfigFR2, ul-TrafficInfoReportingConfig, n3c-RelayUE-InfoReportConfig, successPSCell-Config and sn-InitiatedPSCellChange can be included.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs, multicast MRBs) including SDAP/PDCP. In (NG)EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3. SRB4 should not be configured if sl-L2RemoteUE-Config-r17 is configured or not released.

	radioBearerConfig2
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	scg-State
Indicates that the SCG is in deactivated state.
This field is not used
-	in an RRCReconfiguration message received:
-	within mrdc-SecondaryCellGroup, or
-	in an E-UTRA RRCConnectionReconfiguration message, or
-	in an E-UTRA RRCConnectionResume message or
-	in an RRCReconfiguration message received via SRB3, except if the RRCReconfiguration message is included in DLInformationTransferMRDC.
The field is absent if CPA, CPC, or subsequent CPAC is configured for the UE, or if the RRCReconfiguration message is contained in CondRRCReconfig, or PSCell is configured with tag2, or if the RRCReconfiguration message is included within an LTM-Config IE.

	sl-L2RelayUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Relay UE or L2 U2U relay operation related configuration used by a UE acting as a L2 U2U Relay UE. In case of L2 U2N relay operation, the field is absent if conditionalReconfiguration is configured for CHO.

	sl-L2RemoteUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Remote UE or L2 U2U relay operation related configuration used by a UE acting as a L2 U2U Remote UE. In case of L2 U2N relay operation, the field is absent if conditionalReconfiguration is configured for CHO, or if appLayerMeasConfig or SRB4 is configured/not released.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC).

	sk-Counter
A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included either upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary, whichever happens first. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary.

	sl-ConfigDedicatedNR
This field is used to provide the dedicated configurations for NR sidelink communication/discovery/positioning.

	sl-ConfigDedicatedEUTRA-Info
This field includes the E-UTRA RRCConnectionReconfiguration as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRCConnectionReconfiguration can only includes sidelink related fields for V2X sidelink communication, i.e. sl-V2X-ConfigDedicated, sl-V2X-SPS-Config, measConfig and/or otherConfig.

	srs-PosResourceSetLinkedForAggBWList
This field indicates the SRS resource sets across two or three carriers which are linked for SRS bandwidth aggregation in RRC_CONNECTED state as defined in clause 6.2.1.4 of TS 38.214 [19].

	sl-TimeOffsetEUTRA
This field indicates the possible time offset to (de)activation of V2X sidelink transmission after receiving DCI format 3_1 used for scheduling V2X sidelink communication. Value ms0dpt75 corresponds to 0.75ms, ms1 corresponds to 1ms and so on. The network includes this field only when sl-ConfigDedicatedEUTRA is configured.

	targetCellSMTC-SCG
The SSB periodicity/offset/duration configuration of target cell for NR PSCell addition and SN change. When UE receives this field, UE applies the configuration based on the timing reference of NR PCell for PSCell addition and PSCell change for the case of no reconfiguration with sync of MCG, and UE applies the configuration based on the timing reference of target NR PCell for the case of reconfiguration with sync of MCG. If both this field and the smtc in secondaryCellGroup -> SpCellConfig -> reconfigurationWithSync are absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.

	t316
Indicates the value for timer T316 as described in clause 7.1. Value ms50 corresponds to 50 ms, value ms100 corresponds to 100 ms and so on. This field can be configured only if the UE is configured with split SRB1 or SRB3.

	ue-TxTEG-RequestUL-TDOA-Config
Configures the periodicity of UE reporting for the association between Tx TEG and SRS Positioning resources. When configured with oneShot UE reports the association only one time. When configured with periodicReporting UE reports the association periodically and the periodicReporting indicates the periodicity. Value ms160 corresponds to 160ms, value ms320 corresponds to 320ms and so on.

	ul-GapFR2-Config
Indicates the FR2 UL gap configuration to UE. In EN-DC and NGEN-DC, the SN decides and configures the FR2 UL gap pattern. In NE-DC, the MN decides and configures the FR2 UL gap pattern. In NR-DC without FR2-FR2 band combination, the network entity which is configured with FR2 serving cell(s) decides and configures the FR2 UL gap pattern.



	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. If ReconfigurationWithSync is part of an LTM-Candidate IE associated with the MCG, the field is absent. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during a reconfiguration with sync which is not related to an LTM cell switch or subsequent CPAC, and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.

	SCG
	The field is mandatory present in:
-	an RRCReconfiguration message contained in an RRCResume message (or in an RRCConnectionResume message, see TS 36.331 [10]),
-	an RRCReconfiguration message contained in an RRCConnectionReconfiguration message, see TS 36.331 [10], which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation).
The field is optional present, Need M, in:
-	an RRCReconfiguration message transmitted on SRB3,
-	an RRCReconfiguration message contained in another RRCReconfiguration message (or in an RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1
-	an RRCReconfiguration message contained in another RRCReconfiguration message which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation).
Otherwise, the field is absent.

	PagingRelay
	For L2 U2N Relay UE, the field is optionally present, Need N. Otherwise, it is absent.




	End of CHANGE






