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[bookmark: _Toc155944323]8.19		Timing Synchronisation Status Reporting Procedures
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[bookmark: _CR8_xx19_1_1][bookmark: _CR8_19_1_1][bookmark: _Toc155944325]8.19.1.1	General
The purpose of the Timing Synchronisation Status procedure is to enable the AMF to request the NG-RAN node to start or stop reporting of RAN timing synchronisation status information as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses non-UE associated signalling.
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Figure 8.19.1.2-1: Timing synchronisation status procedure: successful operation
The AMF initiates the procedure by sending a TIMING SYNCHRONISATION STATUS REQUEST message to the NG-RAN node. 
If the RAN TSS Request Type IE included in the TIMING SYNCHRONISATION STATUS REQUEST message is set to "start", the NG-RAN node shall start the RAN TSS reporting for the TSCTSF indicated by the Routing ID IE. If the RAN TSS Request Type IE is set to "stop", the NG-RAN node shall stop the reporting for the TSCTSF indicated by the Routing ID IE.
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Figure 8.19.1.3-1: Timing synchronisation status procedure: unsuccessful operation
If the NG-RAN node is not able to report timing synchronisation status, it shall consider the procedure as failed and reply with the TIMING SYNCHRONISATION STATUS FAILURE message.
[bookmark: _CR8_xx19_1_4][bookmark: _CR8_19_1_4][bookmark: _Toc155944328]8.19.1.4	Abnormal Conditions
Void.
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The purpose of the Timing Synchronisation Status Report procedure is to enable the NG-RAN node to provide RAN timing synchronisation status information to the AMF as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses non-UE associated signalling.
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Figure 8.19.2.2-1: Timing synchronisation status report
The NG-RAN node initiates the procedure by sending a TIMING SYNCHRONISATION STATUS REPORT message to the AMF for the TSCTSF indicated by the Routing ID IE.
[bookmark: _CR8_xx19_2_3][bookmark: _CR8_19_2_3][bookmark: _Toc120537044][bookmark: _Toc155944332]8.19.2.3	Abnormal Conditions
Void.
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