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This message is sent by the AMF to request the setup of a UE context.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name
9.3.3.21
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	NAS-PDU
9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	[bookmark: _Hlk20310279]Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23.316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	[bookmark: _Hlk44338050]Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	[bookmark: _Hlk44353064]9.3.1.142
	
	YES
	reject

	Emergency Services Support indicator
	O
	
	9.3.1.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.



	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.
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This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Security Key
	O
	
	9.3.1.87
	
	YES
	reject

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.3.1.58
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	New AMF UE NGAP ID
	O
	
	AMF UE NGAP ID
9.3.3.1
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	New GUAMI
	O
	
	GUAMI
9.3.3.3
	
	YES
	reject

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23. 316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	Emergency Services Support indicator
	O
	
	9.3.1.xxx
	
	YES
	ignore
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This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU
9.3.3.4
	Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding arespecified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	reject

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	Emergency Services Support indicator
	O
	
	9.3.1.xxx
	
	YES
	ignore
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This IE defines one or multiple RAT restrictions for Emergency Services. This IE helps assist the Master RAN node determine whether to set up Dual Connectivity for Emergency Services. NG-RAN behaviour upon receiving this IE is specified in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RAT Restrictions for Emergency Services
	
	1..<maxnoofEPLMNsPlusOne>
	
	This IE contains Emergency Service Support related information as specified in TS 23.501 [9].

	>PLMN Identity
	M
	
	9.3.3.5
	

	>RAT Restriction Information for Emergency Services
	M
	
	BIT STRING {
e-UTRA (0),
nR (1) }
(SIZE(8, …))
	Each position in the bitmap represents a RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bits 2-7 reserved for future use. 
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	AllowedNSSAI,
	AMFName,
	AMFSetID,
	AMF-TNLAssociationSetupList,
	AMF-TNLAssociationToAddList,
	AMF-TNLAssociationToRemoveList,
	AMF-TNLAssociationToUpdateList,
	AMF-UE-NGAP-ID,
	AssistanceDataForPaging,
	AuthenticatedIndication,
	BroadcastCancelledAreaList,
	BroadcastCompletedAreaList,
	CancelAllWarningMessages,
	Cause,
	CellIDListForRestart,
	CEmodeBrestricted,
	CEmodeBSupport-Indicator,
	CNAssistedRANTuning,
	ConcurrentWarningMessageInd,
	CoreNetworkAssistanceInformationForInactive,
	CPTransportLayerInformation,
	CriticalityDiagnostics,
	DataCodingScheme,
	DL-CP-SecurityInformation,
	DirectForwardingPathAvailability,
	EarlyStatusTransfer-TransparentContainer,
	EDT-Session,
	EmergencyAreaIDListForRestart,
	EmergencyFallbackIndicator,
	EmergencyServiceSupportIndicator，
	EN-DCSONConfigurationTransfer,
	EndIndication,
	Enhanced-CoverageRestriction,
	EUTRA-CGI,
	Extended-AMFName,
	Extended-ConnectedTime,
	Extended-RANNodeName,
	FiveG-S-TMSI,
	GlobalRANNodeID,
	GUAMI,
	HandoverFlag,
	HandoverType,
	IAB-Authorized,
	IAB-Supported,
	IABNodeIndication,
	IMSVoiceSupportIndicator,
	IndexToRFSP,
	InfoOnRecommendedCellsAndRANNodesForPaging,
	IntersystemSONConfigurationTransfer,
	LAI,
	LTEM-Indication,
	LocationReportingRequestType,
	LTEUESidelinkAggregateMaximumBitrate,
	LTEV2XServicesAuthorized,
	MaskedIMEISV,
	MessageIdentifier,
	MDTPLMNList,
	MobilityRestrictionList,
	NAS-PDU,
	NASSecurityParametersFromNGRAN,
	NB-IoT-DefaultPagingDRX,
	NB-IoT-PagingDRX,
	NB-IoT-Paging-eDRXInfo,
	NB-IoT-UEPriority,
	NewSecurityContextInd,
	NGRAN-CGI,
	NGRAN-TNLAssociationToRemoveList,
	NGRANTraceID,
	NotifySourceNGRANNode,
	NPN-AccessInformation,
	NR-CGI,
	NRPPa-PDU,
	NumberOfBroadcastsRequested,
	NRUESidelinkAggregateMaximumBitrate,
	NRV2XServicesAuthorized,
	OverloadResponse,
	OverloadStartNSSAIList,
	PagingAssisDataforCEcapabUE,
	PagingDRX,
	PagingOrigin,
	PagingPriority,
	PagingeDRXInformation,
	PDUSessionAggregateMaximumBitRate,
	PDUSessionResourceAdmittedList,
	PDUSessionResourceFailedToModifyListModCfm,
	PDUSessionResourceFailedToModifyListModRes,
	PDUSessionResourceFailedToResumeListRESReq,
	PDUSessionResourceFailedToResumeListRESRes,
	PDUSessionResourceFailedToSetupListCxtFail,
	PDUSessionResourceFailedToSetupListCxtRes,
	PDUSessionResourceFailedToSetupListHOAck,
	PDUSessionResourceFailedToSetupListPSReq,
	PDUSessionResourceFailedToSetupListSURes,
	PDUSessionResourceHandoverList,
	PDUSessionResourceListCxtRelCpl,
	PDUSessionResourceListCxtRelReq,
	PDUSessionResourceListHORqd,
	PDUSessionResourceModifyListModCfm,
	PDUSessionResourceModifyListModInd,
	PDUSessionResourceModifyListModReq,
	PDUSessionResourceModifyListModRes,
	PDUSessionResourceNotifyList,
	PDUSessionResourceReleasedListNot,
	PDUSessionResourceReleasedListPSAck,
	PDUSessionResourceReleasedListPSFail,
	PDUSessionResourceReleasedListRelRes,
	PDUSessionResourceResumeListRESReq,
	PDUSessionResourceResumeListRESRes,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupListCxtReq,
	PDUSessionResourceSetupListCxtRes,
	PDUSessionResourceSetupListHOReq,
	PDUSessionResourceSetupListSUReq,
	PDUSessionResourceSetupListSURes,
	PDUSessionResourceSuspendListSUSReq,
	PDUSessionResourceSwitchedList,
	PDUSessionResourceToBeSwitchedDLList,
	PDUSessionResourceToReleaseListHOCmd,
	PDUSessionResourceToReleaseListRelCmd,
	PLMNIdentity,
	PLMNSupportList,
	PrivacyIndicator,
	PWSFailedCellIDList,
	PC5QoSParameters,
	RANNodeName,
	RANPagingPriority,
	RANStatusTransfer-TransparentContainer,
	RAN-UE-NGAP-ID,
	RedirectionVoiceFallback,
	RelativeAMFCapacity,
	RepetitionPeriod,
	ResetType,
	RGLevelWirelineAccessCharacteristics,
	RoutingID,
	RRCEstablishmentCause,
	RRCInactiveTransitionReportRequest,
	RRCState,
	SecurityContext,
	SecurityKey,
	SerialNumber,
	ServedGUAMIList,
	SliceSupportList,
	S-NSSAI,
	SONConfigurationTransfer,
	SourceToTarget-TransparentContainer,
	SourceToTarget-AMFInformationReroute,
	SRVCCOperationPossible,
	SupportedTAList,
	Suspend-Request-Indication,
	Suspend-Response-Indication,
	TAI,
	TAIListForPaging,
	TAIListForRestart,
	TargetID,
	TargetToSource-TransparentContainer,
	TargettoSource-Failure-TransparentContainer,
	TimeToWait,
	TNLAssociationList,
	TraceActivation,
	TrafficLoadReductionIndication,
	TransportLayerAddress,
	UEAggregateMaximumBitRate,
	UE-associatedLogicalNG-connectionList,
	UECapabilityInfoRequest,
	UEContextRequest,
	UE-DifferentiationInfo,
	UE-NGAP-IDs,
	UEPagingIdentity,
	UEPresenceInAreaOfInterestList,
	UERadioCapability,
	UERadioCapabilityForPaging,
	UERadioCapabilityID,
	UERetentionInformation,
	UESecurityCapabilities,
	UE-UP-CIoT-Support,
	UL-CP-SecurityInformation,
	UnavailableGUAMIList,
	URI-address,
	UserLocationInformation,
	WarningAreaCoordinates,
	WarningAreaList,
	WarningMessageContents,
	WarningSecurityInfo,
	WarningType,
	WUS-Assistance-Information,
	RIMInformationTransfer
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-- **************************************************************
--
-- INITIAL CONTEXT SETUP REQUEST
--
-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialContextSetupRequestIEs} },
	...
}

InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-OldAMF									CRITICALITY reject	TYPE AMFName											PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate						PRESENCE conditional	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSetupListCxtReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListCxtReq			PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI										PRESENCE mandatory	}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities							PRESENCE mandatory	}|
	{ ID id-SecurityKey								CRITICALITY reject	TYPE SecurityKey										PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional		}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList							PRESENCE optional		}|
	{ ID id-UERadioCapability						CRITICALITY ignore	TYPE UERadioCapability									PRESENCE optional		}|
	{ ID id-IndexToRFSP								CRITICALITY ignore	TYPE IndexToRFSP										PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional		}|
	{ ID id-NAS-PDU									CRITICALITY ignore	TYPE NAS-PDU											PRESENCE optional		}|
	{ ID id-EmergencyFallbackIndicator				CRITICALITY reject	TYPE EmergencyFallbackIndicator						PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest			PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging				CRITICALITY ignore	TYPE UERadioCapabilityForPaging						PRESENCE optional		}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning								PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible							PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY ignore	TYPE IAB-Authorized										PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction					PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime							PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo							PRESENCE optional		}|
{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional		}|
{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional		}|
{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters									PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted									PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support									PRESENCE optional		}|
	{ ID id-RGLevelWirelineAccessCharacteristics	CRITICALITY ignore	TYPE RGLevelWirelineAccessCharacteristics		PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList										PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID								PRESENCE optional		}|,
	{ ID id-EmergencyServiceSupportIndicator		CRITICALITY ignore	TYPE EmergencyServiceSupportIndicator				PRESENCE optional		},
	...
}

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextModificationRequestIEs} },
	...
}

UEContextModificationRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RANPagingPriority						CRITICALITY ignore	TYPE RANPagingPriority								PRESENCE optional		}|
	{ ID id-SecurityKey								CRITICALITY reject	TYPE SecurityKey									PRESENCE optional		}|
	{ ID id-IndexToRFSP								CRITICALITY ignore	TYPE IndexToRFSP									PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY ignore	TYPE UEAggregateMaximumBitRate					PRESENCE optional		}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities						PRESENCE optional		}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-EmergencyFallbackIndicator				CRITICALITY reject	TYPE EmergencyFallbackIndicator					PRESENCE optional		}|
	{ ID id-NewAMF-UE-NGAP-ID						CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest		PRESENCE optional		}|
	{ ID id-NewGUAMI								CRITICALITY reject	TYPE GUAMI											PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning							PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible						PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY ignore	TYPE IAB-Authorized									PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate	PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters								PRESENCE optional 	}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional		}|
	{ ID id-RGLevelWirelineAccessCharacteristics	CRITICALITY ignore	TYPE RGLevelWirelineAccessCharacteristics	PRESENCE optional		}|,
	{ ID id-EmergencyServiceSupportIndicator		CRITICALITY ignore	TYPE EmergencyServiceSupportIndicator				PRESENCE optional		},
	...
}

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverRequestIEs} },
	...
}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-HandoverType							CRITICALITY reject	TYPE HandoverType									PRESENCE mandatory	}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate					PRESENCE mandatory	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities						PRESENCE mandatory	}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext								PRESENCE mandatory	}|
	{ ID id-NewSecurityContextInd					CRITICALITY reject	TYPE NewSecurityContextInd						PRESENCE optional		}|
	{ ID id-NASC									CRITICALITY reject	TYPE NAS-PDU										PRESENCE optional		}|
	{ ID id-PDUSessionResourceSetupListHOReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListHOReq			PRESENCE mandatory	}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV									PRESENCE optional		}|
	{ ID id-SourceToTarget-TransparentContainer		CRITICALITY reject	TYPE SourceToTarget-TransparentContainer		PRESENCE mandatory	}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType				PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI											PRESENCE mandatory	}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning							PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible						PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY reject	TYPE IAB-Authorized									PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction				PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo						PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate	PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters								PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted								PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support								PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList									PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime						PRESENCE optional		}|,
	{ ID id-EmergencyServiceSupportIndicator		CRITICALITY ignore	TYPE EmergencyServiceSupportIndicator				PRESENCE optional		},
	...
}
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-- E
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EmergencyFallbackIndicator-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyFallbackRequestIndicator ::= ENUMERATED {
	emergency-fallback-requested,
	...
}

EmergencyServiceTargetCN ::= ENUMERATED {
	fiveGC,
	epc,
	...
}

EmergencyServiceSupportIndicator:: = = SEQUENCE {
	rATRestrictionsforEmergencyServices				RATRestrictionsforEmergencyServices,
	iE-Extensions		ProtocolExtensionContainer { { EmergencyServiceSupportIndicator-ExtIEs} }	OPTIONAL,
	...
}

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
-- R
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
RATRestrictions ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF RATRestrictions-Item

RATRestrictions-Item ::= SEQUENCE {
	pLMNIdentity					PLMNIdentity,
	rATRestrictionInformation		RATRestrictionInformation,
	iE-Extensions		ProtocolExtensionContainer { {RATRestrictions-Item-ExtIEs} }		OPTIONAL,
	...
}

RATRestrictions-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RATRestrictionInformation ::= BIT STRING (SIZE(8, ...))

RATRestrictionsforEmergencyServices ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF RATRestrictionsforEmergencyServices-Item

RATRestrictionsforEmergencyServices-Item ::= SEQUENCE {
	pLMNIdentity										PLMNIdentity,
	rATRestrictionInformationforEmergencyServices		RATRestrictionInformationforEmergencyServices,
	iE-Extensions		ProtocolExtensionContainer { {RATRestrictionsforEmergencyServices-Item-ExtIEs} }		OPTIONAL,
	...
}

RATRestrictionsforEmergencyServices-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RATRestrictionInformationforEmergencyServices ::= BIT STRING (SIZE(8, ...))
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-- **************************************************************
--
-- IEs
--
-- **************************************************************
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	id-BurstArrivalTimeDownlink								ProtocolIE-ID ::= 279
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