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<<<<<<<<<<<<<<<<<<<< Start of change (option 1 – hard)>>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc478159723][bookmark: _Toc51775960][bookmark: _Toc56772982][bookmark: _Toc64447611][bookmark: _Toc74152267][bookmark: _Toc88654120][bookmark: _Toc99056182][bookmark: _Toc99959115][bookmark: _Toc105612299][bookmark: _Toc106109515][bookmark: _Toc112766407][bookmark: _Toc113379323][bookmark: _Toc120091876][bookmark: _Toc162946082]8.5.1	Measurement
[bookmark: _CR8_5_1_1][bookmark: _Toc478159724][bookmark: _Toc51775961][bookmark: _Toc56772983][bookmark: _Toc64447612][bookmark: _Toc74152268][bookmark: _Toc88654121][bookmark: _Toc99056183][bookmark: _Toc99959116][bookmark: _Toc105612300][bookmark: _Toc106109516][bookmark: _Toc112766408][bookmark: _Toc113379324][bookmark: _Toc120091877][bookmark: _Toc162946083]8.5.1.1	General
The Measurement procedure allows the LMF to request one or more TRPs in the NG-RAN node to perform and report positioning measurements. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _CR8_5_1_2][bookmark: _Toc478159725][bookmark: _Toc51775962][bookmark: _Toc56772984][bookmark: _Toc64447613][bookmark: _Toc74152269][bookmark: _Toc88654122][bookmark: _Toc99056184][bookmark: _Toc99959117][bookmark: _Toc105612301][bookmark: _Toc106109517][bookmark: _Toc112766409][bookmark: _Toc113379325][bookmark: _Toc120091878][bookmark: _Toc162946084]8.5.1.2	Successful Operation


Figure 8.5.1.2.1: Measurement procedure. Successful operation.
The LMF initiates the procedure by sending a MEASUREMENT REQUEST message to the NG-RAN node, indicating in the TRP Measurement Request List IE the TRP(s) from which measurements are requested. The NG-RAN node shall use the included information to configure positioning measurements by the indicated TRP(s). If at least one of the requested measurements has been successful for at least one of the TRPs, the NG-RAN node shall reply with a MEASUREMENT RESPONSE message including the TRP Measurement Response List IE.
If the Report Characteristics IE is set to "OnDemand", the NG-RAN node shall return the corresponding measurement results in the MEASUREMENT RESPONSE message, and the LMF shall consider that this reporting has been terminated by the NG-RAN node. If the Report Characteristics IE is set to "Periodic", the NG-RAN node shall initiate the corresponding measurements, and it shall reply with the MEASUREMENT RESPONSE message without including any measurement results in the message. The NG-RAN node shall then periodically initiate the Measurement Report procedure for the corresponding measurements, with the requested reporting periodicity.
If the Measurement Beam Information Request IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall include the Measurement Beam Information IE in the TRP Measurement Result IE of the MEASUREMENT RESPONSE message.
[bookmark: _Toc478159726][bookmark: _Toc51775963]If the Measurement Quality IE is included in the TRP Measurement Result IE in the MEASUREMENT RESPONSE message, the LMF may take it into account as the TRP estimate of the measurement quality. If the Measurement Quality IE includes the Zenith Quality IE, the LMF may take it into account within the angle measurement quality.
[bookmark: _Toc56772985]If the Timing Reporting Granularity Factor IE is included in the TRP Measurement Quantities IE in the MEASUREMENT REQUEST message, the NG-RAN node may take it into account when configuring measurements including UL RTOA and gNB Rx-Tx Time Difference.
[bookmark: _Toc64447614][bookmark: _Toc74152270]If the System Frame Number IE and/or the Slot Number IE are included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, consider that the respective information indicates the activation time of SRS transmission.
[bookmark: _Toc88654123]If the Report Characteristics IE is set to "OnDemand" and the Response Time IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, return the corresponding measurement results in the MEASUREMENT RESPONSE message within the indicated time.
If the Measurement Characteristics Request Indicator IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, take the requested measurement characteristics into account when configuring measurements, and include the requested information, if available, in the MEASUREMENT RESPONSE message.
If the Number of TRP Rx TEGs IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, use it to measure the same SRS resource with different TRP Rx TEGs for the indicated TRP, and report the corresponding UL-RTOA and/or gNB Rx-Tx time difference measurements.
If the Number of TRP RxTx TEGs IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, use it to measure the same SRS resource with different TRP RxTx TEGs with the same TRP Tx TEG for the indicated TRP, and report the corresponding gNB Rx-Tx time difference measurements.
[bookmark: _Toc99056185][bookmark: _Toc99959118]If the Measurement Time Occasion IE is included in the MEASUREMENT REQUEST message, the NG-RAN node may take it into account as the number of SRS measurement time occasions for a measurement instance.
If the Time Window Information Measurement List IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, measure the UL SRS resources from the UE within the indicated time window(s).
Interaction with the Measurement Report procedure:
If the Report Characteristics IE is set to "Periodic" and the Measurement Amount IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, take it into account for sending the MEASUREMENT REPORT message.
[bookmark: _CR8_5_1_3][bookmark: _Toc105612302][bookmark: _Toc106109518][bookmark: _Toc112766410][bookmark: _Toc113379326][bookmark: _Toc120091879][bookmark: _Toc162946085]8.5.1.3	Unsuccessful Operation


Figure 8.5.1.3.1: Measurement procedure. Unsuccessful operation.
[bookmark: _Hlk165887163]If the NG-RAN node cannot configure any of the requested measurements for any of the TRPs in the TRP Measurement Request List IE of the MEASUREMENT REQUEST message, it shall respond with a MEASUREMENT FAILURE message with an appropriate cause value.
[bookmark: _CR8_5_1_4][bookmark: _Toc478159727][bookmark: _Toc51775964][bookmark: _Toc56772986][bookmark: _Toc64447615][bookmark: _Toc74152271][bookmark: _Toc88654124][bookmark: _Toc99056186][bookmark: _Toc99959119][bookmark: _Toc105612303][bookmark: _Toc106109519][bookmark: _Toc112766411][bookmark: _Toc113379327][bookmark: _Toc120091880][bookmark: _Toc162946086]8.5.1.4	Abnormal Conditions
If the Report Characteristics IE is set to "OnDemand" and the Response Time IE is included in the MEASUREMENT REQUEST message but the NG-RAN node is unable to provide the measurement results within the indicated time, the NG-RAN node shall, if supported, respond with a MEASUREMENT FAILURE message with an appropriate cause value.
If the requested measurements include the UL-RSCP measurement but do not include either the gNB-RxTxTimeDiff or UL-RTOA measurements, the NG-RAN node shall respond with a MEASUREMENT FAILURE message with an appropriate cause value.
[bookmark: _Toc51776045][bookmark: _Toc56773067][bookmark: _Toc64447696][bookmark: _Toc74152352][bookmark: _Toc88654205][bookmark: _Toc99056274][bookmark: _Toc99959207][bookmark: _Toc105612393][bookmark: _Toc106109609][bookmark: _Toc112766501][bookmark: _Toc113379417][bookmark: _Toc120091970][bookmark: _Toc162946178]<<<<<<<<<<<<<<<<<<<< Next change (option 2 – Soft)>>>>>>>>>>>>>>>>>>>>
[bookmark: _CR9_1_4_1][bookmark: _Toc51776011][bookmark: _Toc56773033][bookmark: _Toc64447662][bookmark: _Toc74152318][bookmark: _Toc88654171][bookmark: _Toc99056240][bookmark: _Toc99959173][bookmark: _Toc105612359][bookmark: _Toc106109575][bookmark: _Toc112766467][bookmark: _Toc113379383][bookmark: _Toc120091936][bookmark: _Toc162946143]9.1.4.1	MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …) 
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item 
	
	1..<maxnoofMeasTRPs>
	
	
	-
	

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>Search Window Information
	O
	
	9.2.26
	
	-
	

	>>Cell ID
	O
	
	NR CGI
9.2.9
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.2.66
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms, extended) 
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, 30min, and 60min are not applicable
	YES
	reject

	TRP Measurement Quantities
	
	1
	
	
	YES
	reject

	>TRP Measurement Quantities Item
	
	1 .. <maxnoPosMeas>
	
	
	-
	

	>>TRP Measurement Type
	M
	
	ENUMERATED (gNB-RxTxTimeDiff, UL-SRS-RSRP, UL-AoA, UL-RTOA,…, Multiple UL-AoA, UL SRS-RSRPP, UL-RSCP)
	The UL-RSCP measurement is applicable only when the UL-RTOA and/or gNB-RxTxTimeDiff measurement(s) is also requested.
	-
	

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	Value (0..5) corresponds to (k0..k5)
TS 38.133 [16].
This IE is ignored when the Timing Reporting Granularity Factor Extended IE is included.
	-
	

	>>Timing Reporting Granularity Factor Extended
	O
	
	[bookmark: OLE_LINK11]INTEGER (-6..-1, …)
	Value -6 corresponds to kminus6, value -5 corresponds to kminus5 and so on, see
TS 38.133 [16]
	-
	

	SFN initialisation Time
	O
	
	Relative Time 1900
9.2.36
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true,...)
	This IE is ignored when the Measurement Characteristics Request Indicator IE is included.
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.2.68
	This IE is ignored when the Report Characteristics IE is set to “periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.2.81
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4, …)
	
	YES
	ignore

	Measurement Amount
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	This IE is ignored if the Report Characteristics IE is set to ‘OnDemand’. 
Value 0 represents an infinite number of periodic reporting.
	YES
	ignore

	Time Window Information Measurement List
	O
	
	9.2.91
	
	YES
	ignore



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Measurement Periodicity IE is set to the value "extended".



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one message. Value is 64. 




<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
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