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[bookmark: _Toc37338348][bookmark: _Toc46489191][bookmark: _Toc52567549][bookmark: _Toc162908133]8.10.2.3	Information that may be transferred from the gNB to LMF
The assistance data that may be transferred from gNB to the LMF is listed in Table 8.10.2.3-1.
[bookmark: _Hlk23431780]Table 8.10.2.3-1: Assistance data that may be transferred from gNB to the LMF
	Information 

	PCI, GCI, ARFCN and TRP IDs of the TRPs served by the gNB

	Timing information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	Indication of which DL-PRS Resource Sets across DL-PRS positioning frequency layers are linked for DL-PRS bandwidth aggregation

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB

	TRP type

	On-demand DL-PRS information, possibly together with information on which configurations are available for DL-PRS bandwidth aggregation

	TRP Tx TEG association information

	Common TA parameters of TRPs

	Mobile TRP Location Information

	[bookmark: _Hlk130980283]Mobile IAB-MT UE ID NOTE 1

	NOTE 1:	If TRP Type is Mobile TRP.



The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.10.2.3-2.
Table 8.10.2.3-2: UL information/UE configuration data that may be transferred from serving gNB to the LMF
	UE configuration data

	UE SRS configuration

	SFN initialization time for the SRS configuration

	SRS Transmission Status

	Positioning Validity Area Cell List

	SRS Preconfiguration List

	New NR CGI



The measurement results that may be signalled from gNBs to the LMF is listed in Table 8.10.2.3-3.
Table 8.10.2.3-3: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	gNB Rx-Tx time difference measurement

	UL-SRS-RSRP

	UL-SRS-RSRPP

	UL-RSCP measurement

	UL Angle of Arrival (azimuth and/or elevation) NOTE 1

	Multiple UL Angle of Arrival (azimuth and/or elevation) NOTE 1

	SRS Resource Type

	Time stamp of the measurement

	Quality for each measurement

	Beam Information of the measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement

	Mobile TRP Location Information

	Measured Frequency Hops

	Aggregated Positioning SRS Resource ID List

	NOTE 1:	When used with UL-AoA for hybrid positioning.



8.10.2.4	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-1.
Table 8.10.2.4-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	Periodicity of the SRS for each SRS resource set

	SSB Information

	Carrier frequency of SRS transmission bandwidth

	Bandwidth Aggregation Request Indication

	Positioning Validity Area Cell List

	Validity Area Specific SRS Information

	Time Window Information SRS List



The TRP measurement request information that may be signalled from the LMF to the gNBs is listed in Table 8.10.2.4-2.
Table 8.10.2.4-2: TRP Measurement request information that may be transferred from LMF to gNBs.
	Information 

	TRP ID, and NCGI of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Search window information

	Expected UL AoA/ZoA and uncertainty range

	Number of TRP Rx TEGs

	Number of TRP RxTx TEGs

	Response time

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance

	Time window information



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-3.
Table 8.10.2.4-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS
	- Aperiodic SRS Resource Trigger List
	- Activation Time

	UL-SRS:
	- Release all
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8.13.2.1	Configuration Data that may be transferred from the gNB to the LMF
The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.13.2.1-1.
Table 8.13.2.1-1: UE configuration data that may be transferred from serving gNB to the LMF
	[bookmark: _Hlk32316091]UE configuration data

	UE SRS configuration 

	[bookmark: _Toc12401885]Timing information of the TRP, which configured the UE SRS transmission

	The association information of SRS resources with UE Tx TEG ID

	SRS Transmission Status

	Positioning Validity Area Cell List

	SRS Preconfiguration List

	New NR CGI



[bookmark: _Toc37338404][bookmark: _Toc46489249][bookmark: _Toc52567607][bookmark: _Toc162908210]8.13.2.2	Location Information that may be transferred from the gNBs to LMF
The information that may be transferred from gNBs to the LMF include measurement results listed in Table 8.13.2.2-1. The individual measurements are defined in TS 38.215 [37].
Table 8.13.2.2-1: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	UL-RTOA

	UL-SRS-RSRP

	UL-SRS-RSRPP

	UL-RSCP measurement

	UL Angle of Arrival (azimuth and/or elevation) NOTE 1

	Multiple UL Angle of Arrival (azimuth and/or elevation) NOTE 1

	SRS Resource Type

	Time stamp of the measurement

	Quality for each measurement

	Beam Information for each measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement

	Mobile TRP Location Information

	Measured Frequency Hops

	Aggregated Positioning SRS Resource ID List

	NOTE 1:	When used with UL-AoA for hybrid positioning.



8.13.2.3	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-1.
Table 8.13.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	SSB Information

	Periodicity of the SRS for each SRS resource set

	Carrier frequency of SRS transmission bandwidth

	Bandwidth Aggregation Request Indication

	Positioning Validity Area Cell List

	Validity Area Specific SRS Information

	Time Window Information SRS List



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.13.2.3-2.
Table 8.13.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID, cell ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Search window information

	Expected UL AoA/ZoA and uncertainty range

	Number of TRP Rx TEGs

	Response time

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance

	Time window information



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-3.
Table 8.13.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information 

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS:
	- Aperiodic SRS Resource Trigger List
	- Activation time

	UL-SRS:
	- Release all


next change
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8.14.2.1	Configuration Data that may be transferred from the gNB to the LMF
The configuration data for a target UE that may be transferred from the serving gNB to the LMF is listed in Table 8.14.2.1-1.
Table 8.14.2.1-1: UE configuration data that may be transferred from serving gNB to the LMF
	UE configuration data

	UE SRS configuration 

	Timing information of the TRP, which configured the UE SRS transmission

	SRS Transmission Status

	Positioning Validity Area Cell List

	SRS Preconfiguration List

	New NR CGI



[bookmark: _Toc37338416][bookmark: _Toc46489263][bookmark: _Toc52567621][bookmark: _Toc162908225]8.14.2.2	Location Information that may be transferred from the gNBs to LMF
The information that may be transferred from gNBs to the LMF include measurement results are listed in Table 8.14.2.2-1. The individual measurements are defined in TS 38.215 [37].
Table 8.14.2.2-1: Measurement results that may be transferred from gNBs to the LMF
	Measurement results

	NCGI and TRP ID of the measurement

	UL Angle of Arrival (azimuth and/or elevation)

	Multiple UL Angle of Arrival (azimuth and/or elevation)

	SRS Resource Type

	UL-SRS-RSRP

	UL-SRS-RSRPP

	Time stamp of the measurement

	Quality for each measurement

	Beam information for each measurement

	LoS/NLoS information for each measurement

	ARP ID of the measurement

	Mobile TRP Location Information

	Measured Frequency Hops

	Aggregated Positioning SRS Resource ID List



[bookmark: _Toc37338417][bookmark: _Toc46489264][bookmark: _Toc52567622][bookmark: _Toc162908226]8.14.2.3	Information that may be transferred from the LMF to gNB
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-1.
Table 8.14.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
	- NZP CSI-RS Resource ID
	- SRS Resource ID
	- Positioning SRS Resource ID

	SSB Information

	Periodicity of the SRS for each SRS resource set

	Carrier frequency of SRS transmission bandwidth

	Bandwidth Aggregation Request Indication

	Positioning Validity Area Cell List

	Validity Area Specific SRS Information



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.14.2.3-2.
Table 8.14.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	TRP ID, cell ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty, for reception of SRS by candidate TRPs

	Report characteristics for the measurements

	Measurement Quantities

	Measurement periodicity

	Measurement beam information request

	Expected UL AoA/ZoA and uncertainty range

	Response time

	Measurement characteristics request indicator

	Measurement time occasions for a measurement instance



The Positioning Activation/Deactivation request information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-3.
Table 8.14.2.3-3: Requested positioning activation/deactivation information that may be transferred from LMF to gNB.
	Information

	SP UL-SRS:
	- Activation or Deactivation request
	- Positioning SRS Resource Set ID which is to be activated/deactivated
	- Spatial relation for Resource IDi
	- Activation Time

	Aperiodic UL-SRS:
	- Aperiodic SRS Resource Trigger list
	- Activation time

	UL-SRS:
	- Release all
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