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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.3.191
CAG List for MDT
This IE is used to identify the list of Public Network Integrated NPNs for MDT.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG List for MDT
	
	1..< maxnoofCAGforMDT >
	
	

	>PLMN Identity
	M
	
	9.2.2.4
	

	>CAG-Identifier
	M
	
	9.2.2.66
	


	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 128.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAMFRegions






INTEGER ::= 16

maxnoofAoIs








INTEGER ::= 64

maxnoofBluetoothName





INTEGER ::= 4

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCAGs








INTEGER ::= 12
maxnoofCAGsperPLMN






INTEGER ::= 256
maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode




INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofCellsUEMovingTrajectory



INTEGER ::= 16
maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEUTRABPLMNs






INTEGER ::= 6

maxnoofEPLMNs







INTEGER ::= 15

maxnoofExtSliceItems





INTEGER ::= 65535

maxnoofEPLMNsplus1






INTEGER ::= 16

maxnoofForbiddenTACs





INTEGER ::= 4096

maxnoofFreqforMDT






INTEGER ::= 8

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofMultiConnectivityMinusOne


INTEGER ::= 3

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNeighPCIforMDT





INTEGER ::= 32

maxnoofNIDs








INTEGER ::= 12
maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64

maxnoofQoSParaSets






INTEGER ::= 8

maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1





INTEGER ::= 4

maxnoofSensorName






INTEGER ::= 3

maxnoofSliceItems






INTEGER ::= 1024

maxnoofSNPNIDs







INTEGER ::= 12
maxnoofsupportedPLMNs





INTEGER ::= 12
maxnoofsupportedTACs





INTEGER ::= 256
maxnoofTAforMDT







INTEGER ::= 8

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI






INTEGER ::= 16

maxnooftimeperiods






INTEGER ::= 2

maxnoofTNLAssociations





INTEGER ::= 32
maxnoofUEContexts






INTEGER ::= 8192
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofslots







INTEGER ::= 5120

maxnoofExtTLAs







INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

maxnoofCHOcells







INTEGER ::= 8

maxnoofPC5QoSFlows 






INTEGER ::= 2064
maxnoofSSBAreas







INTEGER ::= 64

maxnoofRAReports






INTEGER ::= 64

maxnoofNRSCSs







INTEGER ::= 5

maxnoofPhysicalResourceBlocks



INTEGER ::= 275

maxnoofAdditionalPDCPDuplicationTNL


INTEGER ::= 2
maxnoofRLCDuplicationstate




INTEGER ::= 3

maxnoofWLANName







INTEGER ::= 4

maxnoofNonAnchorCarrierFreqConfig


INTEGER ::= 15
maxnoofDataForwardingTunneltoE-UTRAN

INTEGER ::= 256

maxnoofMBSFSAs







INTEGER ::= 256
maxnoofUEIDIndicesforMBSPaging



INTEGER ::= 4096
maxnoofMBSQoSFlows






INTEGER ::= 64
maxnoofMRBs








INTEGER ::= 32
maxnoofCellsforMBS






INTEGER ::= 8192

maxnoofMBSServiceAreaInformation


INTEGER ::= 256
maxnoofTAIforMBS






INTEGER ::= 1024

maxnoofAssociatedMBSSessions



INTEGER ::= 32
maxnoofMBSSessions






INTEGER ::= 256
maxnoofSuccessfulHOReports




INTEGER ::= 64

maxnoofPSCellsPerSN






INTEGER ::= 8
maxnoofNR-UChannelIDs





INTEGER ::= 16

maxnoofCellsinCHO






INTEGER ::= 8

maxnoofCHOexecutioncond





INTEGER ::= 2

maxnoofServedCellsIAB





INTEGER ::= 512

maxnoofServingCells






INTEGER ::= 32

maxnoofBHInfo







INTEGER ::= 1024
maxnoofTrafficIndexEntries




INTEGER
::=
1024

maxnoofTLAsIAB







INTEGER
::=
1024
maxnoofBAPControlPDURLCCHs




INTEGER ::= 2

maxnoofIABSTCInfo






INTEGER ::= 45

maxnoofSymbols







INTEGER ::= 14

maxnoofDUFSlots







INTEGER ::= 320

maxnoofHSNASlots






INTEGER ::= 5120

maxnoofRBsetsPerCell





INTEGER ::= 8

maxnoofRBsetsPerCell1





INTEGER ::= 7

maxnoofChildIABNodes





INTEGER ::= 1024

maxnoofPSCellCandidates





INTEGER ::= 8

maxnoofTargetSNs






INTEGER ::= 8

maxnoofUEAppLayerMeas





INTEGER ::= 16

maxnoofSNSSAIforQMC






INTEGER ::= 16

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofPLMNforQMC






INTEGER ::= 16

maxnoofTAforQMC







INTEGER ::= 8

maxnoofMTCItems







INTEGER ::= 16

maxnoofCSIRSconfigurations




INTEGER ::= 96

maxnoofCSIRSneighbourCells




INTEGER ::= 16

maxnoofCSIRSneighbourCellsInMTC



INTEGER ::= 16

maxnoofNeighbour-NG-RAN-Nodes



INTEGER ::= 256
maxnoofSRBs








INTEGER ::= 5
maxnoofSMBR








INTEGER ::= 8

maxnoofNSAGs







INTEGER ::= 256

maxnoofTargetSNsMinusOne




INTEGER ::= 7

maxnoofThresholdsForExcessPacketDelay

INTEGER ::= 255

maxnoofESNPNs







INTEGER ::= 15

maxnoofSuccessfulPSCellChangeReports

INTEGER ::= 64

maxnoofUEsforRAReportIndications


INTEGER ::= 64

maxnoofPSCellsinCPAC





INTEGER ::= 8

maxnoofCPACexecutioncond




INTEGER ::= 2
maxnoofLBTFailureInformation



INTEGER ::= 64

maxnoofCellsTrajectoryPredict



INTEGER ::= 16
maxnoofCellsTrajectory





INTEGER
::=
16
maxFailedCellMeasObjects




INTEGER ::= 124

maxFailedMeasPerNode





INTEGER ::= 124

maxnoofUEReports






INTEGER ::= 16

maxnoofCandidateRelayUEs




INTEGER ::= 32

maxnoofCAGforMDT






INTEGER ::= 128
maxnoofMDTSNPNs







INTEGER ::= 16

maxnoofSecurityConfigurations



INTEGER ::= 8

maxnoofRSPPQoSFlows






INTEGER ::= 2048
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

