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Introduction

RAN3 received an LS from SA5 on MDT measurements collection in MR-DC in [R3-243027].

This contribution provides our view on the impact in RAN.
Discussion
During RAN3#119bis-e, the topic was focus on NR-DC scenario and an LS[R3-232070] was send to SA5.  

Based on reply from SA5, it is noted the main benefit to trigger MDT in MN node is flexibility control of MDT data collection. 
	A: SA5 think that an MDT configuration could be triggered for both MN and SN which is the default scenario, and for MN node only which facilitates flexible control of the MDT data collection.


Therefore the impact is not only relate to NR-DC but also impact (NG)EN-DC, NE-DC scenario. 

For signalling based MDT, it is possible AMF provide multiple RAT to NG-RAN node. The reason is that AMF does not anticipate when the NG-RAN node configure MR-DC for the UE later. For example ,after NG-RAN node received MDT configuration from AMF, after a while, the NG-RAN node decides to configure NE-DC for this UE, then the E-UTRA MDT configuration should be transmitted to the SN.

Proposal 1: It is propose to introduce MRDC MDT trigger IE contain ‘MN only’ code-point in MDT Configuration of NGAP.
For signalling based MDT, it is necessary to transfer MRDC MDT trigger IE to the target NG-RAN node.
The reason is the source NG-RAN does not know whether the UE will be configured other type of MR-DC when the UE move to target NG-RAN node. For example, in the first NG-RAN node, the UE is configured as NR-DC, while the UE moves to the target node, the target node may configure the UE with (NG) EN-DC. If MRDC MDT trigger IE is transfer to the target, the target node will not send NR MDT to the SN. 

Proposal 2: It is propose to introduce MRDC MDT trigger IE contain ‘MN only’ code-point in MDT Configuration of XnAP.
3. Conclusion

In this contribution, observation and proposals are:
Proposal 1: It is propose to introduce MRDC MDT trigger IE contain ‘MN only’ code-point in MDT Configuration of NGAP.

Proposal 2: It is propose to introduce MRDC MDT trigger IE contain ‘MN only’ code-point in MDT Configuration of XnAP.

Proposal 3: To capture corresponding CRs of NGAP/XnAP/Stage 2 and send the LS to SA5. 
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