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[bookmark: OLE_LINK21][bookmark: OLE_LINK22]/****************Start of changes***********************/
[bookmark: OLE_LINK79][bookmark: OLE_LINK80][bookmark: _Toc121161315][bookmark: _Toc161904943]9.2.2.15	DU-CU CELL SWITCH NOTIFICATION
This message is sent by the gNB-DU to inform the gNB-CU about the initiation of the cell switch  command to the UE. 
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	[bookmark: _Hlk162528979]>Joint or DL TCI State ID
	O
	
	[bookmark: OLE_LINK55][bookmark: OLE_LINK56][bookmark: OLE_LINK59]INTEGER (0..127) OCTET STRING
	Corresponds to Includes the TCI-StateId IE, as defined in TS 38.331 [8].
	-
	

	>UL TCI State ID
	O
	
	INTEGER (0..63) OCTET STRING
	Corresponds to Includes the TCI-UL-StateId IE, as defined in TS 38.331 [8].
	
	



[bookmark: _CR9_2_2_16][bookmark: OLE_LINK81][bookmark: OLE_LINK82][bookmark: _Toc161904944][bookmark: OLE_LINK53][bookmark: OLE_LINK54]9.2.2.16	CU-DU CELL SWITCH NOTIFICATION 
This message is sent by the gNB-CU to inform the gNB-DU about the initiation of the cell switch command to the UE. 
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	>Joint or DLTCI State ID
	O
	
	INTEGER (0..127) OCTET STRING
	Corresponds to Includes the TCI-StateId IE, as defined in TS 38.331 [8].
	-
	-

	>UL TCI State ID
	O
	
	INTEGER (0..63) OCTET STRING
	Corresponds toIncludes the TCI-UL-StateId IE, as defined in TS 38.331 [8].
	-
	-



/****************Next change***********************/








[bookmark: OLE_LINK83][bookmark: OLE_LINK84][bookmark: _Toc20955874][bookmark: _Toc29892986][bookmark: _Toc36556923][bookmark: _Toc45832354][bookmark: _Toc51763607][bookmark: _Toc64448773][bookmark: _Toc66289432][bookmark: _Toc74154545][bookmark: _Toc81383289][bookmark: _Toc88657922][bookmark: _Toc97910834][bookmark: _Toc99038554][bookmark: _Toc99730817][bookmark: _Toc105510946][bookmark: _Toc105927478][bookmark: _Toc106110018][bookmark: _Toc113835455][bookmark: _Toc120124302][bookmark: _Toc161904929]9.2.2.2	UE CONTEXT SETUP RESPONSE
This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information
	M
	
	9.3.1.26
	
	YES
	reject

	<unchanged part skipped>

	Early Sync Information
	
	0..1
	
	
	YES
	ignore

	>TCI States Configurations List
	M
	
	9.3.1.293
	
	-
	

	>Early UL Sync Configuration
	O
	
	9.3.1.328
	
	-
	

	>Early UL Sync Configuration for SUL
	O
	
	Early UL Sync Configuration
9.3.1.328
	This IE applies for SUL carrier.
	-
	

	LTM Configuration
	
	0..1
	
	
	YES
	ignore

	>SSB Information Item
	M
	1
	9.3.1.202
	Includes the SSB Information for the requested target cell
	-
	

	>>SSB Time/Frequency Configuration
	M
	
	9.3.1.203
	
	-
	

	>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>Reference Configuration Information
	O
	
	OCTET STRING
	Includes the CellGroupConfig
IE, as defined in TS 38.331 [8]. 
	-
	

	>Complete Configuration Indicator
	O
	
	ENUMERATED (complete, ...)
	
	-
	

	S-CPAC Configuration
	
	0..1
	
	
	YES
	ignore

	>Reference Configuration Information
	O
	
	OCTET STRING
	Includes the CellGroupConfig
IE, as defined in TS 38.331 [8]. 
	-
	

	>Complete Configuration Indicator
	O
	
	ENUMERATED (complete, ...)
	
	-
	




/****************Next change***********************/
[bookmark: _Toc20955880][bookmark: _Toc29892992][bookmark: _Toc36556929][bookmark: _Toc45832360][bookmark: _Toc51763613][bookmark: _Toc64448779][bookmark: _Toc66289438][bookmark: _Toc74154551][bookmark: _Toc81383295][bookmark: _Toc88657928][bookmark: _Toc97910840][bookmark: _Toc99038560][bookmark: _Toc99730823][bookmark: _Toc105510952][bookmark: _Toc105927484][bookmark: _Toc106110024][bookmark: _Toc113835461][bookmark: _Toc120124308][bookmark: _Toc161904935]9.2.2.8	UE CONTEXT MODIFICATION RESPONSE
This message is sent by the gNB-DU to confirm the modification of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<skipped unchanged part>

	Early Sync Information
	
	0..1
	
	
	YES
	ignore

	>TCI States Configurations List
	M
	
	9.3.1.293
	
	-
	

	>Early UL Sync Configuration
	O
	
	9.3.1.328
	
	-
	

	>Early UL Sync Configuration for SUL
	O
	
	Early UL Sync Configuration
9.3.1.328
	This IE applies for SUL carrier.
	-
	

	LTM Configuration

	
	0..1
	
	 
	YES
	ignore

	>SSB Information Item
	M
	
	9.3.1.202
	Includes the SSB Information for the requested target cell
	-
	

	>>SSB Time/Frequency Configuration 
	M
	
	9.3.1.203
	
	-
	

	>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>Reference Configuration Information
	O
	
	OCTET STRING
	Includes the CellGroupConfig
IE, as defined in TS 38.331 [8]. 
	-
	

	>Complete Configuration Indicator
	O
	
	ENUMERATED (complete, ...)
	
	-
	

	S-CPAC Configuration
	
	0..1
	
	
	YES
	ignore

	>Reference Configuration Information
	O
	
	OCTET STRING
	Includes the CellGroupConfig
IE, as defined in TS 38.331 [8]. 
	-
	

	>Complete Configuration Indicator
	O
	
	ENUMERATED (complete, ...)
	
	-
	






	
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]

[bookmark: OLE_LINK40][bookmark: OLE_LINK41]/****************Next change***********************/
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc162617965]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<skip unchanged part>

	id-MobileAccessPointLocation,
	id-SIB24-message,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-ERedcap-Bcast-Information,
	id-NeedForInterruptionInfoNR,
	id-LTMCells-ToBeReleased-Item,
	id-SCPAC-Request,
	id-MobileIAB-Barred,
	id-F1UTunnelNotEstablished,
	id-S-CPACLowerLayerReferenceConfigRequest,
	id-MusimCandidateBandList,
	id-PSIbasedSDUdiscardUL,
	id-SIB22-message,
	id-U2URLCChannelQoS,
	id-SL-PHY-MAC-RLC-ConfigExt,
	id-UL-RSCP,
	id-BW-Aggregation-Request-Indication,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus1additionalpath,
	id-ReportingGranularitykminus2,
[bookmark: _GoBack]
/****************Next change***********************/


[bookmark: OLE_LINK71][bookmark: OLE_LINK72]CompleteConfigurationIndicator	::= ENUMERATED {truecomplete, ...}

/****************Next change***********************/
LTMConfiguration	::= SEQUENCE {
	sSBInformationItem					SSBInformationItem,
	referenceConfigurationInformation 	ReferenceConfigurationInformation			OPTIONAL,
	completeConfigurationIndicator		CompleteConfigurationIndicator 				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { LTMConfiguration-ExtIEs } }	OPTIONAL,
	...
}

LTMConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

/****************Next change***********************/

[bookmark: OLE_LINK73][bookmark: OLE_LINK74]LTMCells-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofLTMCells)) OF ProtocolIE-SingleContainer { { LTMCells-ToBeReleased-ItemIEs} } LTMCells-ToBeReleased-Item

LTMCells-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-LTMCells-ToBeReleased-Item		CRITICALITY ignore	TYPE LTMCells-ToBeReleased-Item		PRESENCE mandatory},
	...
}


LTMCells-ToBeReleased-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { LTMCells-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

LTMCells-ToBeReleased-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

/****************Next change***********************/
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc162617967]9.4.7	Constant Definitions
<skip unchanged part>
id-LTMCells-ToBeReleased-List						ProtocolIE-ID ::= 723
id-LTMCells-ToBeReleased-Item						ProtocolIE-ID ::= 724
id-LTMConfiguration									ProtocolIE-ID ::= 725
id-EarlySyncInformation-Request						ProtocolIE-ID ::= 726
id-EarlySyncInformation								ProtocolIE-ID ::= 727
<skip unchanged part>

/****************End of changes***********************/

