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[bookmark: OLE_LINK18]<<< START OF CHANGES 1>>>
A.13.4.1.1	E-UTRAN HD-FDD – UE Transmit Timing Accuracy Tests for Category NB1 UE Standalone mode under normal coverage for Satellite Access
A.13.4.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the Category NB1 UE under normal coverage is capable of following the frame timing change of the connected eNodeB and that the UE initial transmits timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.20A.
For this test a single NB-IoT cell is used. Test parameters are given in Table A.13.4.1.1.1-1, Table A.13.4.1.1.1-2 and A.13.4.1.1.1-3. The transmit timing is verified by the UE transmitting NPUSCH.

Table A.13.4.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	GSO, HD-FDD duplex mode

	2
	NGSO, HD-FDD duplex mode

	Note:	If UE supports both NGSO and GSO, the test case Config 1 can be skipped if the UE passes test case Config 2.



[bookmark: OLE_LINK12]Table A.13.4.1.1.1-2: General Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN HD-FDD Category NB1 UE in Standalone mode under normal coverage for Satellite Access
	Parameter
	Unit
	Value

	
	
	Test 1

	NB-IoT Operation mode
	
	Standalone

	DRX
	
	OFF

	Satellite information
	Config 1
	
	SSC.1

	
	Config 2
	
	SSC.2

	NPDCCH repetition level
	
	1

	npdcch-StartSF-USS Note 1
	
	v8

	npdcch-NumRepetitions-r13 Note 1
	
	r1

	NPUSCH resource units
	
	1

	NPUSCH repetition level
	
	1

	Note 1:	For further information see clause 6.7.3.2 in TS 36.331 [2].
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