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<Start of Change 1>
[bookmark: _Toc21338191][bookmark: _Toc29808299][bookmark: _Toc37068218][bookmark: _Toc37083763][bookmark: _Toc37084105][bookmark: _Toc40209467][bookmark: _Toc40209809][bookmark: _Toc45892768][bookmark: _Toc53176625][bookmark: _Toc61120938][bookmark: _Toc67918101][bookmark: _Toc76297656][bookmark: _Toc76571586][bookmark: _Toc76650728][bookmark: _Toc76653844][bookmark: _Toc83742454][bookmark: _Toc91440228][bookmark: _Toc98854706][bookmark: _Toc114494195][bookmark: _Toc115260988][bookmark: _Toc123936524][bookmark: _Toc124333269][bookmark: _Toc131594940][bookmark: _Toc131694278][bookmark: _Toc138752669][bookmark: _Toc138885651][bookmark: _Toc156556639]5.3.2.1.1	Minimum requirements with 1TX antenna 1 Tx Antenna performances
For the parameters specified in Table 5.3.2.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.1.1-1: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	24
	2
	2
	R.PDCCH. 1-2.1 FDD
	TDLA30-10
	1x2 Low
	1
	8.1

	2
	10 
	24
	2
	2
	R.PDCCH. 1-2.3 FDD
	TDLC300-100
	1x2 Low
	1
	8.2

	3
	10 
	48
	2
	4
	R.PDCCH. 1-2.4 FDD
	TDLA30-10
	1x2 Low
	1
	5.5

	4
	10 
	48
	1
	4
	R.PDCCH.1-1.1 FDD 
	TDLA30-10
	1x2 Low
	1
	4.4

	5
	10
	48
	2
	16
	R.PDCCH. 1-2.6 FDD
	TDLA30-10
	1x2 Low
	1
	-2.1



[bookmark: _Toc21338192][bookmark: _Toc29808300][bookmark: _Toc37068219][bookmark: _Toc37083764][bookmark: _Toc37084106][bookmark: _Toc40209468][bookmark: _Toc40209810][bookmark: _Toc45892769][bookmark: _Toc53176626][bookmark: _Toc61120939][bookmark: _Toc67918102][bookmark: _Toc76297657][bookmark: _Toc76571587][bookmark: _Toc76650729][bookmark: _Toc76653845][bookmark: _Toc83742455][bookmark: _Toc91440229][bookmark: _Toc98854707][bookmark: _Toc114494196][bookmark: _Toc115260989][bookmark: _Toc123936525][bookmark: _Toc124333270][bookmark: _Toc131594941][bookmark: _Toc131694279][bookmark: _Toc138752670][bookmark: _Toc138885652][bookmark: _Toc156556640]5.3.2.1.2	Minimum requirements with 2TX antenna 2 Tx Antenna performances
For the parameters specified in Table 5.3.2.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.2-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.1.2-1: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	24
	2
	4
	R.PDCCH. 1-2.2 FDD
	TDLC300-100
	2x2 Low
	1
	2.0

	2
	10 
	48
	2
	8
	R.PDCCH. 1-2.5 FDD
	TDLC300-100
	2x2 Low
	1
	-1.3

	3
	10 
	48
	1
	8
	R.PDCCH.1-1.3 FDD
	TDLA30-10
	2x2 Low
	1
	-0.2




<End of Change 1>
<Unchanged sections omitted>
<Start of Change 2>
[bookmark: _Toc21338194][bookmark: _Toc29808302][bookmark: _Toc37068221][bookmark: _Toc37083766][bookmark: _Toc37084108][bookmark: _Toc40209470][bookmark: _Toc40209812][bookmark: _Toc45892771][bookmark: _Toc53176628][bookmark: _Toc61120941][bookmark: _Toc67918105][bookmark: _Toc76297660][bookmark: _Toc76571590][bookmark: _Toc76650732][bookmark: _Toc76653848][bookmark: _Toc83742458][bookmark: _Toc91440232][bookmark: _Toc98854710][bookmark: _Toc114494199][bookmark: _Toc115260992][bookmark: _Toc123936528][bookmark: _Toc124333273][bookmark: _Toc131594944][bookmark: _Toc131694282][bookmark: _Toc138752673][bookmark: _Toc138885655][bookmark: _Toc156556643]5.3.2.2.1	Minimum requirements with 1TX antenna 1 Tx Antenna performances
For the parameters specified in Table 5.3.2.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.2.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.2.1-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	102
	1
	2
	R.PDCCH. 2-1.1 TDD
	TDLA30-10
	1x2 Low
	1
	7.0

	2
	40 
	102
	1
	4
	R.PDCCH. 2-1.2 TDD
	TDLC300- 100
	1x2 Low
	1
	3.0

	3
	40 
	48
	2
	16
	R.PDCCH. 2-2.1 TDD
	TDLC300- 100
	1x2 Low
	1
	-3.8



[bookmark: _Toc21338195][bookmark: _Toc29808303][bookmark: _Toc37068222][bookmark: _Toc37083767][bookmark: _Toc37084109][bookmark: _Toc40209471][bookmark: _Toc40209813][bookmark: _Toc45892772][bookmark: _Toc53176629][bookmark: _Toc61120942][bookmark: _Toc67918106][bookmark: _Toc76297661][bookmark: _Toc76571591][bookmark: _Toc76650733][bookmark: _Toc76653849][bookmark: _Toc83742459][bookmark: _Toc91440233][bookmark: _Toc98854711][bookmark: _Toc114494200][bookmark: _Toc115260993][bookmark: _Toc123936529][bookmark: _Toc124333274][bookmark: _Toc131594945][bookmark: _Toc131694283][bookmark: _Toc138752674][bookmark: _Toc138885656][bookmark: _Toc156556644]5.3.2.2.2	Minimum requirements with 2TX antenna 2 Tx Antenna performances
For the parameters specified in Table 5.3.2.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.2.2-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.2.2-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	90
	1
	8
	R.PDCCH. 2-1.3 TDD
	TDLC300-100
	2x2 Low
	1
	-1.2



<End of Change 2>
<Unchanged sections omitted>
<Start of Change 3>
[bookmark: _Toc21338198][bookmark: _Toc29808306][bookmark: _Toc37068225][bookmark: _Toc37083770][bookmark: _Toc37084112][bookmark: _Toc40209474][bookmark: _Toc40209816][bookmark: _Toc45892775][bookmark: _Toc53176632][bookmark: _Toc61120945][bookmark: _Toc67918110][bookmark: _Toc76297665][bookmark: _Toc76571595][bookmark: _Toc76650737][bookmark: _Toc76653853][bookmark: _Toc83742463][bookmark: _Toc91440237][bookmark: _Toc98854715][bookmark: _Toc114494204][bookmark: _Toc115260997][bookmark: _Toc123936533][bookmark: _Toc124333278][bookmark: _Toc131594949][bookmark: _Toc131694287][bookmark: _Toc138752678][bookmark: _Toc138885660][bookmark: _Toc156556648]5.3.3.1.1	Minimum requirements with 1TX antenna 1 Tx Antenna performances
For the parameters specified in Table 5.3.3.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.3.1.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.3.1.1-1: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	24
	2
	2
	R.PDCCH. 1-2.1 FDD
	TDLA30-10
	1x4 Low
	1
	2.2

	2
	10 
	24
	2
	2
	R.PDCCH. 1-2.3 FDD
	TDLC300- 100
	1x4 Low
	1
	2.7

	3
	10 
	48
	2
	4
	R.PDCCH. 1-2.4 FDD
	TDLA30-10
	1x4 Low
	1
	0.2

	4
	10 
	48
	1
	4
	R.PDCCH.1-1.1 FDD 
	TDLA30-10
	1x4 Low
	1
	-0.4

	5
	10 
	48
	2
	16
	R.PDCCH. 1-2.6 FDD
	TDLA30-10
	1x4 Medium A
	1
	-3.2



[bookmark: _Toc21338199][bookmark: _Toc29808307][bookmark: _Toc37068226][bookmark: _Toc37083771][bookmark: _Toc37084113][bookmark: _Toc40209475][bookmark: _Toc40209817][bookmark: _Toc45892776][bookmark: _Toc53176633][bookmark: _Toc61120946][bookmark: _Toc67918111][bookmark: _Toc76297666][bookmark: _Toc76571596][bookmark: _Toc76650738][bookmark: _Toc76653854][bookmark: _Toc83742464][bookmark: _Toc91440238][bookmark: _Toc98854716][bookmark: _Toc114494205][bookmark: _Toc115260998][bookmark: _Toc123936534][bookmark: _Toc124333279][bookmark: _Toc131594950][bookmark: _Toc131694288][bookmark: _Toc138752679][bookmark: _Toc138885661][bookmark: _Toc156556649]5.3.3.1.2	Minimum requirements with 2TX antenna 2 Tx Antenna performances
For the parameters specified in Table 5.3.3.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.3.1.2-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.3.1.2-1: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	24
	2
	4
	R.PDCCH. 1-2.2 FDD
	TDLC300-100
	2x4 Low
	1
	-1.9

	2
	10 
	48
	2
	8
	R.PDCCH. 1-2.5 FDD
	TDLC300-100
	2x4 Low
	1
	-4.5

	3
	10 
	48
	1
	4
	R.PDCCH.1-1.2 FDD
	TDLA30-10
	2x4 Low
	1
	-1.0



<End of Change 3>
<Unchanged sections omitted>
<Start of Change 4>
[bookmark: _Toc21338201][bookmark: _Toc29808309][bookmark: _Toc37068228][bookmark: _Toc37083773][bookmark: _Toc37084115][bookmark: _Toc40209477][bookmark: _Toc40209819][bookmark: _Toc45892778][bookmark: _Toc53176635][bookmark: _Toc61120948][bookmark: _Toc67918114][bookmark: _Toc76297669][bookmark: _Toc76571599][bookmark: _Toc76650741][bookmark: _Toc76653857][bookmark: _Toc83742467][bookmark: _Toc91440241][bookmark: _Toc98854719][bookmark: _Toc114494208][bookmark: _Toc115261001][bookmark: _Toc123936537][bookmark: _Toc124333282][bookmark: _Toc131594953][bookmark: _Toc131694291][bookmark: _Toc138752682][bookmark: _Toc138885664][bookmark: _Toc156556652]5.3.3.2.1	Minimum requirements with 1TX antenna 1 Tx Antenna performances
For the parameters specified in Table 5.3.3.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.3.2.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.3.2.1-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	102
	1
	2
	R.PDCCH. 2-1.1 TDD
	TDLA30-10
	1x4 Low
	1
	2.1

	2
	40 
	102
	1
	4
	R.PDCCH. 2-1.2 TDD
	TDLC300-100
	1x4 Low
	1
	-0.9

	3
	40 
	48
	2
	16
	R.PDCCH. 2-2.1 TDD
	TDLA30-10
	1x4 Medium A
	1
	-3.6



[bookmark: _Toc21338202][bookmark: _Toc29808310][bookmark: _Toc37068229][bookmark: _Toc37083774][bookmark: _Toc37084116][bookmark: _Toc40209478][bookmark: _Toc40209820][bookmark: _Toc45892779][bookmark: _Toc53176636][bookmark: _Toc61120949][bookmark: _Toc67918115][bookmark: _Toc76297670][bookmark: _Toc76571600][bookmark: _Toc76650742][bookmark: _Toc76653858][bookmark: _Toc83742468][bookmark: _Toc91440242][bookmark: _Toc98854720][bookmark: _Toc114494209][bookmark: _Toc115261002][bookmark: _Toc123936538][bookmark: _Toc124333283][bookmark: _Toc131594954][bookmark: _Toc131694292][bookmark: _Toc138752683][bookmark: _Toc138885665][bookmark: _Toc156556653]5.3.3.2.2	Minimum requirements with 2TX antenna 2 Tx Antenna performances
For the parameters specified in Table 5.3.3.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.3.2.2-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.3.2.2-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	90
	1
	8
	R.PDCCH. 2-1.3 TDD
	TDLC300-100
	2x4 Low
	1
	-4.3




<End of Change 4>
<Unchanged sections omitted>
<Start of Change 5>
[bookmark: _Toc21338280][bookmark: _Toc29808388][bookmark: _Toc37068307][bookmark: _Toc37083852][bookmark: _Toc37084194][bookmark: _Toc40209556][bookmark: _Toc40209898][bookmark: _Toc45892857][bookmark: _Toc53176722][bookmark: _Toc61121044][bookmark: _Toc67918230][bookmark: _Toc76297785][bookmark: _Toc76571715][bookmark: _Toc76650857][bookmark: _Toc76653973][bookmark: _Toc83742583][bookmark: _Toc91440357][bookmark: _Toc98854835][bookmark: _Toc114494324][bookmark: _Toc115261117][bookmark: _Toc123936653][bookmark: _Toc124333398][bookmark: _Toc131595069][bookmark: _Toc131694407][bookmark: _Toc138752798][bookmark: _Toc138885780][bookmark: _Toc156556771]7.3.2.2.1	Minimum requirements with 1TX antenna 1 Tx Antenna performances
For the parameters specified in Table 7.3.2.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.1-1. The downlink physical setup is in accordance with Annex C.5.1.
Table 7.3.2.2.1-1: Minimum performance requirements with 120 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	1-1
	100 
	60
	1
	2 
	R.PDCCH. 5-1.1 TDD
	TDLA30-75
	1x2 Low
	1
	6.4

	1-2
	100 
	60
	1
	4 
	R.PDCCH. 5-1.2 TDD
	TDLA30-300
	1x2 Low
	1
	3.0



[bookmark: _Toc21338281][bookmark: _Toc29808389][bookmark: _Toc37068308][bookmark: _Toc37083853][bookmark: _Toc37084195][bookmark: _Toc40209557][bookmark: _Toc40209899][bookmark: _Toc45892858][bookmark: _Toc53176723][bookmark: _Toc61121045][bookmark: _Toc67918231][bookmark: _Toc76297786][bookmark: _Toc76571716][bookmark: _Toc76650858][bookmark: _Toc76653974][bookmark: _Toc83742584][bookmark: _Toc91440358][bookmark: _Toc98854836][bookmark: _Toc114494325][bookmark: _Toc115261118][bookmark: _Toc123936654][bookmark: _Toc124333399][bookmark: _Toc131595070][bookmark: _Toc131694408][bookmark: _Toc138752799][bookmark: _Toc138885781][bookmark: _Toc156556772]7.3.2.2.2	Minimum requirements with 2TX antenna 2 Tx Antenna performances
For the parameters specified in Table 7.3.2.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.2-1. The downlink physical setup is in accordance with Annex C.5.1.
Table 7.3.2.2.2-1: Minimum performance requirements with 120 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	2-1
	100 
	60
	1
	8 
	R.PDCCH. 5-1.3 TDD 
	TDLA30-75
	2x2 Low
	1
	0.1

	2-2
	100 
	60
	2
	16 
	R.PDCCH. 5-2.1 TDD
	TDLA30-75
	2x2 Low
	1
	-3.0



<End of Change 5>
Page 1



