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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
7.1J	General for ATG
Unless otherwise stated, the receiver characteristics are specified at the antenna connector(s) of the ATG UE with one or multiple omni-directional antenna(s) or at the transceiver array boundary (TAB) connectors of the ATG UE with the antenna array. The definition about transceiver array boundary (TAB) is specified in clause 4.3.2 of TS 38.104 [16].
For the ATG UE with multiple omni-directional antennas not indicating the capability antennaArrayType-r18, the receiver RF requirements are defined on top of each antenna connector.
For the ATG UE with the antenna array indicating the capability antennaArrayType-r18, the receiver RF requirements are defined on top of each TAB connector.

<<Next Change>>
7.3J	Reference sensitivity for ATG
7.3J.1	General
For ATG UE with multiple omni-directional antennas not indicating the capability antennaArrayType-r18, Tthe reference sensitivity power level REFSENS is the minimum mean power per polarization at applied to each one of the ATG UE antenna connectorports, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
For ATG UE with antenna array indicating the capability antennaArrayType-r18, the reference sensitivity power level is the minimum mean power per polarization at TAB antenna connector, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
7.3J.2	Reference sensitivity power level
For a ATG UE(s) equipped with 2 two Rx antenna portsconnectors or two TAB connectors, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD for the DL-signal as described in Annex A.5.1.1) with parameters specified in Table 7.3.2-1a and Table 7.3.2-1b for the applicable operating bands.
For ATG UE(s) equipped with 4 four Rx antenna portsconnectors or four TAB connectors, reference sensitivity for 2two Rx antenna ports connectors or four TAB connectors shall be modified by the amount given in ΔRIB,4R in Table 7.3.2-2 for the applicable operating bands.
The reference sensitivity (REFSENS) requirement for a ATG UE shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3.
<<End of Change>>
