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	Reason for change:
	(1) The UL configurations of CA_n7B-n258R2/R3/R4/R5/R6/R7/R8/R9/R10 are not correct.
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In Rel-18 spec

(2) The following inter-band NR-CA combinations including FR2 need to be added and they are not new band combinations.
The corresponding inter-band NR-DC combinations have been specified in the spec. However, the following inter-band NR-CA combinations are not in the spec. According to the rule below, these inter-band NR-CA combinations including FR2 should be added to define the requirements for the existing inter-band NR-DC combinations.
“Terminal that supports inter-band NR-DC between FR1 and FR2 configuration shall meet the requirements for corresponding CA configuration (suffix A), unless otherwise specified.”

	DL configuration
	UL configuration
	Fallback status

	CA_n66A-n260O
	CA_n66A-n260A
	All fallbacks have been specified.

	CA_n66A-n260O
	CA_n66A-n260O
	All fallbacks have been specified.

	CA_n66A-n260P
	CA_n66A-n260A
	All fallbacks have been specified.

	CA_n66A-n260P
	CA_n66A-n260O
	All fallbacks have been specified.

	CA_n66A-n260P
	CA_n66A-n260P
	All fallbacks have been specified.

	CA_n66A-n260Q
	CA_n66A-n260A
	All fallbacks have been specified.

	CA_n66A-n260Q
	CA_n66A-n260O
	All fallbacks have been specified.

	CA_n66A-n260Q
	CA_n66A-n260P
	All fallbacks have been specified.

	CA_n66A-n260Q
	CA_n66A-n260Q
	All fallbacks have been specified.

	CA_n71A-n260O
	CA_n71A-n260A
	All fallbacks have been specified.

	CA_n71A-n260O
	CA_n71A-n260O
	All fallbacks have been specified.

	CA_n71A-n260P
	CA_n71A-n260A
	All fallbacks have been specified.

	CA_n71A-n260P
	CA_n71A-n260O
	All fallbacks have been specified.

	CA_n71A-n260P
	CA_n71A-n260P
	All fallbacks have been specified.

	CA_n71A-n260Q
	CA_n71A-n260A
	All fallbacks have been specified.

	CA_n71A-n260Q
	CA_n71A-n260O
	All fallbacks have been specified.

	CA_n71A-n260Q
	CA_n71A-n260P
	All fallbacks have been specified.

	CA_n71A-n260Q
	CA_n71A-n260Q
	All fallbacks have been specified.

	CA_n77A-n261O
	CA_n77A-n261A
	All fallbacks have been specified.

	CA_n77A-n261O
	CA_n77A-n261O
	All fallbacks have been specified.

	CA_n77A-n261P
	CA_n77A-n261A
	All fallbacks have been specified.

	CA_n77A-n261P
	CA_n77A-n261O
	All fallbacks have been specified.

	CA_n77A-n261P
	CA_n77A-n261P
	All fallbacks have been specified.

	CA_n77A-n261Q
	CA_n77A-n261A
	All fallbacks have been specified.

	CA_n77A-n261Q
	CA_n77A-n261O
	All fallbacks have been specified.

	CA_n77A-n261Q
	CA_n77A-n261P
	All fallbacks have been specified.

	CA_n77A-n261Q
	CA_n77A-n261Q
	All fallbacks have been specified.
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(2) Add the needed inter-band NR-CA combinations including FR2.
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(2) The needed inter-band NR-CA combinations including FR2 are not included in current spec.
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<<< START OF CHANGE >>>
Table 5.5A.1.1-1e: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n7A-n257A
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	50, 100, 200, 400
	

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	See n257 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n257G
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257G
	

	
	CA_n7A-n257A/G
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n7A-n257H
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257H
	

	
	CA_n7A-n257A/G/H
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n7A-n257I
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257I
	

	
	CA_n7A-n257A/G/H/I
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n7A-n257J
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257J
	

	
	CA_n7A-n257A/G/H/I/J
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n7A-n257K
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257K
	

	
	CA_n7A-n257A/G/H/I/J/K
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n7A-n257L
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257L
	

	
	CA_n7A-n257A/G/H/I/J/K/L
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257L
	

	CA_n7A-n257M
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257M
	

	
	CA_n7A-n257A/G/H/I/J/K/L/M
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n7A-n257O
	CA_n7A-n257A/O
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n257
	CA_n257O
	

	CA_n7A-n257P
	CA_n7A-n257A/O/P
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n257
	CA_n257P
	

	CA_n7A-n257Q
	CA_n7A-n257A/O/P/Q
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n257
	CA_n257Q
	

	CA_n7A-n258A
	CA_n7A-n258A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7A-n258B
	CA_n7A-n258A/B
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n7A-n258C
	CA_n7A-n258A/B/C
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n7A-n258D
	CA_n7A-n258A/D
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258D
	

	CA_n7A-n258E
	CA_n7A-n258A/D/E
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258E
	

	CA_n7A-n258F
	CA_n7A-n258A/D/E/F
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258F
	

	CA_n7A-n258G
	CA_n7A-n258A/G
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258G
	

	CA_n7A-n258H
	CA_n7A-n258A/G/H
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258H
	

	CA_n7A-n258I
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258I
	

	CA_n7A-n258J
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258J
	

	CA_n7A-n258K
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258K
	

	CA_n7A-n258L
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258L
	

	CA_n7A-n258M
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258M
	

	CA_n7A-n258O
	CA_n7A-n258A/O
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258O
	

	CA_n7A-n258P
	CA_n7A-n258A/O/P
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258P
	

	CA_n7A-n258Q
	CA_n7A-n258A/O/P/Q
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258Q
	

	CA_n7A-n258R2
	CA_n7A-n258A/R2
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R2
	

	CA_n7A-n258R3
	CA_n7A-n258A/R2/R3
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R3
	

	CA_n7A-n258R4
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R4
	

	CA_n7A-n258R5
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R5
	

	CA_n7A-n258R6
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R6
	

	CA_n7A-n258R7
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R7
	

	CA_n7A-n258R8
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R8
	

	CA_n7A-n258R9
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R9
	

	CA_n7A-n258R10
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R10
	

	CA_n7B-n258A
	CA_n7A-n258A
	n7
	CA_n7B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7B-n258B
	CA_n7A-n258A/B
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258B
	

	CA_n7B-n258C
	CA_n7A-n258A/B/C
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258C
	

	CA_n7B-n258D
	CA_n7A-n258A/D
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258D
	

	CA_n7B-n258E
	CA_n7A-n258A/D/E
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258E
	

	CA_n7B-n258F
	CA_n7A-n258A/D/E/F
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258F
	

	CA_n7B-n258G
	CA_n7A-n258A/G
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258G
	

	CA_n7B-n258H
	CA_n7A-n258A/G/H
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258H
	

	CA_n7B-n258I
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258I
	

	CA_n7B-n258J
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258J
	

	CA_n7B-n258K
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258K
	

	CA_n7B-n258L
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258L
	

	CA_n7B-n258M
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258M
	

	CA_n7B-n258R2
	CA_n7AB-n258A/R2
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R2
	

	CA_n7B-n258R3
	CA_n7AB-n258A/R2/R3
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R3
	

	CA_n7B-n258R4
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R4
	

	CA_n7B-n258R5
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R5
	

	CA_n7B-n258R6
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R6
	

	CA_n7B-n258R7
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R7
	

	CA_n7B-n258R8
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R8
	

	CA_n7B-n258R9
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R9
	

	CA_n7B-n258R10
	CA_n7AB-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R10
	

	CA_n7A-n260A
	CA_n7A-n260A
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n260G
	CA_n7A-n260A/G
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n7A-n260H
	CA_n7A-n260A/G/H
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n7A-n260I
	CA_n7A-n260A/G/H/I
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n7A-n260J
	CA_n7A-n260A/G/H/I/J
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n7A-n260K
	CA_n7A-n260A/G/H/I/J/K
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n7A-n260L
	CA_n7A-n260A/G/H/I/J/K/L
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n7A-n260M
	CA_n7A-n260A/G/H/I/J/K/L/M
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n7A-n260O
	CA_n7A-n260A/O
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n260
	CA_n260O
	

	CA_n7A-n260P
	CA_n7A-n260A/O/P
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n260
	CA_n260P
	

	CA_n7A-n260Q
	CA_n7A-n260A/O/P/Q
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n260
	CA_n260Q
	

	CA_n7A-n261A
	CA_n7A-n261A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n7A-n261G
	CA_n7A-n261A/G
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261G
	

	CA_n7A-n261H
	CA_n7A-n261A/G/H
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261H
	

	CA_n7A-n261I
	CA_n7A-n261A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261I
	

	CA_n7A-n261J
	CA_n7A-n261A/G/H/I/J
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261J
	

	CA_n7A-n261K
	CA_n7A-n261A/G/H/I/J/K
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261K
	

	CA_n7A-n261L
	CA_n7A-n261A/G/H/I/J/K/L
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261L
	

	CA_n7A-n261M
	CA_n7A-n261A/G/H/I/J/K/L/M
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261M
	

	CA_n7A-n261O
	CA_n7A-n261A/O
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261O
	

	CA_n7A-n261P
	CA_n7A-n261A/O/P
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261P
	

	CA_n7A-n261Q
	CA_n7A-n261A/O/P/Q
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n261
	CA_n261Q
	

	CA_n8A-n257A
	CA_n8A-n257A
	n8
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n8A-n257D
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n8A-n257E
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n8A-n257F
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n8A-n257G
	CA_n257G
CA_n8A-n257A/G
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n8A-n257H
	CA_n257G/H
CA_n8A-n257A/G/H
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n8A-n257I
	CA_n257G/H/I
CA_n8A-n257A/G/H/I
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n8A-n257J
	CA_n257G/H/I/J
CA_n8A-n257A/G/H/I/J
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n8A-n257K
	CA_n257G/H/I/J/K
CA_n8A-n257A/G/H/I/J/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n8A-n257L
	CA_n8A-n257A/G/H/I/J/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n8A-n257M
	CA_n8A-n257A/G/H/I/J/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n8A-n258B
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n8A-n258C
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n8A-n258D
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n8A-n258E
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n8A-n258F
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n8A-n258G
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n8A-n258H
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n8A-n258I
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n8A-n258J
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n8A-n258K
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n8A-n258L
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n8A-n258M
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	



<< Next changes >>
Table 5.5A.1.1-1l: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n257A
	CA_n66A-n257A
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	50, 100, 200, 400
	

	CA_n66A-n257G
	CA_n66A-n257A/G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A/G/H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A/G/H/I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n257J
	CA_n66A-n257A/G/H/I/J
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n66A-n257K
	CA_n66A-n257A/G/H/I/J/K
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n66A-n257L
	CA_n66A-n257A/G/H/I/J/K/L
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257L
	

	CA_n66A-n257M
	CA_n66A-n257A/G/H/I/J/K/L/M
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n66A-n257O
	CA_n66A-n257A/O
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257O
	

	CA_n66A-n257P
	CA_n66A-n257A/O/P
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257P
	

	CA_n66A-n257Q
	CA_n66A-n257A/O/P/Q
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257Q
	

	CA_n66A-n258A
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n258G
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n66A-n258H
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n66A-n258I
	CA_n66A-n258A/G/H/I
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258I
	

	CA_n66A-n258J
	CA_n66A-n258A/G/H/I/J
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258J
	

	CA_n66A-n258K
	CA_n66A-n258A/G/H/I/J/K
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258K
	

	CA_n66A-n258L
	CA_n66A-n258A/G/H/I/J/K/L
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258L
	

	CA_n66A-n258M
	CA_n66A-n258A/G/H/I/J/K/L/M
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258M
	

	CA_n66A-n258O
	CA_n66A-n258A/O
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258O
	

	CA_n66A-n258P
	CA_n66A-n258A/O/P
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258P
	

	CA_n66A-n258Q
	CA_n66A-n258A/O/P/Q
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258Q
	

	CA_n66A-n258(2A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n66A-n258(3A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n66A-n258(4A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n66A-n258(5A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n66A-n258(2G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n66A-n258(A-G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n66A-n258(A-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n66A-n258(G-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n66A-n260A
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in 1 Table 5.3.5-1
	

	CA_n66A-n260(2A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n66A-n260(3A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n66A-n260(4A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n66A-n260(5A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n66A-n260(6A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n66A-n260(7A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n66A-n260(8A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n66A-n260G
	CA_n66A-n260A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260G
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n66A-n260H
	CA_n66A-n260A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260H
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n66A-n260I
	CA_n66A-n260A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260I
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n66A-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260J
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260J
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n66A-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260K
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260K
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n66A-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260L
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260L
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n66A-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260M
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260M
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n66A-n260O
	CA_n66A-n260A/O
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260O
	

	CA_n66A-n260P
	CA_n66A-n260A/O/P
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260P
	

	CA_n66A-n260Q
	CA_n66A-n260A/O/P/Q
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260Q
	

	CA_n66A-n260R2
	CA_n66A-n260A/R2
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R2
	

	CA_n66A-n260R3
	CA_n66A-n260A/R2/R3
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R3
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R3
	

	CA_n66A-n260R4
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R4
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R4
	

	CA_n66A-n260R5
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R5
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R5
	

	CA_n66A-n260R6
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R6
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R6
	

	CA_n66A-n260R7
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R7
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R7
	

	CA_n66A-n260R8
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R8
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R8
	

	CA_n66A-n260R9
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R9
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R9
	

	CA_n66A-n260R10
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R10
	

	CA_n66(2A)-n260A
	CA_n66A-n260A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n66(2A)-n260G
	CA_n66A-n260A/G
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n66(2A)-n260H
	CA_n66A-n260A/G/H
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n66(2A)-n260I
	CA_n66A-n260A/G/H/I
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n66(2A)-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n66(2A)-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n66(2A)-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n66(2A)-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n66A-n261A
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n261(2A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n66A-n261(3A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n66A-n261(4A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n66A-n261G
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261G
	

	CA_n66A-n261H
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261H
	

	CA_n66A-n261I
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261I
	

	CA_n66A-n261J
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261J
	

	
	CA_n66A-n261A/G/H/I/J
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261J
	

	CA_n66A-n261K
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261K
	

	
	CA_n66A-n261A/G/H/I/J/K
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261K
	

	CA_n66A-n261L
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261L
	

	
	CA_n66A-n261A/G/H/I/J/K/L
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261L
	

	CA_n66A-n261M
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261M
	

	
	CA_n66A-n261A/G/H/I/J/K/L/M
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261M
	

	CA_n66A-n261O
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261O
	

	CA_n66A-n261P
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261P
	

	CA_n66A-n261Q
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261Q
	

	CA_n66A-n261(2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n66A-n261(2H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n66A-n261(2I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n66A-n261(A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n66A-n261(A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n66A-n261(A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n66A-n261(A-J)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n66A-n261(A-K)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n66A-n261(A-L)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n66A-n261(G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n66A-n261(H-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n66A-n261(G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n66A-n261(A-G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n66A-n261(A-G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n66A-n261(2A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n66A-n261(2A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n66A-n261(2A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n66A-n261(A-2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n71A-n257A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	
	CA_n71A-n257A
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257A
	

	CA_n71A-n257G
	CA_n71A-n257A/G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n71A-n257H
	CA_n71A-n257A/G/H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n71A-n257I
	CA_n71A-n257A/G/H/I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n71A-n257J
	CA_n71A-n257A/G/H/I/J
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n71A-n257K
	CA_n71A-n257A/G/H/I/J/K
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n71A-n257L
	CA_n71A-n257A/G/H/I/J/K/L
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	N257
	CA_n257L
	

	CA_n71A-n257M
	CA_n71A-n257A/G/H/I/J/K/L/M
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n71A-n257O
	CA_n71A-n257A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257O
	

	CA_n71A-n257P
	CA_n71A-n257A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257P
	

	CA_n71A-n257Q
	CA_n71A-n257A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257Q
	

	CA_n71A-n258A
	CA_n71A-n258A
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n71A-n258G
	CA_n71A-n258A/G
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258G
	

	CA_n71A-n258H
	CA_n71A-n258A/G/H
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258H
	

	CA_n71A-n258I
	CA_n71A-n258A/G/H/I
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258I
	

	CA_n71A-n258J
	CA_n71A-n258A/G/H/I/J
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258J
	

	CA_n71A-n258K
	CA_n71A-n258A/G/H/I/J/K
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258K
	

	CA_n71A-n258L
	CA_n71A-n258A/G/H/I/J/K/L
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258L
	

	CA_n71A-n258M
	CA_n71A-n258A/G/H/I/J/K/L/M
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258M
	

	CA_n71A-n258O
	CA_n71A-n258A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258O
	

	CA_n71A-n258P
	CA_n71A-n258A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258P
	

	CA_n71A-n258Q
	CA_n71A-n258A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258Q
	

	CA_n71A-n260A
	-CA_n71A-n260A
	n71
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in 1 Table 5.3.5-1
	

	CA_n71A-n260G
	CA_n71A-n260A/G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n71A-n260H
	CA_n71A-n260A/G/H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n71A-n260I
	CA_n71A-n260A/G/H/I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n71A-n260J
	CA_n71A-n260A/G/H/I/J
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n71A-n260K
	CA_n71A-n260A/G/H/I/J/K
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n71A-n260L
	CA_n71A-n260A/G/H/I/J/K/L
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n71A-n260M
	CA_n71A-n260A/G/H/I/J/K/L/M
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n71A-n260O
	CA_n71A-n260A/O
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260O
	

	CA_n71A-n260P
	CA_n71A-n260A/O/P
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260P
	

	CA_n71A-n260Q
	CA_n71A-n260A/O/P/Q
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260Q
	

	CA_n71A-n260(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n71A-n260(3A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n71A-n260(4A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n71A-n261A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n71A-n261G
	CA_n71A-n261A/G
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261G
	

	CA_n71A-n261H
	CA_n71A-n261A/G/H
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261H
	

	CA_n71A-n261I
	CA_n71A-n261A/G/H/I
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261I
	

	CA_n71A-n261J
	CA_n71A-n261A/G/H/I/J
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261J
	

	CA_n71A-n261K
	CA_n71A-n261A/G/H/I/J/K
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261K
	

	CA_n71A-n261L
	CA_n71A-n261A/G/H/I/J/K/L
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261L
	

	CA_n71A-n261M
	CA_n71A-n261A/G/H/I/J/K/L/M
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261M
	

	CA_n71A-n261O
	CA_n71A-n261A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261O
	

	CA_n71A-n261P
	CA_n71A-n261A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261P
	

	CA_n71A-n261Q
	CA_n71A-n261A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261Q
	

	CA_n71A-n261(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	



<< Next changes >>
Table 5.5A.1.1-1m: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77A-n257D
	CA_n77A-n257A/D
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n77A-n257G
	CA_n257G
CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n77A-n257H
	CA_n257G/H
CA_n77A-n257A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n77A-n257I
	CA_n257G/H/I
CA_n77A-n257A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n257J
	CA_n257G/H/I/J
CA_n77A-n257A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n77A-n257K
	CA_n257G/H/I/J/K
CA_n77A-n257A/G/H/I/J/K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n77A-n257L
	CA_n257G/H/I/J/K/L
CA_n77A-n257A/G/H/I/J/K/L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n77A-n257M
	CA_n257G/H/I/J/K/L/M
CA_n77A-n257A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n77A-n257O
	CA_n77A-n257A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257O
	

	CA_n77A-n257P
	CA_n77A-n257A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257P
	

	CA_n77A-n257Q
	CA_n77A-n257A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257Q
	

	CA_n77A-n257(2A)
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n77A-n257(2G)
	CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n77A-n257(A-G)
	CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257D
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257E
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257F
	

	CA_n77C-n257G
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257G
	

	CA_n77C-n257H
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257H
	

	CA_n77C-n257I
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257I
	

	CA_n77C-n257J
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257J
	

	CA_n77C-n257K
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257K
	

	CA_n77C-n257L
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257L
	

	CA_n77C-n257M
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257M
	

	CA_n77(2A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(2A)-n257D
	CA_n77A-n257A/D
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(2A)-n257G
	CA_n77A-n257A/G
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(2A)-n257H
	CA_n77A-n257A/G/H
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(2A)-n257I
	CA_n77A-n257A/G/H/I
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77(2A)-n257J
	CA_n77A-n257A/G/H/I/J
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257J
	

	CA_n77(2A)-n257K
	CA_n77A-n257A/G/H/I/J/K
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257K 
	

	CA_n77(2A)-n257L
	CA_n77A-n257A/G/H/I/J/K/L
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257L 
	

	CA_n77(2A)-n257M
	CA_n77A-n257A/G/H/I/J/K/L/M
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257M
	

	CA_n77(3A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(3A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(3A)-n257D
	CA_n77A-n257A/D
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(3A)-n257G
	CA_n77A-n257A/G
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(3A)-n257H
	CA_n77A-n257A/G/H
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(3A)-n257I
	CA_n77A-n257A/G/H/I
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n258A
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n258D
	CA_n77A-n258A/D
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n77A-n258G
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n77A-n258H
	CA_n77A-n258A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n77A-n258I
	CA_n77A-n258A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n77A-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n77(2A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(2A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77A-n258K
	CA_n77A-n258A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n77A-n258L
	CA_n77A-n258A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n77A-n258M
	CA_n77A-n258A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n77A-n258O
	CA_n77A-n258A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258O
	

	CA_n77A-n258P
	CA_n77A-n258A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258P
	

	CA_n77A-n258Q
	CA_n77A-n258A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258Q
	

	CA_n77(2A)-n258D
	CA_n77A-n258A/D
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(2A)-n258G
	CA_n77A-n258A/G
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(2A)-n258H
	CA_n77A-n258A/G/H
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(2A)-n258I
	CA_n77A-n258A/G/H/I
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(2A)-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77(3A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(3A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77(3A)-n258D
	CA_n77A-n258A/D
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(3A)-n258G
	CA_n77A-n258A/G
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(3A)-n258H
	CA_n77A-n258A/G/H
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(3A)-n258I
	CA_n77A-n258A/G/H/I
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(3A)-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77A-n258(2A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n258
	CA_n258(2A)
	

	CA_n77A-n258(2G)
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n77A-n258(3A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n77A-n258(4A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n77A-n258(5A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n77A-n258(A-D)
	CA_n77A-n258A/D
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-D)
	

	CA_n77A-n258(A-G)
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n77A-n258(A-H)
	CA_n77A-n258A/G/H                  
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n77A-n258(D-G)
	CA_n77A-n258A/D/G                   
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(D-G)
	

	CA_n77A-n258(G-H)
	CA_n77A-n258A/G/H                    
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n77(2A)-n258(2A)
	CA_n77A-n258A
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n77(2A)-n258(2G)
	CA_n77A-n258A/G
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n77(2A)-n258(A-D)
	CA_n77A-n258A/D

	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(A-D)
	

	CA_n77(2A)-n258(A-G)
	CA_n77A-n258A/G
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n77(2A)-n258(A-H)
	CA_n77A-n258A/G/H                   
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n77(2A)-n258(D-G)
	CA_n77A-n258A/D/G                    
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(D-G)
	

	CA_n77(2A)-n258(G-H)
	CA_n77A-n258A/G/H                    
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258(G-H)
	

	CA_n77A-n259A
	CA_n77A-n259A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n77A-n259G
	CA_n259G
CA_n77A-n259A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n77A-n259H
	CA_n259G/H
CA_n77A-n259A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n77A-n259I
	CA_n259G/H/I
CA_n77A-n259A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n77A-n259J
	CA_n259G/H/I/J
CA_n77A-n259A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n77A-n259K
	CA_n259G/H/I/J/K
CA_n77A-n259A/G/H/I/J/K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n77A-n259L
	CA_n259G/H/I/J/K/L
CA_n77A-n259A/G/H/I/J/K/L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n77A-n259M
	CA_n259G/H/I/J/K/L/M
CA_n77A-n259A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	

	CA_n77A-n260A
	CA_n77A-n260A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n260G
	CA_n77A-n260A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n77A-n260H
	CA_n77A-n260A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n77A-n260I
	CA_n77A-n260A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n77A-n260J
	CA_n77A-n260A/G/H/I/J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n77A-n260K
	CA_n77A-n260A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n77A-n260L
	CA_n77A-n260A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n77A-n260M
	CA_n77A-n260A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n77A-n260O
	CA_n77A-n260A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260O
	

	CA_n77A-n260P
	CA_n77A-n260A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260P
	

	CA_n77A-n260Q
	CA_n77A-n260A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260Q
	

	CA_n77A-n260R2
	CA_n77A-n260A/R2
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R2
	

	CA_n77A-n260R3
	CA_n77A-n260A/R2/R3
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R3
	

	CA_n77A-n260R4
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R4
	

	CA_n77A-n260R5
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R5
	

	CA_n77A-n260R6
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R6
	

	CA_n77A-n260R7
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R7
	

	CA_n77A-n260R8
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R8
	

	CA_n77A-n260R9
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R9
	

	CA_n77A-n260R10
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R10
	

	CA_n77C-n260A
	CA_n77A-n260A
	n77
	CA_n77C
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77C-n260G
	CA_n77A-n260A/G
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260G
	

	CA_n77C-n260H
	CA_n77A-n260A/G/H
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260H
	

	CA_n77C-n260I
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260I
	

	CA_n77C-n260J
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260J
	

	CA_n77C-n260K
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260K
	

	CA_n77C-n260L
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260L
	

	CA_n77C-n260M
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260M
	

	CA_n77(2A)-n260A
	CA_n77(2A)
CA_n77A-n260A
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77(2A)-n260G
	CA_n77(2A)
CA_n77A-n260A/G
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n77(2A)-n260H
	CA_n77(2A)
CA_n77A-n260A/G/H
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n77(2A)-n260I
	CA_n77(2A)
CA_n77A-n260A/G/H/I
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n77(2A)-n260J
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n77(2A)-n260K
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n77(2A)-n260L
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K/L
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n77(2A)-n260M
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K/L/M
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n77A-n261A
	CA_n77A-n261A
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n261D
	CA_n77A-n261A/D
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261D
	

	CA_n77A-n261G
	CA_n77A-n261A/G
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261G
	

	CA_n77A-n261H
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261H
	

	CA_n77A-n261I
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261I
	

	CA_n77A-n261J
	CA_n77A-n261A/G/H/I/J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261J
	

	CA_n77A-n261K
	CA_n77A-n261A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261K
	

	CA_n77A-n261L
	CA_n77A-n261A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261L
	

	CA_n77A-n261M
	CA_n77A-n261A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261M
	

	CA_n77A-n261O
	CA_n71A-n261A/O
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n261
	CA_n261O
	

	CA_n77A-n261P
	CA_n71A-n261A/O/P
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261P
	

	CA_n77A-n261Q
	CA_n71A-n261A/O/P/Q
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261Q
	

	CA_n77A-n261(2A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n261
	CA_n261(2A)
	

	CA_n77A-n261(2G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n77A-n261(2H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n77A-n261(2I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n77A-n261(3A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n77A-n261(4A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n77A-n261(A-G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n77A-n261(A-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n77A-n261(A-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n77A-n261(G-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n77A-n261(G-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n77A-n261(H-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n77A-n261(A-J)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n77A-n261(A-K)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n77A-n261(A-L)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n77A-n261(A-G-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n77A-n261(A-G-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n77A-n261(2A-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n77A-n261(2A-G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n77A-n261(2A-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n77A-n261(A-2G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n77C-n261A
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n77C-n261G
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261G
	

	CA_n77C-n261H
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261H
	

	CA_n77C-n261I
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261I
	

	CA_n77C-n261J
	CA_n77A-n261A/G/H/I/J
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261J
	

	CA_n77C-n261K
	CA_n77A-n261A/G/H/I/J/K
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261K
	

	CA_n77C-n261L
	CA_n77A-n261A/G/H/I/J/K/L
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	CA_n77C
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	CA_n77C-n261M
	CA_n77A-n261A/G/H/I/J/K/L/M
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	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(G-H)
	

	
	
	n77
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	n261
	CA_n261(G-H)
	

	CA_n77C-n261(2H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2H)
	

	
	
	n77
	CA_n77C_BCS1
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	n261
	CA_n261(2H)
	

	CA_n77C-n261(G-I)
	CA_n77A-n261A/G/H/I
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	CA_n77C
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	n261
	CA_n261(G-I)
	

	
	
	n77
	CA_n77C_BCS1
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	CA_n261(G-I)
	

	CA_n77C-n261(A-G-H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
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	n261
	CA_n261(A-G-H)
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	CA_n77C_BCS1
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	CA_n261(A-G-H)
	

	CA_n77C-n261(H-I)
	CA_n77A-n261A/G/H/I
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	CA_n77C
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	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(3A)
	

	
	
	n77
	CA_n77C_BCS1
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	n261
	CA_n261(3A)
	

	CA_n77C-n261(2G)
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2G)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2G)
	

	CA_n77C-n261(A-2G)
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-2G)
	

	
	
	n48
	CA_n77C_BCS1
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	n261
	CA_n261(A-2G)
	

	CA_n77C-n261(A-G)
	CA_n77A-n261A/G
	n48
	CA_n77C
	0
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	CA_n261(A-G)
	

	
	
	n48
	CA_n77C_BCS1
	1
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	CA_n261(A-G)
	

	CA_n77C-n261(A-H)
	CA_n77A-n261A/G/H
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	CA_n77C
	0
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	CA_n261(A-H)
	

	
	
	n48
	CA_n77C_BCS1
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	CA_n77A-n261A/G/H/I
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	0
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