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1. Introduction
In RAN4 #110bis meeting, the Rx requirements didn’t discussed due to the time limitation.
This contribution further discuss the Rx requirements for intra-band non-contiguous SL CA with PC3 and PC2 in n47.
2.  Discussion
In current Spec, for the REFSENS of intra-band non-contiguous DL CA in TDD bands, the UE need meet the REFSENs of the single carrier directly not matter it with one uplink carrier or two uplink carriers.
The other Rx requirements of the intra-band non-contiguous DL CA like maximum input power, ACS and blocking are defined based on the sub-block, if the sub-block comprises one component carrier the requirements reuse the requirements for single CC; if the sub-block comprises two component carriers the requirements reuse the requirements for intra-band contiguous DL CA. Therefore, the intra-band non-contiguous SL DL CA can reuse the same rule with intra-band non-contiguous DL CA.
Proposal 1: The REFSENS specified for single carrier operation in n47 shall apply to each component carrier of intra-band non-contiguous SL CA.

Proposal 2: For intra-band non-contiguous SL CA, the Rx requirements including maximum input power, ACS and blocking should be specified based on the sub-block. The requirements for single carrier shall apply to the sub-block including one component carrier only and the requirements for intra-band contiguous SL CA shall apply to the sub-block including multiple component carriers.
3. Conclusion

In this contribution, we discussed the Rx requirements for intra-band non-contiguous SL CA with PC3 and PC2 in n47 and proposed:

Proposal 1: The REFSENS specified for single carrier operation in n47 shall apply to each component carrier of intra-band non-contiguous SL CA.

Proposal 2: For intra-band non-contiguous SL CA, the Rx requirements including maximum input power, ACS and blocking should be specified based on the sub-block. The requirements for single carrier shall apply to the sub-block including one component carrier only and the requirements for intra-band contiguous SL CA shall apply to the sub-block including multiple component carriers.
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