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	Reason for change:
	TT for IAB-MT total power dynamic range is specified for ±0.7 dB for BW ≤ 40MHz, and ±1.0 dB for 40MHz < f ≤ 100MHz.
An error of condition exists above. Condition for ±1.0 dB TT shall be 40MHz < BW ≤ 100MHz

	
	

	Summary of change:
	In table C.1-1, “±1.0 dB for 40MHz < f ≤ 100MHz” was corrected to “±1.0 dB for 40MHz < BW ≤ 100MHz”
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	Condition for IAB-MT total power dynamic range TT value does not make sense.

	
	

	Clauses affected:
	Annex C.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc21127753][bookmark: _Toc29811962][bookmark: _Toc36817514][bookmark: _Toc37260437][bookmark: _Toc37267825][bookmark: _Toc44712432][bookmark: _Toc45893744][bookmark: _Toc53178458][bookmark: _Toc53178909][bookmark: _Toc61179151][bookmark: _Toc61179621][bookmark: _Toc67916917][bookmark: _Toc74663538][bookmark: _Toc82622081][bookmark: _Toc90422928][bookmark: _Toc106783124][bookmark: _Toc107312015][bookmark: _Toc107419599][bookmark: _Toc107475228][bookmark: _Toc114255821][bookmark: _Toc115186501][bookmark: _Toc123049331][bookmark: _Toc123052253][bookmark: _Toc123054722][bookmark: _Toc123717825][bookmark: _Toc124157401][bookmark: _Toc124266805][bookmark: _Toc131596163][bookmark: _Toc131741161][bookmark: _Toc131766695][bookmark: _Toc138837917][bookmark: _Toc156567739]--------------Start of change-------------
[bookmark: _Toc73963160][bookmark: _Toc75260338][bookmark: _Toc75275881][bookmark: _Toc75276391][bookmark: _Toc76541890][bookmark: _Toc82437661][bookmark: _Toc89945027][bookmark: _Toc98754045][bookmark: _Toc106181031][bookmark: _Toc114151076][bookmark: _Toc124151479][bookmark: _Toc124151999][bookmark: _Toc124152519][bookmark: _Toc130397051][bookmark: _Toc130397571][bookmark: _Toc137557179][bookmark: _Toc138861456][bookmark: _Toc145532399][bookmark: _Toc163218449]C.1	Measurement of transmitter
Table C.1-1: Derivation of test requirements (Transmitter tests)
	Test 
	Minimum requirement in TS 38.174 [2]
	Test Tolerance
(TT)
	Test requirement in the present document

	6.2 IAB output power
	See TS 38.174 [2], clause 6.2
	Normal and extreme conditions:
0.7 dB, f ≤ 3.0 GHz
1.0 dB, 3.0 GHz < f ≤ 6GHz (Note 1)
	Formula:
Upper limit + TT, Lower limit - TT


	6.3.1 IAB-DU Output power dynamics
	See TS 38.174 [2], clause 6.3.1
	0.4 dB
	Formula:
Total power dynamic range – TT (dB)

	6.3.2 IAB-MT Total power dynamic range
	See TS 38.174 [2], clause 6.3.2
	±0.7 dB, BW ≤ 40MHz
±1.0 dB, 40MHz < BWf ≤ 100MHz
	Formula:
Total power dynamic range – TT (dB)

	6.4.1 Transmitter OFF power
	See TS 38.174 [2], clause 6.4.1
	2.0 dB, f ≤ 3.0 GHz
2.5 dB, 3.0 GHz < f ≤ 6 GHz
(Note 1)
	Formula:
Minimum Requirement + TT

	6.4.2 Transient period
	See TS 38.174 [2], clause 6.4.2
	N/A
	

	6.5.2.1 IAB-DU Frequency error
	See TS 38.174 [2], clause 6.5.1.1
	12 Hz
	Formula:
Frequency Error limit + TT

	6.5.2.2 IAB-MT Frequency error
	See TS 38.174 [2], clause 6.5.1.2
	±15 Hz, f ≤ 3.0GHz
±36 Hz, f > 3.0GHz
	Formula:
Frequency Error limit + TT

	6.5.4 Modulation quality (EVM)
	See TS 38.174 [2], clause 6.5.2
	1%
	Formula:
EVM limit + TT

	6.5.4 Time alignment error
	See TS 38.174 [2], clause 6.5.3.1
	25ns
	Formula:
Time alignment error limit + TT+ TT

	6.6.2 Occupied bandwidth
	See TS 38.174 [2], clause 6.6.2
	0 Hz
	Formula:
Minimum Requirement + TT

	6.6.3 Adjacent Channel Leakage Power Ratio (ACLR)
	See TS 38.174 [2], clause 6.6.3
	ACLR/CACLR:
 BW ≤ 20MHz:
 0.8dB

 BW > 20MHz:
 1.2 dB

Absolute ACLR/CACLR:
0 dB
	Formula:
ACLR Minimum Requirement - TT
Absolute limit +TT


	6.6.4 Operating band unwanted emissions
	See TS 38.174 [2], clause 6.6.4
	Offsets < 10MHz
1.5 dB, f ≤ 3.0GHz
1.8 dB, 3.0GHz < f ≤ 6GHz
[bookmark: OLE_LINK129][bookmark: OLE_LINK130](Note 1)

Offsets ≥ 10MHz
0dB
	Formula:
Minimum Requirement + TT

	6.6.5.5.1 General transmitter spurious emissions requirements
Category A
	See TS 38.174 [2], clause 6.6.5.2.1
	0dB
	Formula:
Minimum Requirement + TT

	6.6.5.5.1 General transmitter spurious emissions requirements
Category B
	See TS 38.174 [2], clause 6.6.5.2.1
	0dB
	Formula:
Minimum Requirement + TT

	6.6.5.5.2 Additional spurious emissions requirements
	See TS 38.174 [2], clause 6.6.5.2.2
	0dB
	Formula:
Minimum Requirement + TT

	6.6.5.5.3 Co-location with other base stations
	See TS 38.174 [2], clause 6.6.5.2.3
	0dB
	Formula:
Minimum Requirement + TT

	6.7 Transmitter intermodulation
	See TS 38.174 [2], clause 6.7
	0dB
	Formula: Ratio + TT

	NOTE 1:	TT values for 4.2 GHz < f ≤ 6.0 GHz apply for IAB operates in licensed spectrum only. 
NOTE 2:	TT values are applicable for normal condition unless otherwise stated.
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