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------------------------------ Start of Change 1 ------------------------------
[bookmark: _Toc535476605]A.6.6.x.x	SA event triggered reporting tests for FR1 with 3MHz Channel Bandwidth configured without SSB time index detection when DRX is used
[bookmark: _Toc535476606]A.6.6.x.x.1	Test Purpose and Environment
The purpose of this test is to verify that the UE supporting [FG-x capability] makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.



Supported test configurations are specified in Table A.6.6.x.x.1-1. General test parameters as specified in Table A.6.6.2.2.1-2 with config 1 apply to this test. Cell specific test parameters as specified in Table A.6.6.2.2.1-3 with config 1 apply except those specified in Table A.6.6.x.x.1-2. DRX-Configuration and TimeAlignmentTimer -Configuration specified in Table A.6.6.2.2.1-4 and Table A.6.6.2.2.1-5, respectively, apply to this test case. 
The test environment specified in A.6.6.2.2.1 applies to this test.
Table A.6.6.x.x.1-1: SA event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	NR 15 kHz SSB SCS, 3 MHz bandwidth, FDD duplex mode

	Note 1:	target NR cell has the same SCS, BW and duplex mode as NR serving cell




	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	


	
	
	
	
	

	
	
	
	
	
	












Table A.6.6.x.x.1-2: Cell specific test parameters for SA inter-frequency event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	
	
	
	
	

	Duplex mode
	
	Config 1
	FDD

	BWchannel
	MHz
	Config 1
	3: NRB,c = 15

	BWP BW
	MHz
	Config 1
	3: NRB,c = 15

	
	
	
	
	[bookmark: OLE_LINK1]
	

	
	
	
	
	
	

	
	
	
	
	[bookmark: OLE_LINK4]
	

	
	
	
	
	
	

	
	
	
	[bookmark: OLE_LINK3]
	

	
	
	
	
	

	PDSCH Reference measurement channel
	
	Config 1
	[bookmark: OLE_LINK2][bookmark: OLE_LINK5]SR.1.x FDD
	NA

	RMSI CORESET Reference Channel
	
	Config 1
	CR.1.x FDD
	NA

	Dedicated CORESET Reference Channel
	
	Config 1
	CCR.1.x FDD
	NA

	SSB parameters
	
	Config 1
	SSB.x FR1
	SSB.y FR1

	
	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	IoNote3
	dBm/3MHz
	Config 1
	[bookmark: OLE_LINK6]-69.9
	-69.9
	-75.4

	-67.6


	
	
	
	
	

	







	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	




	
	
	

	
	
	



[bookmark: _Toc535476607]A.6.6.x.x.2	Test Requirements
Test requirements specified in Clause A.6.5.1.1.2 apply to this test.





----------------------------- End of Change 1 -----------------------------
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