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	Reason for change:
	The description of characteristic is not applicable for UE with 4Rx antenna.


	
	

	Summary of change:
	· clarify how the reuiqrment should be verified for UE with 4Rx antenna .


	
	

	Consequences if not approved:
	The diversity characteristic description remain unclear.
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[bookmark: _Toc21344427][bookmark: _Toc29801914][bookmark: _Toc29802338][bookmark: _Toc29802963][bookmark: _Toc36107705][bookmark: _Toc37251479][bookmark: _Toc45888386][bookmark: _Toc45888985][bookmark: _Toc61367703][bookmark: _Toc61373086][bookmark: _Toc68231036][bookmark: _Toc69084449][bookmark: _Toc75467460][bookmark: _Toc76509482][bookmark: _Toc76718472][bookmark: _Toc83580819][bookmark: _Toc84405328][bookmark: _Toc84413937]7.2	Diversity characteristics
[bookmark: _Hlk75461937]The UE is required to be equipped with a minimum of two Rx antenna ports in all operating bands except for the bands n7, n38, n41, n48, n77, n78, n79, n104 where the UE is required to be equipped with a minimum of four Rx antenna ports. This requirement applies when the band is used as a standalone band or as part of a band combination.
Unless otherwise stated, the following applicability rules apply,
· For the single carrier REFSENS requirements in Clause 7, the UE shall be verified with two Rx antenna ports in all supported frequency bands, additional requirements for four Rx ports shall be verified in operating bands where the UE is equipped with four Rx antenna ports, and additional requirements for four and eight Rx ports shall be verified in operating bands where the UE is equipped with eight Rx antenna ports.
· For Rx requirements other than single carrier REFSENS in Clause 7, the UE shall be verified with four Rx antenna ports and skip two Rx antenna ports requirements in operating bands where the UE is equipped with four Rx antenna ports unless it does not mandate and does not support four Rx antenna ports for these bands in a band combination, in which case, it shall be verified with two Rx antenna ports requirements;, the UE shall be verified with eight Rx antenna ports and skip both two and four Rx antenna ports requirements in operating bands where the UE is equipped with eight Rx antenna ports unless the UE doesis not supporting eight Rx ports for band(s) in a band combination in which case those band(s) shall be verified with four Rx antenna ports in that band combination, otherwise, the UE shall be verified with two Rx antenna ports requirements.
· The above rules apply for all clauses with the exception ofexcept for clause 7.9.
A Redcap UE is required to be equipped with a minimum of single Rx antenna port and maximum of two Rx antenna ports. Clause 7 requirements for four Rx antenna ports do not apply to a RedCap UE.

