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	Reason for change:
	Note in Table 8.2.1.1.2-1 leads to the misunderstanding that the requirements in TS 38.101-4 apply to testing under NTN access mode.

	
	

	Summary of change:
	Note in Table 8.2.1.1.2-1 was revised to carify that UE that supports NTN access (nonTerrestrialNetwork-r17) shall also support TN access. The requirements in TS 38.101-4 only apply to testing under TN access mode.
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<< Unchanged sections omitted >>
[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322][bookmark: _Toc106543172][bookmark: _Toc106737267][bookmark: _Toc107233034][bookmark: _Toc107234624][bookmark: _Toc107419593][bookmark: _Toc107476886][bookmark: _Toc114565699][bookmark: _Toc115267787][bookmark: _Toc123057984][bookmark: _Toc124255279][bookmark: _Toc124255470][bookmark: _Toc124255607][bookmark: _Toc131688445][bookmark: _Toc137373087][bookmark: _Toc138885030][bookmark: _Toc145689847][bookmark: _Toc155376566][bookmark: _Toc161671999][bookmark: _Toc169881901][bookmark: _Toc176771455]8.2.1.1.2	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 8.2.1.1.2-1 shall apply for UEs which support optional UE features only.
Table 8.2.1.1.2-1: Requirements applicability for optional UE features
	UE feature/capability [11]
	Test type
	Test list
	Applicability notes

	NR NTN access (nonTerrestrialNetwork-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	

	NR NTN scenario support (ntn-ScenarioSupport-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	The requirements apply only when ntn-ScenarioSupport-r17 is “ngso” or is not configured.

	Increasing the number of HARQ processes (max-HARQ-ProcessNumber-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-3)
	

	Disabled HARQ feedback for downlink transmission (harq-FeedbackDisabled-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-4)
	

	Note:	UE that supports NR NTN access (nonTerrestrialNetwork-r17) shall also support TN access. For the UE supporting NR NTN access (nonTerrestrialNetwork-r17), the requirements in TS38.101-4 also applies apply to UE according to applicability rules in TS38.101-4 Clause 5.1, 6.1, 7.1 and 8.1.
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