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<Start of modified section>
–	ChannelAccessConfig
[bookmark: _CRTable4_6_324A]Table 4.6.3-24AA: ChannelAccessConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ChannelAccessConfig-r16 ::= SEQUENCE {
	
	
	

	  energyDetectionConfig-r16 CHOICE {
	
	
	

	    maxEnergyDetectionThreshold-r16
	-85
	
	

	  }
	
	
	

	  ul-toDL-COT-SharingED-Threshold-r16         
	-85
	
	NOT pc_ul_Semi_StaticChAccess_r16

	  absenceOfAnyOtherTechnology-r16
	true
	
	

	}
	
	
	


<End of modified section>
<Start of modified section>
–	SemiStaticChannelAccessConfig
[bookmark: _CRTable4_6_3165A]Table 4.6.3-165A: SemiStaticChannelAccessConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SemiStaticChannelAccessConfig-r16 ::= SEQUENCE {
	
	
	

	  period-r16FFS
	ms5
	
	

	}
	
	
	


<End of modified section>
<Start of modified section>
–	ServingCellConfig
[bookmark: _CRTable4_6_3167]Table 4.6.3-167: ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	
	BWP-DownlinkDedicated with condition SCell_add
	
	SCell_add

	
	BWP-DownlinkDedicated with condition MBS_Multicast
	
	MBS_Multicast

	
	Not present
	
	MEAS, RESUME

	  downlinkBWP-ToReleaseList
	Not present
	
	

	  downlinkBWP-ToAddModList
	Not present
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	1 entry
	
	DLBWP_add

	    BWP-Downlink[1]
	BWP-Downlink
	
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS

	  bwp-InactivityTimer
	Not present
	
	

	  defaultDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS, RESUME

	  uplinkConfig
	Not present
	
	MEAS, No_UL

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition SUL_NUL
	
	PUSCH_PUCCH_ON_SUL

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	1 entry
	
	ULBWP_add

	    BWP-Uplink[1]
	BWP-Uplink
	
	

	  }
	
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig
	Not present
	
	RESUME

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	  }
	
	
	

	  supplementaryUplink
	Not present
	
	

	  supplementaryUplink SEQUENCE {
	
	
	PUSCH_PUCCH_ON_SUL

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDCCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  pdsch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDSCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdsch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  csi-MeasConfig
	Not present
	
	

	  sCellDeactivationTimer
	Not present
	
	

	  crossCarrierSchedulingConfig
	Not present
	
	

	  tag-Id
	0
	
	

	  dummy1
	Not present
	
	

	  pathlossReferenceLinking
	Not present
	
	

	  servingCellMO
	Not present
	
	

	
	MeasObjectId
	
	MEAS

	  channelAccessConfig-r16
	Not present
	
	

	  channelAccessConfig-r16 CHOICE {
	
	
	SharedSpectrum

	    setup
	ChannelAccessConfig
	
	

	  }
	
	
	

	  nr-dl-PRS-PDC-Info-r17
	Not present
	
	

	  semiStaticChannelAccessConfigUE-r17
	Not present
	
	

	  mimoParam-r17
	Not present
	
	

	  channelAccessMode2-r17
	Not present
	
	

	  timeDomainHARQ-BundlingType1-r17
	Not present
	
	

	  nrofHARQ-BundlingGroups-r17
	Not present
	
	

	  fdmed-ReceptionMulticast-r17
	Not present
	
	

	  moreThanOneNackOnlyMode-r17
	Not present
	
	

	  tci-ActivatedConfig-r17
	Not present
	
	

	  tci-ActivatedConfig-r17 SEQUENCE {
	
	
	SCG_Activate

	    pdcch-TCI-r17 SEQUENCE (SIZE(1..5)) OF TCI-StateId {
	1 entry
	
	

	      TCI-StateId[1]
	TCI-StateId
	entry 1
	

	    }
	
	
	

	    pdsch-TCI-r17
	1
	[bookmark: _Hlk146705511]BIT STRING (SIZE (1..maxNrofTCI-States))
	

	  }
	
	
	

	  directionalCollisionHandling-DC-r17
	Not present
	
	

	  lte-NeighCellsCRS-AssistInfoList-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	PUSCH_PUCCH_ON_SUL
	For the purpose of SUL test under condition that supplementary uplink is configured with both PUSCH and PUCCH on SUL carrier.

	MEAS
	A NR or EN-DC measurement is configured.

	No_UL
	No uplink CA

	RESUME
	Used in RRCResume Message

	SCell_add
	Add SCell

	MBS_Multicast
	Used for MBS Multicast reception

	DLBWP_add
	A dedicated DL BWP is configured

	ULBWP_add
	A dedicated UL BWP is configured

	SCG_Activate
	When SCG is being activated

	SharedSpectrum
	Operation with shared spectrum channel access



[bookmark: _Toc21353950][bookmark: _Toc27749569]–	ServingCellConfigCommon
[bookmark: _CRTable4_6_3168]Table 4.6.3-168: ServingCellConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  downlinkConfigCommon
	DownlinkConfigCommon
	
	

	
	DownlinkConfigCommon with condition SCell_add
	
	SCell_add

	  uplinkConfigCommon
	UplinkConfigCommon
	
	

	
	Not present
	
	No_UL

	  supplementaryUplinkConfig
	Not present
	
	

	[bookmark: _Hlk513056586]  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    shortBitmap
	0100
	
	FR1 AND SSB#1 AND
(1.88GHz<FREQ<=3GHz
AND (FDD OR (TDD AND SCS15)) OR
FREQ<=1.88GHZ)

	
	1000
	
	FR1 AND SSB#0 AND
(1.88GHz<FREQ<=3GHz
AND (FDD   OR (TDD AND SCS15)) OR
FREQ<=1.88GHz)

	    mediumBitmap
	01000000
	
	FR1 AND SSB#1 AND
(1.88GHz<FREQ<=3GHz
AND (TDD AND SCS30) OR FREQ>3GHz)

	
	10000000
	
	FR1 AND SSB#0 AND
(1.88GHz<FREQ<=3GHz
AND (TDD AND SCS30) OR FREQ>3GHz)

	    longBitmap
	0100000000000000000000000000000000000000000000000000000000000000
	
	FR2 AND SSB#1

	
	1000000000000000000000000000000000000000000000000000000000000000
	
	FR2 AND SSB#0

	  }
	
	
	

	  ssb-periodicityServingCell
	ms20
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  lte-CRS-ToMatchAround
	Not present
	
	

	  rateMatchPatternToAddModList
	Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1. Value SS block SCS.
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	TDD

	
	Not present
	
	FDD

	  ss-PBCH-BlockPower
	0
	
	

	  channelAccessMode-r16
	Not present
	
	

	  channelAccessMode-r16 CHOICE {
	
	
	SharedSpectrum

	    semiStatic
	SemiStaticChannelAccessConfig-r16
	
	pc_ul_Semi_StaticChAccess_r16

	    dynamic
	NULL
	
	NOT pc_ul_Semi_StaticChAccess_r16

	  }
	
	
	

	  discoveryBurstWindowLength-r16
	Not present
	
	

	  ssb-PositionQCL-r16
	Not present
	
	

	
	SSB-PositionQCL-Relation-r16
	
	SharedSpectrum

	  highSpeedConfig-r16
	Not present
	
	

	
	HighSpeedConfig-r16
	
	R16 HST OR R17 HST FR1

	  highSpeedConfig-v1700
	Not present
	
	

	
	HighSpeedConfig-v1700
	
	R17 HST FR1

	  channelAccessMode2-r17
	Not present
	
	

	  discoveryBurstWindowLength-r17
	Not present
	
	

	  ssb-PositionQCL-r17
	Not present
	
	

	  highSpeedConfigFR2-r17
	Not present
	
	

	  uplinkConfigCommon-v1700
	Not present
	
	

	  ntn-Config-r17
	Not present
	
	

	
	NTN-Config
	
	GSO, NGSO

	}
	
	
	



	Condition
	Explanation

	FREQ<=1.88GHz
	Frequency range <= 1.88GHz

	1.88GHz<FREQ<=3GHz
	Frequency range > 1.88GHz and <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	No_UL
	No uplink CA

	SSB#N
	Cell configured with SSB-Index set to N as defined in Table 4.4.2-2

	SharedSpectrum
	Operation with shared spectrum channel access in FR1

	R16 HST
	For R16 HST test

	R17 HST FR1
	For R17 HST FR1 test

	GSO
	Geosynchronous Orbit scenario

	NGSO
	Non-geosynchronous Orbit scenario

	SCell_add
	Add SCell


[bookmark: _Toc21353951][bookmark: _Toc27749570]–	ServingCellConfigCommonSIB
[bookmark: _CRTable4_6_3169]Table 4.6.3-169: ServingCellConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommonSIB ::= SEQUENCE {
	
	
	

	  downlinkConfigCommon
	DownlinkConfigCommonSIB
	
	

	
	DownlinkConfigCommonSIB with condition PEI
	
	PEI

	  uplinkConfigCommon
	UplinkConfigCommonSIB
	
	

	  supplementaryUplink
	Not present
	
	

	
	UplinkConfigCommonSIB with condition SUL_SUL
	
	SUL

	  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst SEQUENCE {
	
	
	

	    inOneGroup
	’0100 0000’B
	When carrier frequency is smaller than or equal to 3 GHz, only the 4 leftmost bits are valid
	SSB#1

	
	’1000 0000’B
	
	SSB#0

	    groupPresence
	Not present
	
	FR1

	
	’1000 0000’B
	
	FR2

	  }
	
	
	

	  ssb-PeriodicityServingCell
	ms20
	
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	TDD

	  
	Not present
	
	FDD

	  ss-PBCH-BlockPower
	0
	
	

	  channelAccessMode-r16
	Not present
	
	

	  channelAccessMode-r16 CHOICE {
	
	
	SharedSpectrum

	    semiStatic
	SemiStaticChannelAccessConfig-r16
	
	pc_ul_Semi_StaticChAccess_r16

	    dynamic
	NULL
	
	NOT pc_ul_Semi_StaticChAccess_r16

	  }
	
	
	

	  discoveryBurstWindowLength-r16
	Not present
	
	

	  highSpeedConfig-r16
	Not present
	
	

	
	HighSpeedConfig-r16
	
	R16 HST OR R17 HST

	  channelAccessMode2-r17
	Not present
	
	

	  discoveryBurstWindowLength-v1700
	Not present
	
	

	  highSpeedConfigFR2-r17
	Not present
	
	

	
	HighSpeedConfigFR2-r17
	
	R17 HST AND FR2

	  uplinkConfigCommon-v1700
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SUL
	Supplementary uplink

	SSB#N
	Cell configured with SSB-Index set to N as defined in Table 4.4.2-2

	SharedSpectrum
	Operation with shared spectrum channel access

	R16 HST
	For R16 HST test

	R17 HST
	For R17 HST test

	PEI
	Paging Early Indication is configured in the cell.


<End of modified section>

