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[bookmark: _Toc163814693]<<< START OF CHANGES >>>
[bookmark: _Toc163814685]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The subtest selection criteria given in Table 4.0-4 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2, Table 4.0-3 and Table 4.0-4 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 AND NOT A.4.3.2-1/84 THEN R ELSE N/A

	C001b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 THEN R ELSE N/A

	C001c	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.1-2/2e OR A.4.3.1-2/12) THEN R ELSE N/A

	C001d	Void

	[bookmark: _Hlk106743770]C001e	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2A.1-1/1 THEN R ELSE N/A

	C001f	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 AND (A.4.3.11-1/1 OR A.4.3.11-1/3) THEN R ELSE N/A

	C001g	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.1-7/5 OR ((A.4.3.1-7/2 OR A.4.3.1-7/3) AND A.4.3.2-1/84)) THEN R ELSE N/A

	C001h	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND NOT A.4.3.2-1/84 THEN R ELSE N/A

	C001i	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2A.1-1/2 THEN R ELSE N/A

	C001j	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2A.1-1/3 THEN R ELSE N/A

	C001k	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2A.1-1/4 THEN R ELSE N/A

	C001l	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND NOT A.4.3.2-1/84 AND NOT A.4.3.12-1/2 THEN R ELSE N/A

	C001m	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 AND A.4.4-1/16 THEN R ELSE N/A

	C001n	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.7-1/65 THEN R ELSE N/A

	C001o	IF A.4.1-1/1 AND A.4.1-2/9 AND A.4.1-3/1 AND A.4.4-1/17 THEN R ELSE N/A

	C001p	IF A.4.1-1/1 AND A.4.1-2/9 AND A.4.1-3/1 AND A.4.4-1/17 AND A.4.3.2-1/91 THEN R ELSE N/A

	C001q	IF A.4.1-1/1 AND A.4.1-2/9 AND A.4.1-3/1 AND A.4.4-1/17 AND A.4.3.2-1/92 THEN R ELSE N/A

	C002	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C003	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/14 THEN R ELSE N/A


<<< Skip unchanged rows in the table >>>
	C108	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.8-1/17 THEN R ELSE N/A

	C109	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.8-1/15 AND A.4.3.8-1/18 THEN R ELSE N/A

	C110	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.8-1/17 AND A.4.3.8-1/18 THEN R ELSE N/A

	C111	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/31 AND A.4.3.2-1/57 THEN R ELSE N/A

	C111a	IF A.4.1-1/1 AND A.4.1-2/9 AND A.4.1-3/1 AND A.4.4-1/17 AND A.4.3.2-1/31 AND A.4.3.2-1/57 THEN R ELSE N/A

	C112	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/31 AND A.4.3.2-1/57 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C113	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/53 AND A.4.3.2-1/56 AND NOT A.4.3.1-7a/2 THEN R ELSE N/A

	C113a	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/53 AND A.4.3.2-1/56 AND NOT A.4.3.1-7a/3 THEN R ELSE N/A

	C113b	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/53 AND A.4.3.2-1/56 AND (NOT A.4.3.9-1/2 AND A.4.3.1-7a/2) THEN R ELSE N/A

	C113c	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/53 AND A.4.3.2-1/56 AND A.4.3.1-7a/3 THEN R ELSE N/A

	C114	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/54 AND A.4.3.2-1/56 AND NOT A.4.3.1-7a/2 THEN R ELSE N/A


<<< Skip unchanged rows in the table >>>


<<< Skip unchanged sections >>>

4.3.1	FR1 standalone conformance test cases for Satellite Access
Table 4.3.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-5 [TBD]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	NOTE 1

	6.2.2
	Maximum Power Reduction (MPR)
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.2.3
	UE additional maximum output power reduction
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.2.4
	Configured transmitted power
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.3.1
	Minimum output power
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.3.3
	Tx ON/OFF Time Mask
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	NOTE 1

	6.4.1_1
	Frequency error with GSO ephemeris
	Rel-17
	C001p
	UEs supporting 5GS FDD FR1 satellite access and only GSO or both GSO and NGSO
	D027
	PC3
	

	6.4.1_2
	Frequency error with NGSO ephemeris
	Rel-17
	C001q
	UEs supporting 5GS FDD FR1 satellite access and only NGSO or both GSO and NGSO
	D027
	PC3
	

	6.4.2.1
	Error Vector Magnitude
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.4.2.1a
	Error Vector Magnitude including symbols with transient period
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.4.2.2
	Carrier Leakage
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.4.2.3
	In-band emissions
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.4.2.4
	EVM equalizer spectrum flatness
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	6.4.2.5
	EVM equalizer spectrum flatness for Pi/2 BPSK
	Rel-17
	C111a
	UEs supporting 5GS FDD FR1 satellite access and pi/2-BPSK modulation scheme and low PAPR DMRS  
	D027
	PC3
	

	6.5.1
	Occupied bandwidth
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	6.5.2.2
	Spectrum Emissions Mask
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	NOTE 1

	6.5.2.4
	Adjacent Channel Leakage Ratio
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	NOTE 1

	6.5.3.1
	General Spurious
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	6.5.3.2
	Spurious emissions for UE co-existence
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	6.5.3.3
	Additional Spurious emissions
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	NOTE 1

	6.5.4
	Transmit intermodulation
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	7
	Receiver Characteristics
	
	C001o
	
	
	
	

	7.3.2
	Reference sensitivity power level
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	7.4
	Maximum input level
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access  
	D027
	PC3
	

	7.5
	Adjacent channel selectivity
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	7.7
	Spurious response
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	7.8.2
	Wide band Intermodulation
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	7.9
	Spurious emission
	Rel-17
	C001o
	UEs supporting 5GS FDD FR1 satellite access
	D027
	PC3
	

	Note 1:	Some aspect of the test case is incomplete. 







<<< END OF CHANGES >>>



