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Table A.4.1-1: UE Radio Technologies
	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,
38.101-2
	Rel-15
	pc_nrTDD
	

	3
	NR sidelink
	38.101-1
	Rel-16
	pc_nrSL
	



Table A.4.1-2: UE general functionality
	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multiple NR FDD bands
	38.101-1, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Multiple NR TDD bands
	38.101-1, 5.2,
38.101-2, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	

	3
	NR SUL
	38.101-1
	Rel-15
	pc_nrSUL
	

	4
	NR SDL
	38.101-1
	Rel-15
	pc_nrSDL
	

	5
	Multiple NR SUL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSUL_MultiBand
	

	6
	Multiple NR SDL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSDL_MultiBand
	

	7
	Frequency range FR1
	38.101-1, 5.1
	Rel-15
	pc_nrFR1
	

	8
	Frequency range FR2
	38.101-2, 5.1
	Rel-15
	pc_nrFR2
	

	9
	NR NTN Frequency range FR1-NTN
	38.101-5, 5.1
	Rel-17
	pc_nrNTN_FR1_NTN
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[bookmark: _Toc27410900][bookmark: _Toc36039412][bookmark: _Toc43838772][bookmark: _Toc51772927][bookmark: _Toc58245133][bookmark: _Toc68089582][bookmark: _Toc69067703][bookmark: _Toc75383241][bookmark: _Toc83706889][bookmark: _Toc90491594][bookmark: _Toc100147688][bookmark: _Toc106740960][bookmark: _Toc114916316][bookmark: _Toc155037841]A.4.3.1	RF Baseline Implementation Capabilities
NOTE:	The values indicated in column "Release" for bands are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 38.307 [19].
NOTE:	See Annex B for status of completed NR bands and power classes in this version of 3GPP UE conformance test specifications.
<<Unchanged texts are omitted>>
Table A.4.3.1-11: NR FR1-NTN RF Baseline Implementation Capabilities (NTN satellite bands in FR1-NTN)
	Item
	NR FR1-NTN RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FR1-NTN Frequency band: 1980–2010 MHz (Transmission), 2170–2200 MHz (Reception)
	38.101-5, 5.2.2
	Rel-17
	pc_nrBand256_NRNTNFR1_NTN
	NR FR1-NTN Band n256

	2
	NR FR1-NTN Frequency band: 1626.5–1660.5 MHz (Transmission), 1525–1559 MHz (Reception)
	38.101-5, 5.2.2
	Rel-17
	pc_nrBand255_NRNTNFR1_NTN
	NR FR1-NTN Band n255
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