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<Start of Changed Section>
[bookmark: _Toc21353752][bookmark: _Toc27749370]–	RRCSetupComplete
[bookmark: _CRTable4_6_122][bookmark: _Hlk166082508][bookmark: _Hlk166082590]Table 4.6.1-22: RRCSetupComplete
	[bookmark: _Hlk166082541]Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	Not checked
	
	

	
	1
	
	L2RelayUE

	      registeredAMF
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	      guami-Type
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	      s-nssai-List
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	      dedicatedNAS-Message
	DedicatedNAS-Message
	
	

	
	Not present
	
	L2RelayUE

	      ng-5G-S-TMSI-Value
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	      lateNonCriticalExtension
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	      nonCriticalExtension
	Not checked
	
	

	
	Not present
	
	L2RelayUE

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	L2RelayUE
	For L2 U2N Relay UE test cases.



<End of Changed Section>
