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<Start of Changed Section>
–	RemoteUEInformationSidelink
Table 4.6.1A-2A: RemoteUEInformationSidelink
	Derivation Path: TS 38.331 [6], clause 6.6.2

	Information Element
	Value/remark
	Comment
	Condition

	RemoteUEInformationSidelink-r17 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    remoteUEInformationSidelink-r17 SEQUENCE {
	
	
	

	      sl-RequestedSIB-List-r17 
	Not present
	
	

	      sl-RequestedSIB-List-r17 CHOICE {
	
	
	RequestedSIB_Setup,
RequestedSIB_Release

	        setup
	Set according to parameter given in test case
	
	RequestedSIB_Setup

	        release
	NULL
	
	RequestedSIB_Release

	      }
	
	
	

	      sl-PagingInfo-RemoteUE-r17
	Not present
	
	

	      sl-PagingInfo-RemoteUE-r17 CHOICE {
	
	
	Paging_Setup, Paging_Release

	        setup SEQUENCE {
	
	
	Paging_Setup

	          sl-PagingIdentityRemoteUE-r17::=  SEQUENCE {
	
	
	

	            ng-5G-S-TMSI-r17
	NG-5G-S-TMSI
	
	

	            fullI-RNTI-r17
	I-RNTI-Value
	
	NR_RRC_RESUME

	          }
	
	
	

	          sl-PagingCycleRemoteUE-r17
	Not present
	
	

	        }
	
	
	

	        release
	NULL
	
	Paging_Release

	      }
	
	
	

	      lateNonCriticalExtension
	Not presentNot checked
	
	

	      nonCriticalExtension
	Not presentNot checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	RequestedSIB_Setup
	To request SIB(s)

	RequestedSIB_Release
	To release SIB(s) request 

	Paging_Setup
	To provide paging related information

	Paging_Release
	To release paging related information

	NR_RRC_RESUME
	To page a UE in RRC_INACTIVE state to request RRC connection resumption



<End of Changed Section>
