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	Title:	
	Addition of PICS for ING_5GS test cases

	
	

	Source to WG:
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	Source to TSG:
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	Work item code:
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	Category:
	F
	
	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	Two test cases 9.3.1.5 and 9.3.1.6 from ING_5GS-UEConTest WP expects UE to not disable E-UTRA capability up on attach attempt or tracking area update attempt counter is set to 5.

As per TS 24.301, clauses 5.5.1.2.6, 5.5.1.3.6, 5.5.3.2.6, when attach attempt or tracking area update attempt counter is equal to 5, it is up to UE whether to disable or maintain E-UTRA capability.

Hence these two test cases 9.3.1.5 and 9.3.1.6 would only be applicable to UEs disabling E-UTRA capability up on reaching maximum attach or TAU attempts.

TS 24.301:
If No E-UTRA Disabling In 5GS is enabled at the UE (see 3GPP TS 24.368 [50] or 3GPP TS 31.102 [17]) and the UE selects NG-RAN radio access technology, it shall not disable the E-UTRA capability; otherwise, the UE may disable the E-UTRA capability as specified in clause 4.5;

	
	

	Summary of change:
	1. Added PICS parameter " pc_disable_EUTRA_attempt_counter_max" in Table A.4.3.7-1.
2. Added comment for newly added PICS parameter.

	
	

	Consequences if not approved:
	ING_5GS-UEConTest work plan will remain incomplete.
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	Other comments:
	TTCN impact
Secretary to resolve XX in Table A.4.3.7-1.
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Table A.4.3.7-1: UE General Capabilities
	Item
	UE General Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitSRB_WithOneUL_Path
	No
	
	

	2
	Support UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitDRB_withUL_Both_MCG_SCG
	Yes
	
	

	…
	
	
	
	
	
	
	

	63
	Support of steering of roaming connected mode control information 
	24.501
9.11.3.51
	Rel-17
	pc_SORCMCI
	No
	
	

	64
	Support of extended rejected NSSAI
	24.501, 5.5.1.2.4
	Rel-17
	pc_ER_NSSAI
	Yes
	
	A UE supporting extended rejected NSSAI

	65
	Support of ATG
	38.306, 4.2.2
	Rel-18
	pc_airToGroundNetwork_r18
	No
	
	UE supports ATG

	XX
	Support of UE disabling E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5
	24.301, 5.5.1.2.6, 5.5.1.3.6,5.5.3.2.6
	Rel-17
	pc_disable_EUTRA_attempt_counter_max
	No
	
	This PICS shall be true for UE that always disable E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5.
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