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-------- Start of changes --------
[bookmark: _Toc75885843][bookmark: _Toc75979594]4.3.1.1.88	FDD reference test frequencies for operating band 88
Table 4.3.1.1.88-1: Test frequencies for E-UTRA channel bandwidth for operating band 88
	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	134239
	412.7
	70603
	422.7

	
	3[1]
	134247
	413.5
	70611
	423.5

	
	5[1]
	134257
	414.5
	70621
	424.5

	Mid Range
	1.4/3[1]/ 5[1]
	134257
	414.5
	70621
	424.5

	High Range
	1.4
	134275
	416.3
	70639
	426.3

	
	3[1]
	134267
	415.5
	70631
	425.5

	
	5[1]
	134257
	414.5
	70621
	424.5

	NOTE 1:	Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.



[bookmark: _Hlk130495427]4.3.1.1.89 to 4.3.1.1.105254	FFS
Note:	Sub-clauses 4.3.1.1.89 to 4.3.1.1.105254 are marked as FFS as bands 89 to 105254 are not yet defined in TS 36.101 [27] or TS 36.102 [74].
4.3.1.1.106	FDD reference test frequencies for operating band 106
Table 4.3.1.1.106-1: Test frequencies for E-UTRA channel bandwidth for operating band 106
	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	134299
	896.7
	70663
	935.7

	Mid Range
	1.4
	134317
	898.5
	70681
	937.5

	
	3
	134322
	899.0
	70686
	938.0

	High Range
	1.4
	134335
	900.3
	70699
	939.3



4.3.1.1.107 to 4.3.1.1.254	FFS
Note:	Sub-clauses 4.3.1.1.107 to 4.3.1.1.254 are marked as FFS as bands 107 to 254 are not yet defined in TS 36.101 [27] or TS 36.102 [74].

4.3.1.1.255	FDD reference test frequencies for operating band 255
Table 4.3.1.1.255-1: Test frequencies for E-UTRA channel bandwidth for operating band 255
	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	261511
	1627.2
	228743
	1525.7

	Mid Range
	1.4
	261674
	1643.5
	228906
	1542

	High Range
	1.4
	261837
	1659.8
	229069
	1558.3



-------- End of changes --------

