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	Clauses affected
	Other Aff Specs

	36.521-3
	3037
	-
	Rel-18
	Editorial corrections for IoT NTN RRM TCs
	F
	18.4.0
	RAN5#103
	R5-243053
	CMCC, MediaTek
	TEI18_Test
	13.3.1.1, 13.3.1.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5314
	-
	Rel-18
	Correction of SENSE eMTC TC 6.1.1.12-PLMN selection
	F
	18.4.0
	RAN5#103
	R5-242821
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 6.1.1.12
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5315
	-
	Rel-18
	Correction of SENSE eMTC TC 6.1.1.13-PLMN selection Exception
	F
	18.4.0
	RAN5#103
	R5-242822
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 6.1.1.13
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5316
	-
	Rel-18
	Correction of SENSE eMTC TC 6.1.1.14-Periodic SENSE
	F
	18.4.0
	RAN5#103
	R5-242823
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 6.1.1.14
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5317
	-
	Rel-18
	Correction of SENSE NB-IoT TC 22.2.14-PLMN selection
	F
	18.4.0
	RAN5#103
	R5-242824
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 22.2.14
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5318
	-
	Rel-18
	Correction of SENSE NB-IoT TC 22.2.15-PLMN selection Exception
	F
	18.4.0
	RAN5#103
	R5-242825
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 22.2.15
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.523-1
	5319
	-
	Rel-18
	Correction of SENSE NB-IoT TC 22.2.16-Periodic SENSE
	F
	18.4.0
	RAN5#103
	R5-242826
	Huawei, HiSilicon,TDIA
	TEI18_Test
	 22.2.16
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.508-1
	3156
	-
	Rel-18
	Add IE LTM-TCI-Info
	F
	18.2.0
	RAN5#103
	R5-242650
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3157
	-
	Rel-18
	Add IE N3C-RelayUE-Info
	F
	18.2.0
	RAN5#103
	R5-242651
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3158
	-
	Rel-18
	Add IE NeedForInterruptionInfoNR
	F
	18.2.0
	RAN5#103
	R5-242652
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3159
	-
	Rel-18
	Add IE PDU-SessionID
	F
	18.2.0
	RAN5#103
	R5-242653
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3160
	-
	Rel-18
	Add IE PUCCH-CSI-Resource
	F
	18.2.0
	RAN5#103
	R5-242654
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3161
	-
	Rel-18
	Add IE QFI
	F
	18.2.0
	RAN5#103
	R5-242655
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3162
	-
	Rel-18
	Add IE RACH-ConfigTwoTA
	F
	18.2.0
	RAN5#103
	R5-242656
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3163
	-
	Rel-18
	Add IE ReferenceConfiguration
	F
	18.2.0
	RAN5#103
	R5-242657
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3164
	-
	Rel-18
	Add IE SelectedPSCellForCHO-WithSCG
	F
	18.2.0
	RAN5#103
	R5-242658
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3165
	-
	Rel-18
	Add IE SI-RequestConfigRepetition
	F
	18.2.0
	RAN5#103
	R5-242659
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3166
	-
	Rel-18
	Add IEs SRS-PosTx-Hopping and SRS-PosResourceSetLinkedForAggBW
	F
	18.2.0
	RAN5#103
	R5-242660
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3167
	-
	Rel-18
	Add IE TN-AreaId
	F
	18.2.0
	RAN5#103
	R5-242661
	Ericsson
	TEI18_Test
	
	

	38.508-1
	3173
	-
	Rel-18
	Add IEs SL-BWP-PRS-PoolConfig and SL-BWP-PRS-PoolConfigCommon
	F
	18.2.0
	RAN5#103
	R5-242764
	Ericsson
	TEI18_Test
	
	


