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1.1 [bookmark: _Toc162534030][bookmark: _Toc162960997][bookmark: _Toc163051749]Change to function f_TC_10_9_NR5GC_IMS2
	Function name
	f_TC_10_9_NR5GC_IMS2

	Reason for change
	Current implementation of f_IMS_CC_ReleaseConnection adds 2.0 seconds delay by default to handle any further SIP message sent by the UE. In this case, SIP 200OK in response to BYE message has been already received (No IMS emergency registration), this delay may block the corrrect reception and handling of PDU release message and fail the test case.

	Summary of change
	Removed 2.0 seconds delay to handle PDU release message reception after SIP 200OK response to BYE has been sent.

	TTCN module
	IMS_NR5GC_EmergencyCallTestcases

	MCC160 Comment
	



Before Change:
	<< SKIPPED CODE >>  
    // Emergency call setup: 34.229-5 Annex A.6
    f_IMS_EmergencyCallSetup_NR5GC_A_6_Step2ToEnd(v_IMS_DATA_REQ);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 20");
    
    //@siclog "Steps 21-22" siclog@
    //SS sends BYE.(Step 1 of annex A.8)
    //UE sends 200 OK.(Step 1 of annex A.8)
    v_ContactUrlUE := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);
    f_IMS_CallReleaseMT(v_ContactUrlUE);
    f_IMS_CC_ReleaseConnection(IPCAN_EmergencyCall_OptionalPDNRelease); //@sic R5s220609, R5-225362, R5s230677 sic@
    
    f_IMS_TestBody_Set(false);
    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // @sic R5s230677 sic@

<< SKIPPED CODE >>



After Change:
	<< SKIPPED CODE >>    

    // Emergency call setup: 34.229-5 Annex A.6
    f_IMS_EmergencyCallSetup_NR5GC_A_6_Step2ToEnd(v_IMS_DATA_REQ);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 20");
    
    //@siclog "Steps 21-22" siclog@
    //SS sends BYE.(Step 1 of annex A.8)
    //UE sends 200 OK.(Step 1 of annex A.8)
    v_ContactUrlUE := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);
    f_IMS_CallReleaseMT(v_ContactUrlUE);
    f_IMS_CC_ReleaseConnection(IPCAN_EmergencyCall_OptionalPDNRelease, -, 0.0); //@sic R5s220609, R5-225362, R5s230677 sic@
    
    f_IMS_TestBody_Set(false);
    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // @sic R5s230677 sic@
<< SKIPPED CODE >>



1.2 [bookmark: _Toc163051750]Change to function f_TC_10_10_NR5GC_IMS2
	Function name
	f_TC_10_10_NR5GC_IMS2

	Reason for change
	Current implementation of f_IMS_CC_ReleaseConnection adds 2.0 seconds delay by default to handle any further SIP message sent by the UE. In this case, SIP 200OK in response to BYE message has been already received (No IMS emergency registration), this delay may block the corrrect reception and handling of PDU release message and fail the test case.

	Summary of change
	Removed 2.0 seconds delay to handle PDU release message reception after SIP 200OK response to BYE has been sent.

	TTCN module
	IMS_NR5GC_EmergencyCallTestcases

	MCC160 Comment
	



Before Change:
	<< SKIPPED CODE >>  
    // Check for INVITE according to Table 10.10.3.3-2
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 13");
    
    //@siclog "Step 14 - 17" siclog@
    //SS sends 100 Trying.(Step 2 of annex A.6)
    //SS sends 180 Ringing
    //SS sends 200 OK.(Step 4 of annex A.6)
    //UE sends ACK.(Step 5 of annex A.6)
    f_IMS_EmergencyCallSetup_NR5GC_A_6_Step2ToEnd(v_IMS_DATA_REQ);
    
    //@siclog "Steps 18-19" siclog@
    // SS sends BYE.(Step 1 of annex A.8)
    //UE sends 200 OK.(Step 2 of annex A.8)
    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);
    f_IMS_CallReleaseMT(v_ContactUrl);
    f_IMS_CC_ReleaseConnection(IPCAN_EmergencyCall_OptionalPDNRelease); //@sic R5s220611, R5-225362, R5s230677 sic@
    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // @sic R5s230677 sic@
<< SKIPPED CODE >>



After Change:
	<< SKIPPED CODE >>    
    // Check for INVITE according to Table 10.10.3.3-2
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 13");
    
    //@siclog "Step 14 - 17" siclog@
    //SS sends 100 Trying.(Step 2 of annex A.6)
    //SS sends 180 Ringing
    //SS sends 200 OK.(Step 4 of annex A.6)
    //UE sends ACK.(Step 5 of annex A.6)
    f_IMS_EmergencyCallSetup_NR5GC_A_6_Step2ToEnd(v_IMS_DATA_REQ);
    
    //@siclog "Steps 18-19" siclog@
    // SS sends BYE.(Step 1 of annex A.8)
    //UE sends 200 OK.(Step 2 of annex A.8)
    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrlUE(dialog);
    f_IMS_CallReleaseMT(v_ContactUrl);
    f_IMS_CC_ReleaseConnection(IPCAN_EmergencyCall_OptionalPDNRelease, -, 0.0); //@sic R5s220611, R5-225362, R5s230677 sic@
    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // @sic R5s230677 sic@
<< SKIPPED CODE >>



