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	Reason for change:
	For converting TDD configuration to bit sequence indications of UL slots in PSBCH, the sidelink starting symbol index is Y. For operation with shared spectrum channel access, when sl-StartingSymbolFirst and sl-StartingSymbolSecond are provided, the sidelink starting symbol index, Y, provided by sl-StartingSymbolFirst has not been updated accordingly in the current specification.


	
	

	Summary of change:
	Clarify that sidelink starting symbol index, Y, is provided by sl-StartingSymbolFirst when sl-StartingSymbolFirst and sl-StartingSymbolSecond are provided.

	
	

	Consequences if not approved:
	The sidelink starting symbol index is not correct for operation with shared spectrum channel access.
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16.1	Synchronization procedures
<Unchanged parts are omitted>
For transmission of an S-SS/PSBCH block, a UE includes a bit sequence  in the PSBCH payload to indicate sl-TDD-Config and provide a slot format over a number of slots.
For paired spectrum, or if tdd-UL-DL-ConfigurationCommon and sl-TDD-Configuration are not provided for a spectrum indicated with only PC5 interface in Table 5.2E.1-1 in [TS 38.101-1], 
-	 are set to '1';
else
-	 if pattern1 is provided by sl-TDD-Configuration or tdd-UL-DL-ConfigurationCommon;  if both pattern1 and pattern2 are provided by sl-TDD-Configuration or tdd-UL-DL-ConfigurationCommon as described in clause 11.1
-	 are determined based on
-	 in pattern1 as described in Table 16.1-1 for  
-	 in pattern1 and  in pattern2 as described in Table 16.1-2 for 
where  and  are as described in clause 11.1
-	 are the 7th to 1st LSBs of , respectively
-	for , 
-	for , 
where
-	 is the number of symbols in a slot:  if cyclicPrefix = "ECP"; else, 
-	 is 1 if , else  is 0
-	 is 1 if , else  is 0 
-	 is the sidelink starting symbol index provided by sl-StartingSymbolFirst when sl-StartingSymbolFirst and sl-StartingSymbolSecond are provided for a SL-BWP, or provided by sl-StartSymbol otherwise
-	 is the granularity of slots indication as described in Table 16.1-2
-	, , , ,  are the parameters of tdd-UL-DL-ConfigurationCommon as described in clause 11.1, or the parameters of sl-TDD-Configuration as defined in [12, TS 38.331]
-	 corresponds to SL SCS as defined in [4, TS 38.211]
<Unchanged parts are omitted>


