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< Start of change request >
[bookmark: _Toc153443586]4.5.6.3	Multi-channel access procedures for SL transmissions
The procedures described in this clause are applied for PSCCH/PSSCH/S-SSB transmission(s) and may be applied for PSFCH transmission.
A UE can access multiple channels on which SL transmissions are performed, according to the procedures described in this clause.
If a UE intends to transmit SL transmissions on a set of channels , the following is applicable: 
-	if Type 1 channel access procedure is used for SL transmissions on the set of channels ,
-	the UE may transmit on channel  using Type 2A channel access procedure as described in clause 4.5.2.1,
-	if the channel frequencies of the set of channels  is a subset of the sets of channel frequencies defined in clause X.X in [2X], and 
-	if Type 2A channel access procedure is performed on channel immediately before the UE transmission on channel , , and
-	if the UE has accessed channel  using Type 1 channel access procedure as described in clause 4.5.1, 
-	where channel  is selected by the UE uniformly randomly from the set of channels  before performing Type 1 channel access procedure on any channel in the set of channels .
-	the UE may transmit on channel  using Type 1 channel access procedure as described in clause 4.5.1
-	the UE may not transmit on channel  within the bandwidth of a carrier, if the UE fails to access any of the channels, of the carrier bandwidth, on which the UE is scheduled or configured with or selects SL resources.
-	the UE may not transmit on a channel within the bandwidth of a carrier if the UE is configured without intra-cell guard band(s) on an SL bandwidth part as described in clause 7 of [8], and the UE fails to access any of the channels of the SL bandwidth part.
A  value is maintained independently for each channel  using the procedure described in clause 4.5.4. For determining  for channel , any PSSCH transmission that fully or partially overlaps with any channel  is used in the procedures described in clause 4.5.4.
After a UE successfully performs a multi-channel access procedure for a set of channels , a channel occupancy is initiated for the set of channels and the UE can use the initiated channel occupancy for own subsequent transmissions (including any of S-SSB, PSFCH or PSCCH/PSSCH).
The UE shall not transmit a transmission on a channel , for a period exceeding  as given in Table 4.5-1, where the value of  is determined using the channel access parameters used for channel , for accessing the channel.
< End of change request >

