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	Reason for change:
	In RAN2#125bis meeting, Option 2 was agreed to allow a UE to trigger multiple CSI reports on different CCs simultaneously without causing ambiguity, as the CC for receiving the CSI report is the one where the CSI request is transmitted.

Option 2: CSI reporting can be only sent on the carrier where CSI reporting REQ is received.

However, in current 38.214, the statement “The CSI-triggering UE is not allowed to trigger another aperiodic CSI report for the same UE before the last slot of the expected reception or completion of the ongoing aperiodic CSI report associated with the SCI format 2-A, 2-C or 2-D with the 'CSI request' field set to 1” restricts that CSI triggering/reporting procedure is per UE. In other words, if UE triggers a CSI report on CC1, it cannot trigger another CSI report on any CC until it receives the CSI report on CC1 or until the corresponding CSI report latency timer sl-LatencyBoundCSI-Report expires.

	
	

	Summary of change:
	If a UE triggered an aperiodic CSI report on a CC, the UE is not allowed to trigger another aperiodic CSI report for the same UE on the same CC before the last slot of the expected reception or the ongoing aperiodic CSI report bound.

	
	

	Consequences if not approved:
	UE with SL CA cannot trigger multiple CSI reports on different CCs simultaneously for a same UE.
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<Unchanged parts omitted>
[bookmark: _Toc29673256][bookmark: _Toc29673397][bookmark: _Toc29674390][bookmark: _Toc36645621][bookmark: _Toc45810671][bookmark: _Toc162185035]8.5.1.2	Triggering of sidelink CSI reports
For a carrier, tThe CSI-triggering UE is not allowed to trigger another aperiodic CSI report on the same carrier for the same UE before the last slot of the expected reception or completion of the ongoing aperiodic CSI report associated with the SCI format 2-A, 2-C or 2-D with the 'CSI request' field set to 1, where the last slot of the expected reception of the ongoing aperiodic CSI report is given by [10, TS38.321].
An aperiodic CSI report is triggered by an SCI format 2-A, 2-C or 2-D with the 'CSI request' field set to 1. 
A UE is not expected to transmit a sidelink CSI-RS and a sidelink PT-RS which overlap.
<Unchanged parts omitted>



