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<< Start of changes >>
[bookmark: _Toc21343025][bookmark: _Toc29769986][bookmark: _Toc29799485][bookmark: _Toc37254709][bookmark: _Toc37255352][bookmark: _Toc45887377][bookmark: _Toc53172114][bookmark: _Toc61356879][bookmark: _Toc67913748][bookmark: _Toc75469564][bookmark: _Toc76508054][bookmark: _Toc83192955]6.5.3.3	Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
[bookmark: _Toc21343026][bookmark: _Toc29769987][bookmark: _Toc29799486][bookmark: _Toc37254710][bookmark: _Toc37255353][bookmark: _Toc45887378][bookmark: _Toc53172115][bookmark: _Toc61356880][bookmark: _Toc67913749][bookmark: _Toc75469565][bookmark: _Toc76508055][bookmark: _Toc83192956]6.5.3.3.1	Requirement for network signalling value "NS_04"
When " NS 04NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.1-1: Additional requirements for "NS_04"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	2495 ≤ f < 2496
	-13
	1 % of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz



[bookmark: _Toc21343027][bookmark: _Toc29769988][bookmark: _Toc29799487][bookmark: _Toc37254711][bookmark: _Toc37255354][bookmark: _Toc45887379][bookmark: _Toc53172116][bookmark: _Toc61356881][bookmark: _Toc67913750][bookmark: _Toc75469566][bookmark: _Toc76508056][bookmark: _Toc83192957]6.5.3.3.2	Requirement for network signalling value "NS_17"
When "NS_17" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.2-1: Additional requirements for "NS_17"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	5, 10
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.



[bookmark: _Toc21343028][bookmark: _Toc29769989][bookmark: _Toc29799488][bookmark: _Toc37254712][bookmark: _Toc37255355][bookmark: _Toc45887380][bookmark: _Toc53172117][bookmark: _Toc61356882][bookmark: _Toc67913751][bookmark: _Toc75469567][bookmark: _Toc76508057][bookmark: _Toc83192958]6.5.3.3.3	Requirement for network singalling value "NS_18"
When "NS_18" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3. 3-16.5.3.3.3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3-1: Additional requirements for "NS_18"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20
	
	

	692-698
	-26.2
	6 MHz
	



[bookmark: _Toc83192959][bookmark: _Toc76508058][bookmark: _Toc75469568][bookmark: _Toc67913752][bookmark: _Toc61356883][bookmark: _Toc53172118][bookmark: _Toc45887381][bookmark: _Toc37255356][bookmark: _Toc37254713][bookmark: _Toc29799489][bookmark: _Toc29769990][bookmark: _Toc21343029]6.5.3.3.4	Requirement for network signalling values "NS_05" and “NS_05U”
When "NS_05" or “NS_05U” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.4-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.4-1: Additional requirements for "NS_05" and “NS_05U”
	Frequency rangeband
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20
	
	

	1884.5 ≤ f ≤ 1915.7
	-41
	300 kHz
	



6.5.3.3.5	Requirement for network signalling values "NS_43" and “NS_43U”
When "NS 43NS_43" or “NS_43U” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.5-1: Additional requirement for "NS_43" and “NS_43U”
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5, 10, 15
	

	860 ≤ f ≤ 890
	-40
	1 MHz

	NOTE 1:	Applicable for 5 MHz and 15 MHz channel BW confined between 900 MHz and 915 MHz and for 10 MHz channel BW confined between 905 MHz and 915 MHz



[bookmark: _Toc21343031][bookmark: _Toc29769992][bookmark: _Toc29799491][bookmark: _Toc37254715][bookmark: _Toc37255358][bookmark: _Toc45887383][bookmark: _Toc53172120][bookmark: _Toc61356885][bookmark: _Toc67913754][bookmark: _Toc75469570][bookmark: _Toc76508060][bookmark: _Toc83192961]6.5.3.3.6	Requirement for network signalling value "NS_37"
When "NS_37" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.6-1: Additional requirement for "NS_37"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15
	

	1475.9 ≤ f ≤ 1510.9
	-35
	1 MHz



[bookmark: _Toc21343032][bookmark: _Toc29769993][bookmark: _Toc29799492][bookmark: _Toc37254716][bookmark: _Toc37255359][bookmark: _Toc45887384][bookmark: _Toc53172121][bookmark: _Toc61356886][bookmark: _Toc67913755][bookmark: _Toc75469571][bookmark: _Toc76508061][bookmark: _Toc83192962]6.5.3.3.7	Requirement for network signalling value "NS_38"
When "NS_38" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.7-1: Additional requirements for NR channels assigned within 1430-1452MHz for "NS_38"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power configured as high as possible but no higher than 15 dBm.



[bookmark: _Toc21343033][bookmark: _Toc29769994][bookmark: _Toc29799493][bookmark: _Toc37254717][bookmark: _Toc37255360][bookmark: _Toc45887385][bookmark: _Toc53172122][bookmark: _Toc61356887][bookmark: _Toc67913756][bookmark: _Toc75469572][bookmark: _Toc76508062][bookmark: _Toc83192963]6.5.3.3.8	Requirement for network signalling value "NS_39"
When "NS_39" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.8-1: Additional requirements for "NS_39"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20
	

	1475 ≤ f ≤ 1488
	-28
	1 MHz



[bookmark: _Toc21343034][bookmark: _Toc29769995][bookmark: _Toc29799494][bookmark: _Toc37254718][bookmark: _Toc37255361][bookmark: _Toc45887386][bookmark: _Toc53172123][bookmark: _Toc61356888][bookmark: _Toc67913757][bookmark: _Toc75469573][bookmark: _Toc76508063][bookmark: _Toc83192964]6.5.3.3.9	Requirement for network signalling value "NS_40"
When "NS_40" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.9-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.9-1: Additional requirements for NR channels assigned within 1427-1432MHz for "NS_40"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power configured as high as possible but no higher than 15 dBm.



[bookmark: _Toc21343035][bookmark: _Toc29769996][bookmark: _Toc29799495][bookmark: _Toc37254719][bookmark: _Toc37255362][bookmark: _Toc45887387][bookmark: _Toc53172124][bookmark: _Toc61356889][bookmark: _Toc67913758][bookmark: _Toc75469574][bookmark: _Toc76508064][bookmark: _Toc83192965]6.5.3.3.10	Requirement for network signalling value "NS_41"
When "NS_41" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.10-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.10-1: Additional requirements for NR channels assigned within 1432-1517 MHz for "NS_41"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 60
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power configured as high as possible but no higher than 15 dBm.



[bookmark: _Toc21343036][bookmark: _Toc29769997][bookmark: _Toc29799496][bookmark: _Toc37254720][bookmark: _Toc37255363][bookmark: _Toc45887388][bookmark: _Toc53172125][bookmark: _Toc61356890][bookmark: _Toc67913759][bookmark: _Toc75469575][bookmark: _Toc76508065][bookmark: _Toc83192966]6.5.3.3.11	Requirement for network signalling value "NS_42"
When "NS_42" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.11-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.11-1: Additional requirements for NR channels assigned within 1432-1517 MHz for "NS_42"
	Frequency bandrange
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 60
	

	1518 ≤ f ≤ 1520
	-0.8
	1 MHz

	1520 < f ≤ 1559
	-30
	1 MHz



[bookmark: _Toc29769998][bookmark: _Toc29799497][bookmark: _Toc37254721][bookmark: _Toc37255364][bookmark: _Toc45887389][bookmark: _Toc53172126][bookmark: _Toc61356891][bookmark: _Toc67913760][bookmark: _Toc75469576][bookmark: _Toc76508066][bookmark: _Toc83192967]6.5.3.3.12	Void
[bookmark: _Toc29769999][bookmark: _Toc29799498][bookmark: _Toc37254722][bookmark: _Toc37255365][bookmark: _Toc45887390][bookmark: _Toc53172127][bookmark: _Toc61356892][bookmark: _Toc67913761][bookmark: _Toc75469577][bookmark: _Toc76508067][bookmark: _Toc83192968]6.5.3.3.13	Void
[bookmark: _Toc29770000][bookmark: _Toc29799499][bookmark: _Toc37254723][bookmark: _Toc37255366][bookmark: _Toc45887391][bookmark: _Toc53172128][bookmark: _Toc61356893][bookmark: _Toc67913762][bookmark: _Toc75469578][bookmark: _Toc76508068][bookmark: _Toc83192969]6.5.3.3.14	Void
[bookmark: _Toc29770001][bookmark: _Toc29799500][bookmark: _Toc37254724][bookmark: _Toc37255367][bookmark: _Toc45887392][bookmark: _Toc53172129][bookmark: _Toc61356894][bookmark: _Toc67913763][bookmark: _Toc75469579][bookmark: _Toc76508069][bookmark: _Toc83192970]6.5.3.3.15	Void
[bookmark: _Toc29770002][bookmark: _Toc29799501][bookmark: _Toc37254725][bookmark: _Toc37255368][bookmark: _Toc45887393][bookmark: _Toc53172130][bookmark: _Toc61356895][bookmark: _Toc67913764][bookmark: _Toc75469580][bookmark: _Toc76508070][bookmark: _Toc83192971]6.5.3.3.16	Requirement for network signalling value "NS_50"
When " NS_50""NS_50" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.16-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.16-1: Additional requirements for "NS_50"
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:	This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz for 25MHz and 30MHz channel BWs and confined in 1880-1920 MHz for 40MHz channel BW.
NOTE 2:	The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE 3:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.




<< End of changes >>

