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	Reason for change:
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<<Start of Change>>
[bookmark: _Toc114501416][bookmark: _Toc115255718][bookmark: _Toc124292149][bookmark: _Toc124292512][bookmark: _Toc124293217][bookmark: _Toc130569466][bookmark: _Toc131707676][bookmark: _Toc137454434][bookmark: _Toc138887368][bookmark: _Toc138968280][bookmark: _Toc145691496][bookmark: _Toc155383438][bookmark: _Toc161755794][bookmark: _Toc45889745][bookmark: _Toc52203935][bookmark: _Toc53172725][bookmark: _Toc61118494][bookmark: _Toc67923290][bookmark: _Toc75295953][bookmark: _Toc76510378][bookmark: _Toc83131083][bookmark: _Toc90589329][bookmark: _Toc98870331][bookmark: _Toc106545895][bookmark: _Toc114501417][bookmark: _Toc115255719][bookmark: _Toc124292150]Annex H (Normative):
Modified MPR behavior
[bookmark: _Toc45889746][bookmark: _Toc52203936][bookmark: _Toc53172726][bookmark: _Toc61118495][bookmark: _Toc67923291][bookmark: _Toc75295954][bookmark: _Toc76510379][bookmark: _Toc83131084][bookmark: _Toc90589330][bookmark: _Toc98870332][bookmark: _Toc106545896][bookmark: _Toc114501418][bookmark: _Toc115255720][bookmark: _Toc124292151][bookmark: _Toc124292513][bookmark: _Toc124293218][bookmark: _Toc130569467][bookmark: _Toc131707677][bookmark: _Toc137454435][bookmark: _Toc138887369][bookmark: _Toc138968281][bookmark: _Toc145691497][bookmark: _Toc155383439][bookmark: _Toc161755795]H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [13] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination. Moreover, the bits in the field can explicitly indicate NS value(s) supported by a UE.
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [13] by an 8-bit bitmap per supported NR band.
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n257
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n257

	n258
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n258

	
	1
	Void
	

	
	2
	- NS_203 as defined in clause 6.5.3.2.4 or both NS_203 and CA_NS_203 as defined in clause 6.5A.3.2.4 of 38.101-2 v15.1112.0
	- This bit shall be set to 1 by a UE supporting n258 or both n258 and CA_n258

	n260
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n260

	n261
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n261
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