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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-4
	0514
	1
	Rel-16
	(NR_HST-Perf) CR to FR1 HST-DPS on TCI state switching scheduling
	F
	16.16.0
	RAN4#111
	R4-2409932
	Anritsu Corporation
	NR_HST-Perf
	
	

	38.101-4
	0515
	-
	Rel-17
	(NR_HST-Perf) CR to FR1 HST-DPS on TCI state switching scheduling
	A
	17.12.0
	RAN4#111
	R4-2407180
	Anritsu Corporation
	NR_HST-Perf
	5.2.2.1.10, 5.2.2.2.10, 5.2.3.1.10, 5.2.3.2.10Isolated impact analysis:No change to UE requirements, changes test parameters only.
	TS/TR ... CR ... ; TS 38.521-4 ; TS/TR ... CR ... 

	38.101-4
	0516
	-
	Rel-18
	(NR_HST-Perf) CR to FR1 HST-DPS on TCI state switching scheduling
	A
	18.3.0
	RAN4#111
	R4-2407181
	Anritsu Corporation
	NR_HST-Perf
	
	

	38.133
	4347
	1
	Rel-17
	(NR_HST_FR1_enh) Deactivated Scell measurement for NR FR1 HST
	F
	17.13.0
	RAN4#111
	R4-2410221
	Qualcomm Incorporated
	NR_HST_FR1_enh
	
	

	38.133
	4348
	1
	Rel-18
	(NR_HST_FR1_enh) Deactivated Scell measurement for NR FR1 HST R18 mirror
	A
	18.5.0
	RAN4#111
	R4-2410440
	Qualcomm Incorporated
	NR_HST_FR1_enh
	
	

	38.133
	4448
	-
	Rel-17
	CR on combination of HST and RRM relaxation
	F
	17.13.0
	RAN4#111
	R4-2408180
	CMCC
	NR_UE_pow_sav-Core, NR_HST
	
	

	38.133
	4449
	-
	Rel-18
	CR on combination of HST and RRM relaxation
	F
	18.5.0
	RAN4#111
	R4-2408181
	CMCC
	NR_UE_pow_sav-Core, NR_HST
	
	

	38.133
	4450
	-
	Rel-16
	CR on combination of HST and RRM relaxation
	F
	16.19.0
	RAN4#111
	R4-2408182
	CMCC
	NR_UE_pow_sav-Core, NR_HST
	
	

	38.133
	4520
	1
	Rel-17
	[NR_HST_FR2] CR to 38.133, Cat F on HST FR2 RRM Performance Corrections
	F
	17.13.0
	RAN4#111
	R4-2410224
	Nokia, Samsung
	NR_HST_FR2-Perf
	
	

	38.133
	4522
	1
	Rel-18
	CR to 38.133 on HST FR2 Enhanced RRM Core Maintenance
	F
	18.5.0
	RAN4#111
	R4-2410298
	Nokia
	NR_HST_FR2
	
	

	38.133
	4568
	3
	Rel-17
	(NR_HST_FR1_enh-Perf) CR on Test cases for NR FR1 HST R17
	F
	17.13.0
	RAN4#111
	R4-2410444
	MediaTek inc.
	NR_HST_FR1_enh-Perf
	
	

	38.133
	4569
	-
	Rel-18
	(NR_HST_FR1_enh-Perf) CR on Test cases for NR FR1 HST R18
	A
	18.5.0
	RAN4#111
	R4-2409390
	MediaTek Inc.
	NR_HST_FR1_enh-Perf
	
	

	38.141-1
	0445
	-
	Rel-17
	(NR_IIoT_URLLC_enh-Perf) CR to 38.141-1: PUCCH format 0 demod AWGN level correction
	F
	17.13.0
	RAN4#111
	R4-2409438
	Keysight Technologies UK Ltd
	NR_IIOT_URLLC_enh-Perf
	
	

	38.141-1
	0446
	-
	Rel-18
	(NR_IIoT_URLLC_enh-Perf) CR to 38.141-1: PUCCH format 0 demod AWGN level correction
	A
	18.5.0
	RAN4#111
	R4-2409439
	Keysight Technologies UK Ltd
	NR_IIOT_URLLC_enh-Perf
	
	

	38.174
	0109
	2
	Rel-16
	[NR_IAB-Perf] CR on IAB-MT radiated CSI reporting requirement
	F
	16.10.0
	RAN4#111
	R4-2410027
	Huawei,HiSilicon
	NR_IAB-Perf
	
	

	38.174
	0110
	-
	Rel-17
	[NR_IAB-Perf] CR on IAB-MT radiated CSI reporting requirement
	A
	17.7.0
	RAN4#111
	R4-2408985
	Huawei, HiSilicon
	NR_IAB-Perf
	11.2.3.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.174
	0111
	-
	Rel-18
	[NR_IAB-Perf] CR on IAB-MT radiated CSI reporting requirement
	A
	18.4.0
	RAN4#111
	R4-2408986
	Huawei,HiSilicon
	NR_IAB-Perf
	
	

	38.174
	0112
	1
	Rel-16
	(NR_IAB-Core) CR to TS 38.174: maintenance to IAB requirements
	F
	16.10.0
	RAN4#111
	R4-2409943
	Nokia, Qualcomm Inc.
	NR_IAB-Core
	
	

	38.174
	0113
	-
	Rel-17
	(NR_IAB-Core) CR to TS 38.174: maintenance to IAB requirements
	A
	17.7.0
	RAN4#111
	R4-2409071
	Nokia, Qualcomm Inc.
	NR_IAB-Core
	6.3.3, 9.4.3
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.176-1
	0051
	-
	Rel-16
	CR to 38.176-1: Correction of test tolerance value for IAB-MT total power dynamic range (rel-16)
	F
	16.8.0
	RAN4#111
	R4-2408203
	NEC
	NR_IAB-Perf
	
	

	38.176-1
	0052
	-
	Rel-17
	CR to 38.176-1: Correction of test tolerance value for IAB-MT total power dynamic range (rel-17)
	A
	17.8.0
	RAN4#111
	R4-2408204
	NEC
	NR_IAB-Perf
	
	

	38.176-1
	0053
	-
	Rel-18
	CR to 38.176-1: Correction of test tolerance value for IAB-MT total power dynamic range (rel-18)
	A
	18.4.0
	RAN4#111
	R4-2408205
	NEC
	NR_IAB-Perf
	
	

	38.176-2
	0054
	-
	Rel-16
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on notes for scaling factor for IAB-MT type 1-O
	F
	16.9.0
	RAN4#111
	R4-2407463
	CATT
	NR_IAB-Perf
	6.7.3.5.1, 6.7.5.5.5.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-2
	0055
	-
	Rel-17
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on notes for scaling factor for IAB-MT type 1-O
	A
	17.8.0
	RAN4#111
	R4-2407464
	CATT
	NR_IAB-Perf
	
	

	38.176-2
	0056
	-
	Rel-18
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on notes for scaling factor for IAB-MT type 1-O
	A
	18.4.0
	RAN4#111
	R4-2407465
	CATT
	NR_IAB-Perf
	
	


