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---Start of changes---
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations or single uplink carrier5
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n2B
	-
	5
	15
	
	
	
	20
	0

	
	
	10
	10
	
	
	
	
	

	CA_n3B
	-
	5
	15, 20, 25, 30
	
	
	
	60
	0

	
	
	10
	10, 15, 20, 25, 30
	
	
	
	
	

	
	
	15, 20, 25, 30
	5, 10, 15, 20, 25, 30
	
	
	
	
	

	
	CA_n3B
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	
	
	See n3 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	75
	4 and 5

	CA_n5B
	CA_n5B
	5, 10, 15
	5, 10, 15
	
	
	
	20
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	25
	1

	CA_n7B
	CA_n7B
	10
	10, 15, 20, 30, 40
	
	
	
	50
	0

	
	
	15
	15, 20, 30
	
	
	
	
	

	
	
	20
	20, 30
	
	
	
	
	

	
	-
	See n7 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	70
	4 and 5

	CA_n25B
	-
	5
	15
	
	
	
	20
	0

	
	
	10
	10
	
	
	
	
	

	CA_n38B
	-
	5
	15, 20, 25
	
	
	
	50
	0

	
	
	10
	10, 15, 20, 25
	
	
	
	
	

	
	
	15, 20, 25
	5, 10, 15, 20, 25
	
	
	
	
	

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	
	CA_n40B
	10,15, 20, 30, 40, 50, 60, 80
	10, 15, 20, 30, 40, 50, 60, 80
	
	
	
	100
	1

	
	
	See n40 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	100
	4 and 5

	CA_n41B
	n413
CA_n41B
	10, 20, 30, 40, 50
	10, 20, 30, 40, 50
	
	
	
	100
	0

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	100
	4 and 5

	CA_n41C
	n413,4
CA_n41C3
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	2

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	30, 40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	190
	4 and 5

	CA_n46B
	-
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	-
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	-
	60, 80
	80
	80
	
	
	240
	0

	CA_n46M
	-
	20, 40, 60
	20, 40
	20, 40
	
	
	140
	0

	CA_n46N
	-
	Void
	
	
	
	
	
	0

	
	
	20, 40, 60
	20, 40
	20, 40
	20, 40
	
	180
	1

	CA_n46O
	-
	20, 60
	20, 40
	20, 40
	20, 40
	20, 40
	220
	0

	CA_n48B
	CA_n48B
	5
	15, 20
	
	
	
	40
	0

	
	
	10, 15, 20
	10, 15, 20
	
	
	
	
	

	
	
	15, 20
	15, 20
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90
	
	
	
	100
	2

	
	-
	See n48 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	100
	4 and 5

	CA_n48C
	-
	10
	100
	
	
	
	140
	0

	
	
	15
	90, 100
	
	
	
	
	

	
	
	20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	70, 80, 90, 100
	
	
	
	140
	1

	
	-
	See n48 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	140
	4 and 5

	CA_n66B
	-
	5 1
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	15, 20
	
	
	
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	5, 10, 15
	15, 20
	
	
	
	35
	2

	
	
	See n71 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	35
	4 and 5

	CA_n77B
	n773
	20
	25, 30, 40
	
	
	
	60
	0

	
	
	25
	30
	
	
	
	
	

	
	
	See n77 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	100
	4 and 5

	CA_n77C
	n773,4
CA_n77C3
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	
	
	See n77 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	200
	4 and 5

	CA_n77D
	n773
	100
	100
	100
	
	
	300
	0

	
	
	See n77 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	300
	4 and 5

	CA_n78B
	n783
	20
	50
	
	
	
	70
	0

	CA_n78C

	n783
CA_n78C3
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	
	
	See n78 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	200
	4 and 5

	CA_n78D
	n783
	100
	100
	100
	
	
	300
	0

	
	
	See n78 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	300
	4 and 5

	CA_n79C
	CA_n79C3
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	See n79 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	200
	4 and 5

	CA_n79D
	-
	100
	100
	100
	
	
	300
	0

	
	
	See n79 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	300
	4 and 5

	CA_n96B
	CA_n96B
	20, 40
	20, 40, 60, 80
	
	
	
	100
	0

	CA_n96C
	CA_n96C
	80
	40, 60, 80
	
	
	
	160
	0

	CA_n96D
	
	80
	80
	60, 80
	
	
	240
	0

	CA_n96E
	
	80
	80
	80
	80
	
	320
	0

	CA_n102B
	CA_n102B
	20, 40
	20, 40, 60, 80
	
	
	
	100
	0

	CA_n102C
	CA_n102C
	80
	40, 60, 80
	
	
	
	160
	0

	CA_n102D
	-
	80
	80
	60, 80
	
	
	240
	0

	CA_n102E
	-
	80
	80
	80
	80
	
	320
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.
NOTE 2:	The aggregated bandwidth must be greater than or equal to the minimum for the bandwidth class defined in Table 5.3A.5-1, and smaller than or equal to the maximum aggregated bandwidth.
NOTE 3: 	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 4: 	Minimum requirements for Power Class 1.5 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 5: 	Only single uplink carriers with power class other than PC3 are listed.


---Text omitted---
Table 6.2A.1.1-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n3B
	
	
	
	
	23
	+2/-2
	
	

	CA_n5B
	
	
	
	
	23
	+2/-2
	
	

	CA_n7B
	
	
	
	
	23
	+2/-2
	
	

	CA_n40B
	
	
	
	
	23
	+2/-2
	
	

	CA_n41B
	
	
	
	
	23
	+2/-21
	
	

	CA_n41C
	
	
	26
	+2/-3
	23
	+2/-21
	
	

	CA_n48B
	
	
	
	
	23
	+2/-3
	
	

	CA_n77C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n78C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n79C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power class 3 is the default power class unless otherwise stated.


---Text omitted---
Table 6.5A.3.2.1-1: Requirements for uplink intra-band contiguous carrier aggregation 
	NR CA combination
	Spurious emission

	
	Protected Band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n3
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 26, 27, 28, 31, 32, 33, 34, 38, 39, 40, 41, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73,74, 75, 76, 87, 88
NR Band n79, n100, n101, n105
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	-
	FDL_high
	-50
	1
	8

	
	E-UTRA Band 22, 42, 52
NR Band n77, n78
	FDL_low 
	-
	FDL_high
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n5
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 14, 17, 18, 19, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 50, 51, 54, 65, 66, 70, 71, 73, 74, 85, 103
NR Band n79, n105
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41, 52, 53
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	4

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	FDL_low
	-
	FDL_high
	-50
	1
	8

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	9

	CA_n7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8,  12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 52, 65, 66, 67, 68, 72, 74, 75, 76, 85, 103
NR Band n77, n78, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_n40
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 33, 34, 38, 39, 41, 42, 43, 44, 45, 50, 51, 52, 65, 67, 68, 69, 72, 74, 75, 76,
NR Band n77, n78, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	7

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2, 4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n41
	E-UTRA Band 1, 2, 3, 4, 5, 8,  12, 13, 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 42, 44, 45, 48, 50, 51, 52, 54, 65, 66, 70, 71, 73, 74, 85, 103
NR Band n77, n78, n100
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2, 4

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	6

	
	E-UTRA Band 40
	FDL_low
	-
	FDL_high
	-40
	1
	

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	5, 6

	CA_n48
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 50, 51, 54, 66, 70, 71, 74, 85, 103
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_n77
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 54, 65, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n78
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65, n100, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	CA_n79
	E-UTRA Band 1, 3, 5, 8, 11, 18, 19, 21, 28, 34, 39, 40, 41, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x RBsize kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 5:	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz.
NOTE 6:	This requirement applies when the NR carrier is confined within 2545 – 2575 MHz or 2595 – 2645 MHz and the channel bandwidth is 10 or 20 MHz
NOTE 7: 	As exceptions, for 90 and 100 MHz aggregated bandwidth, -40 dBm/MHz is applicable in the frequency range of 2496 – 2505 MHz.
NOTE 8: 	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the aggregated uplink channel bandwidth.
NOTE 9: 	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz.


---Text omitted---
Table 7.3A.2.1-1: Intra-band contiguous CA uplink configuration for reference sensitivity
	CA configuration
	SCS
(PCC/SCC)
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	UL PCC allocation
(LCRB)
	UL SCC allocation
(LCRB)
	PCC ΔRIBC (dB)
	SCC ΔRIBC (dB)
	Duplex mode

	CA_n3B5
	15/15
	20MHz + 20MHz
	25 (RBSTART = 0) 
	25 (RBSTART = 81) 
	25.1
	12.4
	FDD

	CA_n5B
	15/15
	10MHz + 10MHz
	10 (RBstart = 0)
	10 (RBstart = 42)
	30.8
	26.1
	FDD

	CA_n5B5
	15/15
	5MHz + 20MHz
	4 (RBSTART = 0) 
	16 (RBSTART = 90) 
	44.6
	23.0
	FDD

	CA_n7B
	15/15
	10MHz + 40MHz
	9 (RBstart = 26) 
	36 (RBstart = 180) 
	34
	25
	FDD

	NOTE 1:	All combinations of channel bandwidths defined in Table 5.5A.1-1.
NOTE 2:	The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
NOTE 3:	The transmitted power over both PCC and SCC shall be set to PUMAX as defined in subclause 6.2A.4.
NOTE 4:	The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.3.2-1. 
NOTE 5:	Applicable only to BCS 1.


---End of changes---


