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<< Start of changes >>
[bookmark: _Toc156577657][bookmark: _Toc66693669][bookmark: _Toc76114246][bookmark: _Toc21102619][bookmark: _Toc137396217][bookmark: _Toc29810468][bookmark: _Toc58915619][bookmark: _Toc37272766][bookmark: _Toc45885843][bookmark: _Toc121999394][bookmark: _Toc115080514][bookmark: _Toc58917800][bookmark: _Toc89952547][bookmark: _Toc98766363][bookmark: _Toc53182952][bookmark: _Toc106206512][bookmark: _Toc76544132][bookmark: _Toc124154293][bookmark: _Toc36635820][bookmark: _Toc74915621][bookmark: _Toc99702726][bookmark: _Toc82536254]4.10	Requirements for contiguous and non-contiguous spectrum
A spectrum allocation where a BS operates can either be contiguous or non-contiguous. Unless otherwise stated, the requirements in the present specification apply for BS configured for both contiguous spectrum operation and non-contiguous spectrum operation.
For BS operation in non-contiguous spectrum, some requirements apply both at the Base Station RF Bandwidth edges and inside the sub-block gaps. For each such requirement, it is stated how the limits apply relative to the Base Station RF Bandwidth edges and the sub-block edges respectively.
There are no CA requirements for ATG BS in the present specification.
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