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	Reason for change:
	At RAN2#125bis it was agreed 
· RAN2 has agreed that the time based measurement is also applicable for feeder link switchover case for cell reselection in NR NTN. And the following is captured in 38.300:
The time-based measurement initiation may be applicable for the feeder link switchover case for cell (re)selection.
· The same principle is applied to IoT NTN.

· It is not clear how to perform the cell measurement if the network does not provide the ephemeris information of neighbour cell. For NR NTN, the following is captured in 38.300:
For a UE in Idle/Inactive mode it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell indicated in SIB3/SIB4 but not included in SIB19.
For a UE in Connected mode, it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell included in the measurement configuration but not included in SIB19.
· The same principle is applied to IoT NTN.


	
	

	Summary of change:
	1. Clarify that the time based measurement may be applicable for the feeder link switchover for cell (re)selection.
1. Clarify it is up to UE implementation whether to perform NTN neighbour cell measurements if the network does not provide the ephemeris information of this neighbour cell.
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	Stage 2 remains unclear for IoT NTN
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	[bookmark: _Toc156248914][bookmark: _Hlk158627671]START OF CHANGE


[bookmark: _Toc162964592]23.21.4.3	Measurements
The principles described in clause 10.1.3 apply in NTN unless specified otherwise.
To enable measurements, the network may provide neighbouring cell assistance information via system information.
The following can optionally be used for measurements on neighbour cells in RRC_IDLE as specified in TS 36.331 [16]:
-	The timing and location information associated to the serving cell provided in SIB3 and SIB31;
-	Timing information when the neighbour cell starts serving the current geographical area;
-	Location information refers:
-	In the quasi-Earth fixed cell scenario, to the reference location of the serving cell and a distance threshold to the reference location;
-	In the Earth moving cell scenario, to the reference location of the serving cell at the epoch time and a distance threshold to the reference location.
The following measurement triggers can be configured in RRC_CONNECTED for the purpose of RRC reestablishment or handover as specified in TS 36.331 [16]:
-	A time-based trigger condition;
-	A location-based trigger condition.
The time-based measurement initiation may be applicable for the feeder link switchover case for cell (re)selection.
For a UE in idle mode, it is up to UE implementation whether to perform NTN neighbour cell measurements on an NTN cell which is indicated in SIB3/SIB5 but without corresponding satellite information in SIB33.
For a UE in connected mode, it is up to UE implementation whether to perform NTN neighbour cell measurements on an NTN cell which is included in the measurement configuration but without corresponding satellite information in SIB33.
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