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	Reason for change:
	In current specification, the RRC parameters are not aligned with the definitions in 38.331 v18.1.0 for enabling the PHR with an assumed PUSCH and enabling the dynamic waveform configuration of a PUSCH scheduled by DCI format 0_1 or 0_2, which should be corrected. 
In addition, these parameters are defined with only single value ‘enabled’, meaning that the presence of the parameters already indicates a ‘enabled’ value. Therefore, “is set to enabled” can be removed.

	
	

	Summary of change:
	Replace ‘assumedPUSCHInfo’, ‘dynamicTransformPrecoderIndicationDCI-0-1’ and ‘dynamicTransformPrecoderIndicationDCI-0-2’ with ‘phr-AssumedPUSCH-Reporting’, ‘dynamicTransformPrecoderFieldPresenceDCI-0-1’, ‘dynamicTransformPrecoderFieldPresenceDCI-0-2’ respectively.
Remove ‘is set to enabled’.
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*** Unchanged text omitted ***
If a UE provides a Type 1 power headroom report for an activated serving cell based on an actual PUSCH transmission, is provided phr-AssumedPUSCH-ReportingassumedPUSCHInfo, and dynamicTransformPrecoderFieldPresenceDCI-0-1 dynamicTransformPrecoderIndicationDCI-0-1 or dynamicTransformPrecoderFieldPresenceDCI-0-2 dynamicTransformPrecoderIndicationDCI-0-2 is set to enabled for the active UL BWP of the serving cell, the UE provides
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder enabled, if supported, if transform precoder is disabled for the actual PUSCH transmission, or
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder disabled, if supported, if the transform precoder is enabled for the actual PUSCH transmission,
where all other parameters used for the calculation of  of the assumed PUSCH transmission are same as for the actual PUSCH transmission.
