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For the purposes of the present document, the following abbreviations apply:
BWP	Bandwidth Part
CCE	Control Channel Element
CORESET	Control Resource Set
CRB	Common Resource Block
CSI	Channel-State Information
CSI-RS	CSI Reference Signal 
DCI	Downlink Control Information
DM-RS	Demodulation Reference Signal
FR1	Frequency Range 1 as defined in TS 38.104 [8]
FR2	Frequency Range 2 as defined in TS 38.104 [8]
IAB	Integrated Access and Backhaul
IAB-MT	IAB Mobile Termination 
IE	Information Element
LTM                    L1/L2-triggered Mobility
NCR	Network-Controlled repeater
NCR-MT	NCR Mobile Termination
PBCH	Physical Broadcast Channel
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PRACH	Physical Random-Access Channel 
PRB	Physical Resource Block
PSS	Primary Synchronization Signal
PT-RS	Phase-tracking reference signal
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
RAR	Random Access Response
REG	Resource-Element Group
RIM	Remote Interference Management
RIM-RS	Remote Interference Management Reference Signal
SRS	Sounding Reference Signal
SSS	Secondary Synchronization Signal
VRB	Virtual Resource Block


[bookmark: _Toc19796447][bookmark: _Toc26459673][bookmark: _Toc29230323][bookmark: _Toc36026582][bookmark: _Toc45107421][bookmark: _Toc51774090][bookmark: _Toc161686642]6.3.3.2	Mapping to physical resources
The preamble sequence shall be mapped to physical resources according to





where  is an amplitude scaling factor in order to conform to the transmit power specified in [5, TS38.213], and  is the antenna port. Baseband signal generation shall be done according to clause 5.3 using the parameters in Table 6.3.3.1-1 or Table 6.3.3.1-2 with  given by Table 6.3.3.2-1.
Random access preambles can only be transmitted in the time resources obtained from Tables 6.3.3.2-2 to 6.3.3.2-4 and depends on FR1 or FR2 and the spectrum type as defined in [8, TS38.104]. The PRACH configuration index in Tables 6.3.3.2-2 to 6.3.3.2-4 is
-	for Table 6.3.3.2-3 given by the higher-layer parameter prach-ConfigurationIndex, or by msgA-PRACH-ConfigurationIndex if configured; and
-	for Tables 6.3.3.2-2 and 6.3.3.2-4 given by the higher-layer parameter prach-ConfigurationIndex, or by msgA-PRACH-ConfigurationIndex if configured.
[bookmark: _Hlk508280483]For the IAB-MT part of an IAB-node, the following applies:
-	if the higher-layer parameter prach-ConfigurationPeriodScaling-IAB is configured, the variable  used in  of Tables 6.3.3.2-2 to 6.3.3.2-4 shall be replaced by  , where  and  is given by the higher-layer parameter prach-ConfigurationPeriodScaling-IAB and the IAB-node does not expect  to be larger than 64;
-	if the higher-layer parameter prach-ConfigurationFrameOffset-IAB is configured, the variable  used in  of Tables 6.3.3.2-2 to 6.3.3.2-4 shall be replaced by  where  is given by the higher-layer parameter prach-ConfigurationFrameOffset-IAB, and ;
-	if the higher-layer parameter prach-ConfigurationSOffset-IAB is configured, the subframe number  from Tables 6.3.3.2-2 to 6.3.3.2-3 and the slot number  from Table 6.3.3.2-4 shall be replaced by  where  is given by the higher-layer parameter prach-ConfigurationSOffset-IAB, and  is the number of subframes in a frame when using Tables 6.3.3.2-2 to 6.3.3.2-3 and the number of slots in a frame for 60 kHz subcarrier spacing when using in Table 6.3.3.2-4.
Random access preambles can only be transmitted in the frequency resources given by either the higher-layer parameter msg1-FrequencyStart or msgA-RO-FrequencyStart if configured as described in clause 8.1 of [5 TS 38.213]. The PRACH frequency resources , where  equals the higher-layer parameter msg1-FDM or msgA-RO-FDM if configured, are numbered in increasing order within the initial uplink bandwidth part during initial access, starting from the lowest frequency. Otherwise,  are numbered in increasing order within the active uplink bandwidth part, starting from the lowest frequency.
For operation with shared spectrum channel access, for , a UE expects to be provided with higher-layer parameter msg1-FrequencyStart or msgA-RO-FrequencyStart if configured, and higher-layer parameter msg1-FDM or msgA-RO-FDM if configured, such that a random-access preamble is confined within a single RB set. The UE assumes that the RB set is defined as when the UE is not provided intraCellGuardBandsPerSCS for an UL carrier as described in Clause 7 of [6, TS 38.214].
For operation with shared spectrum channel access, for  or  and Type-2 random access, a UE expects to be provided with higher-layer parameter msgA-RO-FDM equals to one.
For the purpose of slot numbering in the tables, the following subcarrier spacing shall be assumed:
-	15 kHz for FR1
-	60 kHz for FR2.
For RRC-triggered handover, Conditional handover and LTM cell switchhandover purposes to a target cell in paired or unpaired spectrum where the target cell uses , the UE may assume the absolute value of the time difference between radio frame  in the current cell and radio frame  in the target cell is less than  if the association pattern period in clause 8.1 of [5, TS 38.213] is not equal to 10 ms.
For inter frequency RRC-triggered handover, Conditional handover and LTM cell switchhandover purposes where the source cell is either in paired or unpaired spectrum and the target cell is in unpaired spectrum and uses , the UE may assume the absolute value of the time difference between radio frame  in the current cell and radio frame  in the target cell is less than 
*** Unchanged parts are omitted ***
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