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Introduction
In the following, we summarize the NR CSI design evolution from Rel-15/16/17/18. 
· In Rel-15, both Type I and Type II codebook were introduced for advanced PMI reporting. The codebook structure relies on  in which  is the spatial bases selection matrix, and  is the combination coefficient matrix. Spatial bases are constructed based on the oversampled two-dimensional DFT matrix. 
· For Type I codebook, both single panel and multiple panel codebook are supported. 
· For Type II codebook, both regular Type II and port selection codebook are supported. 
· In Rel-16, to reduce Type II codebook CSI overhead, frequency domain compression was introduced for enhanced Type II codebook based on frequency bases. Frequency bases are constructed based on DFT matrix. The codebook structure of the enhanced Type II codebook is  in which  is the spatial bases selection matrix,  is the combination coefficient matrix, and  is frequency bases selection matrix.
· In Rel-17, Type II port selection is further enhanced by allowing more flexible port selection while restricting the frequency bases selection. In addition, CSI report enhancement was introduced to support Non-Coherent Joint Transmission (NCJT). However, the scope of CSI enhancement for NCJT is only limited to Type I codebook and only covers the Single-DCI Multi-TRP NCJT (Non-Coherent Joint Transmission) scheme 1a, i.e., SDM scheme.
· In Rel-18, there are mainly 3 CSI enhancement. The first CSI enhancement is to enhance the Type II codebook to support CSI feedback for CJT (Coherent Joint Transmission) with up to 4 TRPs. The second enhancement is to enhance the Type II codebook to exploit the properties of channels with medium to high Doppler including support of CSI predictions and support of time domain CSI compression using DFT basis. The last enhancement is to support the TDCP (time domain channel properties) measurement and report based on TRS. 
In Rel-19, as part of the approved MIMO WID in RP-240087 [1], the following two objectives are considered for CSI enhancement. 
	2. [bookmark: _Hlk146697700]Specify CSI support for up to 128 CSI-RS ports, targeting FR1
a. Type-I codebook refinement supporting up to a total of 128 CSI-RS ports across all resources, assuming legacy CSI-RS resources (with up to 32 CSI-RS ports per resource), based on extension of legacy codebooks
b. Type-II codebook refinement supporting up to a total of 128 CSI-RS ports across all resources, assuming legacy CSI-RS resources (with up to 32 CSI-RS ports per resource), based on extension of legacy codebooks, without modifying any codebook parameter other than introducing additional values for the number of ports codebook parameter(s)
c. Extension of CRI(s)-based CSI reporting (CQI/PMI/RI calculated per CRI for ≥1 CRIs) for hybrid beamforming supporting up to a total of 128 CSI-RS ports across all resources, with up to 32 CSI-RS ports per resource, without new codebook design

3. Specify UE reporting enhancement for CJT deployments under non-ideal synchronization and backhaul, targeting FR1, both FDD and TDD 
a. Inter-TRP time misalignment and frequency/phase offset measurement and reporting, assuming legacy CSI-RS design, with stand-alone aperiodic reporting on PUSCH



In the last RAN1#116 meeting, the following agreement has been reached regarding the R19 MIMO CSI enhancement [2]
	Agreement
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, regarding the mapping from CSI-RS resource index/port index per resource and port index to CSI/PMI calculation, support NW to configure UE with one of the following mapping methods via higher-layer (RRC) signaling, 
· Mapping method 1: Sequential ordering/indexing within (1st resource, 1st polarization), then (2nd resource, 1st polarization), …, then (Kth resource, 1st polarization), then (1st resource, 2nd polarization), then (2nd resource, 2nd polarization), …, then (Kth resource, 2nd polarization)  
· Mapping method 2: Sequential ordering/indexing within (where K*n2 = N2):
· for the 1st polarization, (1st n2 ports in 1st resource, 1st polarization), (1st n2 ports in 2nd resource, 1st polarization), …, (1st n2 ports in Kth resource, 1st polarization), then (2nd n2 ports in 1st resource, 1st polarization), (2nd n2 ports in 2nd resource, 1st polarization), …, (2nd n2 ports in Kth resource, 1st polarization), … then (N1th n2 ports in 1st resource, 1st polarization), (N1th n2 ports in 2nd resource, 1st polarization), …, (N1th n2 ports in Kth resource, 1st polarization) , 
· and then for the 2nd polarization, (1st n2 ports in 1st resource, 2nd polarization), (1st n2 ports in 2nd resource, 2nd polarization), …, (1st n2 ports in Kth resource, 2nd polarization), then (2nd n2 ports in 1st resource, 2nd polarization), (2nd n2 ports in 2nd resource, 2nd polarization), …, (2nd n2 ports in Kth resource, 2nd polarization), … then (N1th n2 ports in 1st resource, 2nd polarization), (N1th n2 ports in 2nd resource, 2nd polarization), …, (N1th n2 ports in Kth resource, 2nd polarization)
FFS: Exact port indexing within each CSI-RS resource or across K CSI-RS resources
FFS: Whether the following is also supported: 
· Mapping method 3 (for K=4): Sequential ordering/indexing within (where N1=2*n1, N2 = 2*n2):
· for the 1st polarization, (1st n2 ports in 1st resource, 1st polarization), (1st n2 ports in 2nd resource, 1st polarization), then (2nd n2 ports in 1st resource, 1st polarization), (2nd n2 ports in 2nd resource, 1st polarization), …, then (n1th n2 ports in 1st resource, 1st polarization), (n1th n2 ports in 2nd resource, 1st polarization),
· for the 1st polarization, (1st n2 ports in 3rd resource, 1st polarization), (1st n2 ports in 4th resource, 1st polarization), then (2nd n2 ports in 3rd resource, 1st polarization), (2nd n2 ports in 4th resource, 1st polarization), then (n1th n2 ports in 3rd resource, 1st polarization), (n1th n2 ports in 4th resource, 1st polarization),
· and then for the 2nd polarization, (1st n2 ports in 1st resource, 2nd polarization), (1st n2 ports in 2nd resource, 2nd polarization), then (2nd n2 ports in 1st resource, 2nd polarization), (2nd n2 ports in 2nd resource, 2nd polarization), … then (n1th n2 ports in 1st resource, 2nd polarization), (n1th n2 ports in 2nd resource, 2nd polarization),
· and then for the 2nd polarization, (1st n2 ports in 3rd resource, 2nd polarization), (1st n2 ports in 4th resource, 2nd polarization), then (2nd n2 ports in 3rd resource, 2nd polarization), (2nd n2 ports in 4th resource, 2nd polarization), then (n1th n2 ports in 3rd resource, 2nd polarization), (n1th n2 ports in 4th resource, 2nd polarization), 
· Other methods are not precluded

Conclusion
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, regarding the mapping from CSI-RS resource index/port index per resource and port index to CSI/PMI calculation, there is no consensus on supporting mapping method#3 (for K=4, 2x2 aggregation). 

Conclusion
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, for a given massive TXRU/antenna array, there is no consensus on the need for specification support for cell-specific precoder(s) for many-to-one mapping (virtualization) from multiple TXRUs to each CSI-RS port to facilitate full usage of all TXRUs for a pre-Rel-19 UE (i.e. cell-specific beamformed CSI-RS for pre-Rel-19 UEs)

Agreement
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, regarding NZP CSI-RS resource aggregation to attain 32 < P (or PCSI-RS) ≤ 128, all K NZP CSI-RS resources shall be located within 1 slot or 2 consecutive slots (following legacy principle from Rel-18 Type-II CJT), and are associated with a same CSI-RS resource set:
· FFS(RAN1#116bis): Whether ‘within 1 slot’ should be basic feature and ‘within 2 consecutive slots’ should be UE capability 
· FFS (RAN1#116bis): Verify if this can be achieved without refinement on CSI-RS resource set restrictions (i.e. same CDM type, same RE density, same starting RB for 0.5 RE/RB/port density, same number of RBs, for AP-CSI-RS same slot offset). If not, the supported refinement(s)
· FFS (RAN1#116bis): Whether additional restriction(s) beyond the restrictions on the CSI-RS resources associated with a same resource set are needed (e.g. same QCL, PCoffset, PCOffsetSS)
· FFS (RAN1#116bis): Extension for Rel-19 Type-II based on Rel-18 Type-II Doppler with aperiodic CMR

Agreement
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, regarding NZP CSI-RS resource aggregation to attain 32 < P (or PCSI-RS) ≤ 128, all the K>1 NZP CSI-RS resources also share the same QCL, PCoffset, and PCoffsetSS. In addition: 
· ‘within 1 slot’ should be basic feature and ‘within 2 consecutive slots’ should be UE capability

Agreement
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, regarding NZP CSI-RS resource aggregation to attain 32 < P (or PCSI-RS) ≤ 128, support the following refinement on the K>1 CSI-RS resources associated with a same CSI-RS resource set:
· Allow per-resource configuration of evenPRBs or oddPRBs for 0.5 RE/RB/port density 
· For AP-CSI-RS, allow resource-specific slot offset when the K NZP CSI-RS resources are located in two consecutive slots
· FFS: details on how to configure/determine the slot offsets

Agreement
For the Rel-19 Type-I and Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, the legacy resource configuration for interference measurement is reused, i.e. only one NZP CSI-RS resource for interference measurement or only one CSI-IM resource can be configured where the one IM resource is associated with all the K CSI-RS resources in the CSI-RS resource set for channel measurement

Agreement
For the Rel-19 Type-I single-panel (SP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, support the following:
· Scheme-A (based on Scheme1 in RAN1#116 agreement): Adding new (N1, N2) values for the Rel-15 Type-I single-panel codebook mode-1 (L=1) where 2N1N2 (>32) is the total number of CSI-RS ports across aggregated NZP CSI-RS resources, and for rank-3/4, follow legacy mechanisms for <16 ports
· Scheme-B (based on Scheme2 in RAN1#116 agreement): Adding new (N1, N2) values where 2N1N2 (>32) is the total number of CSI-RS ports across aggregated NZP CSI-RS resources, and
· W1 structure: 
· For each layer, reuse legacy Rel-16 eType-II SD basis with L=1 to determine the DFT-based SD basis candidates
· For 1<RI≤4, L=1 SD basis vector is independently selected for different layers
· The SD basis selection indication includes layer-common (q1,q2) and  bits for each layer
· Note: This implies that each of the SD basis vectors is selected from a group of N1N2 orthogonal basis vectors
· W2 structure: Layer-specific inter-polarization co-phasing with the alphabet {+1, +j, -1, -j}
FFS (RAN1#116bis): For Rel-19 Type-I SP, whether to support Mode-C based on Scheme5 in RAN1#116 agreement with L=1 for RI=2-4
FFS (RAN1#116bis): For Rel-19 Type-I SP, whether inter-polarization amplitude for Mode-B can also be supported
FFS: Discuss further if Rel-19 Type-I MP extension based on scheme 4 is needed

Conclusion 
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=1-4, there is no consensus on supporting the following additional enhancements: Mode-C, inter-polarization amplitude for Scheme-B, larger values of L (>1, including 2, …, 10)

Agreement
For the Rel-19 Type-I single-panel (SP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, O1=O2 is 4
· FFS: Additional support for O1=O2 is 2 when RI=1-4 (including separate UE capability)

Agreement
For the Rel-19 Type-I codebook refinement for 48, 64, and 128 CSI-RS ports, the (N1,N2) values for P=64 are supported as a part of the respective basic feature, while those for P=48 and P=128 are supported as two separate UE capabilities

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports, the UCI parameters are captured in the tables below for Scheme-A and Scheme-B:
· Note: The second column includes the location of the parameters when reported with two-part UCI
· FFS (RAN1#117): Select between Alt1 and Alt2 for Scheme-B

Scheme-A
	Parameter
	UCI
	Details/description
	Status

	RI
	Part 1
	Same as Rel-15 Type-I SP: RI=v
	Complete

	Wideband CQI for the first TB
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Subband differential CQI for the first TB (*)
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Wideband CQI of the second TB
	Part 2

Wideband
	Same as Rel-15 Type-I SP
Only present when v >4 
	Complete

	Subband CQI of the second TB (*)
	Part 2

Subband
	Same as Rel-15 Type-I SP
Only present when v >4
	Complete

	First SD basic vector selection indicator
	Part 2 

Wideband
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of Rel-15 Type-I SP codebookMode=1
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	Second SD basis vector selection indicator
	Part 2 

Wideband
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of R15 Type-I codebookMode=1 
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	Inter-pol co-phase selection indicator
	Part 2

Wideband or Subband (**)
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of R16 Type-I codebookMode=1
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending



Scheme-B
	Parameter
	UCI
	Details/description
	Status

	RI
	Part 1
	Same as Rel-15 Type-I SP: RI=v
	Complete

	Wideband CQI for the first TB
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Subband differential CQI for the first TB (*)
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Wideband CQI of the second TB
	Part 2

Wideband
	Same as Rel-15 Type-I SP
Only present when v>4
	Complete

	Subband CQI of the second TB (*)
	Part 2

Subband
	Same as Rel-15 Type-I SP
Only present when v >4
	Complete

	SD basis oversampling (rotation) factor q1, q2
	Part 2

Wideband
	v=1-4: Values of q1, q2 follow Rel-16 eType-II,  bit indicator
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	SD basis vector selection indicator for each layer
	Alt1: Part 1
Alt2: Part 2 

Wideband
	v=1-4: 
· Alt1:  bit indicator per layer l=1, …, RIMAX
· Alt2:  bit indicator per layer l=1, …, v
v=5-8: FFS
	Pending

	Inter-pol co-phase selection indicator for each layer
	Part 2

Wideband or Subband (**)
	v=1-4: 
· Alt1: QPSK with orthogonality constraints across v layers
· Alt2: QPSK: 2-bit indicator per layer l=1,…,v
v=5-8: FFS
	Pending


(*): Not included when CQI reporting granularity is set to ‘wideband’
(**): Wideband when PMI reporting is set to ‘wideband’, Subband when PMI reporting granularity is set to ‘subband’

Agreement
For the Rel-19 Type-I SP and Type-II codebook refinements for 48, 64, and 128 CSI-RS ports via aggregating K>1 CSI-RS resources, regarding timeline, introduce two UE capabilities:
· Capability 1: Reuse legacy Z/Z’ values
· Capability 2: Scale the legacy timeline Z/Z’ by ceil(P/32) where P is the total number of ports across all the K aggregated CSI-RS resources
FFS: CPU occupation and active resource counting
Note: 
· The legacy timeline Z/Z’ for Type-I corresponds to Z1/Z1’ in Table 5.4-2 of TS38.214 for Type-I WB SP-CSI with at most 4 CSI-RS ports in a single resource without CRI, and Z2/Z2’ for other Type-I cases
· The legacy timeline Z/Z’ for Type-II corresponds to Z2/Z2’

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports, regarding CBSR design:
· 1-bit hard restriction is supported (analogous to Rel-15 Type-I)
· FFS: 3-bit scaling factor for soft restriction with the scaling factor taken into account in CQI/PMI calculation
· Moving (N1, N2) configuration out from CBSR IE and the CBSR can be optional configured
· Send LS to RAN2, and subject to RAN2 consent
· -bit CBSR where each bit in the CBSR is associated with a set of X1X2 SD basis vectors, where the set includes X1 adjacent SD basis vectors along the N1 direction and/or X2 adjacent SD bases along the N2 direction
· FFS: Value(s) of X1 and X2 and detailed design/spec impact 
FFS: Whether/how to enable shared CBSR in RRC configuration for Type-I/II codebooks with a same (N1,N2).
R1-2403649	DRAFT LS to RAN2 on CBSR for Rel-19 MIMO	Samsung

Agreement
For the Rel-19 Type-I multi-panel (MP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, decide, by RAN1#117, whether to support Type-I multi-panel (MP) codebook refinement in Rel-19. 
If supported, decide from the following alternatives:
· Scheme1. Based on Rel-15 Type-I MP design directly extended with Ng=K (2, 3, and 4), and new (N1, N2) values
· Scheme2. Based on Scheme4/6 as described in the RAN1#116 agreement
· W1 structure: Reuse legacy Rel-15 Type-I SP SD basis selection with L=1 independently for each of the K NZP CSI-RS resources
· W2 structure:
· Legacy Rel-15 Type-I inter-polarization co-phasing rules independently in each resource,
· Layer-common inter-resource M-PSK co-phasing, where M is further down-selected from {2,4}
· FFS: Whether inter-resource co-phasing is wideband or per subband. 
If so, decide, by RAN1#117, whether port mapping scheme similar to, e.g. Rel-18 Type-II CJT, needs to be specified. 
Note: This topic is lower priority compared to the Rel-19 Type-I SP codebook refinement

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, decide, by RAN1#117, from the following schemes:
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed  rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.
· Scheme3: the 1st beam is freely selected and subsequent 2 beams (RI=5-6) or 3 beams (RI=7-8) are freely selected such that they are orthogonal in at least one dimension (horizontal or vertical). Layers are mapped to the selected SD basis vectors following legacy Rel-15 for RI=5-8. One co-phasing across all layers ∈{1,j} following legacy Rel-15 Type-I RI=5-8
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed)
· Other schemes are not precluded

Agreement
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, except for Parameter Combination 8 from Rel-17 FeType-II PS, all legacy Parameter Combinations from Rel-16 eType-II (regular), Rel-18 Type-II Doppler (regular), and Rel-17 FeType-II PS are supported

Agreement
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, on CBSR, refine the legacy CBSR as follows:
· Only 1-bit hard restriction is supported (analogous to Rel-18 Type-II)
· Moving (N1, N2) configuration out from CBSR IE and the CBSR can be optional configured
· Send LS to RAN2, and subject to RAN2 consent. Final LS in R1-2403650.
· Group-based CBSR granularity where each bit in the CBSR is associated with a set of X1X2 SD basis vectors, where the set includes X1 adjacent SD basis vectors along the N1 direction and/or X2 adjacent SD bases along the N2 direction
· FFS: Value(s) of X1 and X2 and detailed design/spec impact 
FFS: Whether/how to enable shared CBSR in RRC configuration for Type-I/-II codebooks with a same (N1,N2).

Agreement
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports based on Rel-18 Type-II Doppler codebook, 
· On UCI omission rules, fully reuse the legacy Rel-18 Type-II Doppler design
· On the definition and detailed design of UCI parameters, fully reuse the legacy Rel-18 Type-II Doppler design

Conclusion 
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, on SD basis selection indication, there is no consensus on additional spec enhancement. Therefore, the same approach as legacy (using a layer-common -bit indicator) is reused
· Note: How to trade-off memory and calculation is left to implementation

Agreement
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports based on the Rel-18 Type-II Doppler codebook, support the following aperiodic CMR configuration:
· A UE can be configured with KDOPP = {4, 8, 12} CSI-RS resource groups for the purpose of aperiodic CMR as needed by Type-II Doppler CSI
· The time separation between the first resources from two consecutive groups (=m) can be configured from {1, 2} 
· FFS: The need for additional restriction in time domain
· Each CSI-RS resource group comprises K NZP CSI-RS resources (K defined in previous agreements) for aggregation associated with a same CSI-RS resource set assuming the agreed resource set rules for Rel-19 Type-I/II codebooks
· All the KDOPP CSI-RS resource groups are associated with a same CSI-RS resource set configuration
FFS: the determination of CSI-RS resource group that a CSI-RS resource is associated with

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, support the following time-domain behaviours:
· For Rel-15 Type-I SP codebook:
· Aperiodic CSI (channel(s) and multiplexing rules follows legacy)
· Periodic CSI (channel(s) and multiplexing follows legacy), hence wideband PMI only
· Semi-persistent CSI (channel(s) and multiplexing rules follows legacy)
· For Rel-16 eType-II codebook:
· Semi-persistent CSI on PUSCH (channel(s) and multiplexing rules follows legacy)
· Aperiodic CSI (channel(s) and multiplexing rules follows legacy)

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, the following report quantities are supported:
· ‘cri-RI-PMI-CQI ‘
· ‘cri-RI-LI-PMI-CQI’ (only for Type-I)
· FFS: ‘cri-RI-i1-CQI’ (only for Type-I)
· FFS: ‘cri-RI-i1’ (only for Type-I)

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, 
· For Rel-15 Type-I Single Panel codebook, M is NW-configured via higher-layer (RRC) signaling with candidate value(s) of {1, …, min(4,KS)}
· The maximum value of M is subject to UE capability
· For Rel-16 eType-II, M=1 is supported
· The maximum value of KS is {1,2,3,4} and subject to UE capability 
· The support for Rel-16 eType-II is a separate UE capability at least from the support for Rel-19 Type-I and Type-II codebook refinements
· FFS (RAN1#116bis): The support for M=2, and if so, the value of M={1, 2} is NW-configured via higher-layer (RRC) signaling, and if additional restriction(s) are needed
FFS: The determination of M reported beams
Note: Selection algorithm of CRI(s) from measurement of KS>1 NZP-CSI-RS resources is up to UE implementation.

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, for M>1, SD basis selection is independently signalled per CRI (per CSI-RS resource)

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, 
· When M>1, the M PMIs are independently calculated and indicated
· with the Rel-16 eType-II codebook and KS={1,2,3,4}, support M=2 with a maximum of 16 ports per resource, R=1 only, and a maximum UCI payload of 1706 bits.  
· The value of M={1, 2} is NW-configured via higher-layer (RRC) signalling
· The maximum value of M is subject to UE capability
· on the configured KS>1 NZP CSI-RS resources, reuse the legacy IMR rule for the Rel-15 CRI-based reporting for NZP CSI-RS resource for interference measurement, i.e. only 1 NZP CSI-RS resource for interference measurement can be configured

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, for M>1, the M CRIs (each with  bits) are separated indicated 
· FFS: whether to support NW configuring/requesting the UE to report CRI/RI/PMI/CQI associated with MR (<M) of KS CSI-RS resources, including whether further reduction in the number of hypotheses is supported, i.e. reporting (M – MR) CRIs (each with  bits)

[bookmark: _Hlk163785876]Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding the applicable type(s) of the configured NTRP NZP CSI-RS resources/resource sets when ReportQuantity is ‘cjtc-Dd’ (Doffset+d) or ‘cjtc-F’ (frequency offset), periodic TRS (‘CSI-RS for tracking’) resource set is used for each of the NTRP NZP CSI-RS resource sets
· Extend the maximum allowed number of TRS resource sets to 4 (note: legacy supports max. 3 from Rel-18 TDCP)
· FFS: Whether all the resources across the NTRP TRS resource sets are configured with the same bandwidth
· FFS: Whether aperiodic TRS resource set can also be used
· FFS: Whether CSI-RS for CSI can also be used
· FFS: Whether different RE locations (FDM) are supported for the RSs
· FFS: additional time separation between RSs 
· FFS: The exact number of CSI-RS resource(s) within each TRS resource set
· FFS: applicable type(s) if joint reporting of both Doffset/d and FO is supported

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, given the NTRP configured NZP CSI-RS resources/resource sets and the selected N resources/resource sets, support reporting, in one CSI reporting instance, {n, , n=0, 1, …, N – 1, n≠nref, =0,1,…,-1}, where n, denotes the measured phase offset between the n-th CSI-RS resource/resource set and the reference CSI-RS resource/resource set nref for the -th frequency unit 
·  =1 is supported
· FFS: whether >1 (sub-band reporting) is also supported. For this decision, companies are encouraged to evaluate performance loss without the support of >1 due to phase offset induced by TX-RX timing misalignment. 
· The value n, indicates a uniformly quantized phase between –A and A, or 0 and A
· FFS: supported quantization alphabet(s) (including A and resolution) for n, 
· FFS: Detailed UCI design

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding the applicable type(s) of the configured NTRP NZP CSI-RS resources/resource sets when ReportQuantity is ‘cjtc-P’ (DL/UL phase offset), single-port CSI-RS(s) for CSI is used 
· FFS: Whether multi-port CSI-RS for CSI can also be used 
· FFS: Whether all the ‘CSI-RS for CSI’ resources within each resource set follow the legacy pre-Rel-19 rules of CSI-RS resources associated with a same resource set, and whether only 1 or NTRP >1 resource sets are used
· FFS: The exact number of CSI-RS resource(s) within each resource set
· FFS: Whether different RE locations (FDM) are supported for the RSs
· FFS: additional restrictions e.g. time separation between RSs, bandwidth

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, for a given CJT calibration report of one [or more] CJT calibration report type, the nref is selected by the UE and reported as a part of the CJT calibration report
· Note: CJT calibration report type refers to the Doffset/d report, FO report, and, TDD PO report

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting of {FOn , n=0, 1, …, NTRP – 1, n≠nref}, the value of FOn indicates a uniformly quantized frequency offset between 0 and AFO 

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding frequency offset reporting,  and  represents an ‘invalid’ state

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the dynamic range and resolution parameters for frequency offset reporting FOn, i.e. (AFO, MFO), are NW-configured via higher-layer (RRC) signalling from the following candidate values:
· AFO = {0.01ppm, 0.1ppm, 0.2ppm, f, f/2, f/4,f/8, 1/(4t), 1/(8t), 1/(16t), 1/(32t), 1/(512t)} where f and t denote the SCS and duration of one OFDM symbol, respectively
· FFS: Further down-selection of the above candidate values for AFO, including the use of a same unit for all supported values
· MFO = {16,32}
FFS: Whether additional restriction(s) based on CSI-RS configuration is supported, including implicit configuration of quantization range

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting of {(Dn,offset, dn), n=0, 1, …, NTRP – 1, n≠nref}, regarding the interval  which Dn,offset falls into,  is uniformly spaced between 0 and AD, i.e. , with  and  represent ‘out-of-range’

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the dynamic range and resolution parameters for delay offset reporting Dn,offset, i.e. (AD, MD), are NW-configured via higher-layer (RRC) signalling from the following candidate values:
· AD ={0.5CP, 0.75CP, CP, 1.5CP, 2CP, , , } where CP and  denote the length of the cyclic prefix according to the current specifications (for normal CP) within a slot and the SCS, respectively
· FFS: Further down-selection of the above candidate values for AD, including the use of a same unit for all supported values
· MD ={32, 64}
· FFS: If TDD TX/RX timing misalignment report is supported, whether different set of candidate MD values is needed
In addition, the inside/outside range for the 1-bit indicator dn is equal to [0, CP].
FFS: Further implicit/explicit restriction(s) on candidate value(s) depending on the CSI-RS configuration

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding phase offset reporting, the value n, indicates a uniformly quantized phase between 0 and 2

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the resolution parameters for n, i.e. M, are NW-configured via higher-layer (RRC) signalling from the candidate values {16, 32}, where .

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the UE reports for all the configured NTRP NZP CSI-RS resources/resource sets
· FFS (by RAN1#116bis): Whether an ‘invalid’ or ‘out-of-range’ quantization state/hypothesis is supported for all the types of CJT calibration reporting. Note that ‘out-of-range’ is supported for the (Dn,offset, dn) reporting

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, an ‘invalid’ quantization state/hypothesis is supported for frequency offset and phase offset CJT calibration reporting
· Note: already supported as ‘out-of-range’ for the (Dn,offset, dn) reporting
· FFS (RAN1#117): The need for a condition/event for ‘invalid’ to be specified as a UE procedure e.g. RSRP-based

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, at least for a CJT calibration report consisting only one type, support one-part UCI on PUSCH 

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, in addition to reporting one type of CJT calibration report in one report, at least support reporting {(Dn,offset, dn), n=0, 1, …, NTRP – 1, n≠nref1} and {FOn , n=0, 1, …, NTRP – 1, n≠nref2} in one report
· nref1 and nref2 are independently selected and indicated by the UE,
· One-part UCI is used

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding QCL assumptions, each of the NTRP DL-RSs can be configured with a TCI state via RRC signaling
· ‘The DL-RS’ refers to the CSI-RS configured for CJT calibration measurement
· FFS: Whether additional constraints are needed for the TCI state of the ‘DL-RS’

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, assuming the Rel-17/18 unified TCI framework, regarding TCI/QCL, the following is assumed:
· Based on the legacy support of up to 2 TCI states for PDSCH-CJT 

Agreement
For a UE indicated with two TCI states, regarding QCL assumptions for PDSCH, at least the following are supported: 
· Scheme C: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {Doppler shift} 
· Scheme D: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {average delay}
Per Rel-18, the support of two TCI states is a UE capability

Agreement
For a UE indicated with two TCI states, regarding QCL assumptions for PDSCH, support the following QCL assumption for PDSCH:
· Scheme E: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {Doppler shift, average delay}




In this contribution, we provide our views on the CSI enhancement in the following two areas. 
· CSI enhancement for up to 128 CSI-RS ports 
· CSI enhancement for time and frequency/phase offset measurement and report 
CSI enhancement for up to 128 ports 
In the current NR, each CSI resource can be configured with maximum 32 ports. Therefore, legacy MIMO CSI codebook such as Type I and Type II codebook only supports maximum 32 ports. There are two CSI enhancement in the past that allows support of more than 32 ports for multi-TRP operation. The first enhancement is the Rel-17 Type I codebook enhancement for Single-DCI Multi-TRP NCJT scheme 1a, i.e., SDM scheme that allows up to 2 TRPs, i.e., maximum total 64 ports across 2 TRPs. The other enhancement is Rel-18 Type II codebook enhancement for CJT that allows up to 4 TRPs, i.e., maximum total 128 ports across 4 TRPs. 

In Rel-19, there are the following two enhancement envisioned for the support of 128 ports.
· Type I/II codebook enhancement for up to 128 ports 
· CRI enhancement for hybrid forming 

As illustrated in Figure 1, both enhancement try to cover the two different deployment scenarios for up to 128 ports, i.e., Type I/II codebook enhancement to cover the fully digital beamforming/precoding, and CRI enhancement to cover the hybrid beamforming. Using 128 antenna elements as an example, as illustrated by the left part of Figure 1, fully digital beamforming is capable of independent digital adjustment (i.e., TxRU), at least for phase for each antenna element. For hybrid beamforming as illustrated by the right part of Figure 1, gNB is still only capable of 32 digital adjustment (i.e., TxRU). To use the 128 antenna elements, every 4 antenna elements are mapped to different TxRU for port virtualization. Different mapping, such as vertical beamforming and/or azimuth beamforming can be used. NW can use multiple CSI-RS resources to sweep different mapping. From UE side, UE can report the CRI, i.e., CSI-RS resource indicator, to select the preferred mapping.


[image: A diagram of a diagram

Description automatically generated with medium confidence]
Figure 1 Fully digital and Hybrid beam forming for up to 128 ports
2.1	 Type I/II codebook enhancement for up to 128 ports 
As discussed previously, Type I/II codebook enhancement for up to 128 ports is intended to support fully digital beamforming/precoding. 

One remaining issue from the last RAN1#116bis meeting is how to support Type I Single Panel (SP) codebook enhancement for RI=5-8. For RI=1-4, we already agreed the following two codebook structures

	Agreement
For the Rel-19 Type-I single-panel (SP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, support the following:
· Scheme-A (based on Scheme1 in RAN1#116 agreement): Adding new (N1, N2) values for the Rel-15 Type-I single-panel codebook mode-1 (L=1) where 2N1N2 (>32) is the total number of CSI-RS ports across aggregated NZP CSI-RS resources, and for rank-3/4, follow legacy mechanisms for <16 ports
· Scheme-B (based on Scheme2 in RAN1#116 agreement): Adding new (N1, N2) values where 2N1N2 (>32) is the total number of CSI-RS ports across aggregated NZP CSI-RS resources, and
· W1 structure: 
· For each layer, reuse legacy Rel-16 eType-II SD basis with L=1 to determine the DFT-based SD basis candidates
· For 1<RI≤4, L=1 SD basis vector is independently selected for different layers
· The SD basis selection indication includes layer-common (q1,q2) and  bits for each layer
· Note: This implies that each of the SD basis vectors is selected from a group of N1N2 orthogonal basis vectors
· W2 structure: Layer-specific inter-polarization co-phasing with the alphabet {+1, +j, -1, -j}
FFS (RAN1#116bis): For Rel-19 Type-I SP, whether to support Mode-C based on Scheme5 in RAN1#116 agreement with L=1 for RI=2-4
FFS (RAN1#116bis): For Rel-19 Type-I SP, whether inter-polarization amplitude for Mode-B can also be supported
FFS: Discuss further if Rel-19 Type-I MP extension based on scheme 4 is needed



For RI=5-8, we have the following candidate codebook structures to select from 
	Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, decide, by RAN1#117, from the following schemes:
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed  rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.
· Scheme3: the 1st beam is freely selected and subsequent 2 beams (RI=5-6) or 3 beams (RI=7-8) are freely selected such that they are orthogonal in at least one dimension (horizontal or vertical). Layers are mapped to the selected SD basis vectors following legacy Rel-15 for RI=5-8. One co-phasing across all layers ∈{1,j} following legacy Rel-15 Type-I RI=5-8
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed)
· Other schemes are not precluded



In general, we believe it is desirable to reduce the total number of different codebook design for Type I SP codebook. Scheme 1 can be considered as a nature extension of Scheme-A agreed for RI=1-4. For Scheme-B agreed for RI=1-4, we think scheme 2 can be considered which shares more similarity compared to Scheme 3 and Scheme 4. Therefore, we have the following proposal  

Proposal 1.1, For the Rel-19 Type I SP codebook enhancement for up to 128 ports with RI=5-8, prioritize the following two schemes
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed   rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.

Another issue to be resolved in the next RAN1#117 meeting is the Type I SP codebook UCI design with the following two alternatives

		Parameter
	UCI
	Details/description
	Status

	…
	
	
	

	SD basis vector selection indicator for each layer
	Alt1: Part 1
Alt2: Part 2 

Wideband
	v=1-4: 
· Alt1:  bit indicator per layer l=1, …, RIMAX
· Alt2:  bit indicator per layer l=1, …, v
v=5-8: FFS
	Pending

	Inter-pol co-phase selection indicator for each layer
	Part 2

Wideband or Subband (**)
	v=1-4: 
· Alt1: QPSK with orthogonality constraints across v layers
· Alt2: QPSK: 2-bit indicator per layer l=1,…,v
v=5-8: FFS
	Pending






Among these two alternative, we believe Alt2 provides more flexibility in terms of the special basis selection and co-phasing indication, therefore, we have the following proposal 

Proposal 1.2, For the Rel-19 Type I SP codebook enhancement for up to 128 ports, regarding UCI parameters
· For “SD basis vector selection indicator for each layer”, support Alt2:  bit indicator per layer l=1, …, v
· For “Inter-pol co-phase selection indicator for each layer”, support Alt2: QPSK: 2-bit indicator per layer l=1,…,v

Last, but not the least, we need to determine whether to support Type I Multi-Panel (MP) codebook enhancement for up to 128 ports. Overall, both Type I MP codebook and Type II Port Selection (PS) codebook have not shown meaningful deployment in practice, we prefer to deprioritize  Type I MP codebook

Proposal 1.3, For the Rel-19 Type I codebook enhancement for up to 128 ports, deprioritize Type I MP codebook
2.2	 CRI enhancement for up to 128 ports 
In the last RAN1#116bis meeting, when multiple CRIs are reported in the same CSI, we already agreed that PMIs are independently reported. We prefer the similar design for RI/CQI report with the following proposal 

Proposal 1.4 For CRI enhancement for up to 128 ports, when multiple CRIs are reported in the same CSI report, RI/CQI are independently reported for each CRI

To simplify the processing and specification, it is also desirable to have the following restrictions for the CMR configuration 

Proposal 1.5, For CRI enhancement for up to 128 ports, consider the following restrictions when more than 1 CSI-RS resource can be configured as CMR
· All CSI-RS resources configured for the same CSI report should have the same powerControlOffset
· All CSI-RS resources configured for the same CSI report should have the same powerControlOffsetSS

Furthermore, for IMR (Interference Measurement Resource), we have the following restriction, i.e., the number of CSI-IM resources must be the same as the number of CSI-RS resources with one-to-one mapping

[image: ]
For hybrid forming, we can simplify the CSI-IM configuration by allowing single CSI-IM resource to be mapped to multiple CS-RS resources 

Proposal 1.6, For CRI enhancement for up to 128 ports, in terms of the IMR (Interference Measurement Resource) configuration
· Consider allowing 1 CSI-IM to be configured for and mapping to multiple CSI-RS resources 
CSI enhancement for time and frequency/phase offset measurement and report 
For CSI enhancement for time and frequency/phase offset measurement and report, the intention is to facilitate the OTA calibration at the NW side for CJT (Coherent Joint Transmission) across multiple TRPs. We already agreed three types of offset report, i.e., (1) Frequency offset report, (2) Delay offset report, (3) Phase offset report. Regarding the unit for the report, we have the following proposals
Proposal 2.1, For CSI enhancement for delay and frequency offset measurement and report, single unit should be considered frequency offset and delay offset 
· For frequency offset report, the unit can be SCS 
· For delay offset report, the unit can be CP
· Note: The SCS and CP is based on the channel measurement resource 

For phase offset report, the question is whether to support subband report. It is important to note that, 1ns is around 0.3 meters, and 50ns is around 15 meters. UE location could already lead to different propagation delay from different TRP in CJT operation with tens of ns. However, in Rel-18 CJT Type II codebook, we already introduce the delay handing as part of frequency basis report. Therefore, we do not think we need to have subband phase report.

Proposal 2.2, For CSI enhancement for phase offset measurement and report, subband report is not supported

For NW side OTA calibration, one or more UEs can measure and report the time and frequency/phase offset back to the NW. To get accurate measurements from the UEs, it is desirable to select a subset of UEs to perform such calibration. For example, UEs who are in the following conditions may send UAI message back to network indicating the UE is a good candidate to perform the calibration operation: 
· The UE has enough battery life and not in UE power saving mode. 
· The UE is in low mobility condition during the calibration procedure.
· The UE is in good SNR condition to all the TRPs for accurate time/frequency offset estimation.

Proposal 2.3, For CSI enhancement for time and frequency/phase offset measurement and report, enable UE preference feedback to facilitate the set of UE selection at the NW for OTA calibration. 
Conclusion
In contribution, we provide our views on the CSI enhancement in the following 2 areas for Rel-18 MIMO evolution. 
· CSI enhancement for up to 128 CSI-RS ports 
· CSI enhancement for time and frequency/phase offset measurement and report 
We have the following proposals. 
CSI enhancement for up to 128 CSI-RS ports 
Proposal 1.1, For the Rel-19 Type I SP codebook enhancement for up to 128 ports with RI=5-8, prioritize the following two schemes
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed   rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.

Proposal 1.2, For the Rel-19 Type I SP codebook enhancement for up to 128 ports, regarding UCI parameters
· For “SD basis vector selection indicator for each layer”, support Alt2:  bit indicator per layer l=1, …, v
· For “Inter-pol co-phase selection indicator for each layer”, support Alt2: QPSK: 2-bit indicator per layer l=1,…,v

Proposal 1.3, For the Rel-19 Type I codebook enhancement for up to 128 ports, deprioritize Type I MP codebook

Proposal 1.4 For CRI enhancement for up to 128 ports, when multiple CRIs are reported in the same CSI report, RI/CQI are independently reported for each CRI

Proposal 1.5, For CRI enhancement for up to 128 ports, consider the following restrictions when more than 1 CSI-RS resource can be configured as CMR
· All CSI-RS resources configured for the same CSI report should have the same powerControlOffset
· All CSI-RS resources configured for the same CSI report should have the same powerControlOffsetSS

Proposal 1.6, For CRI enhancement for up to 128 ports, in terms of the IMR (Interference Measurement Resource) configuration
· Consider allowing 1 CSI-IM to be configured for and mapping to multiple CSI-RS resources 

CSI enhancement for time and frequency/phase offset measurement and report
Proposal 2.1, For CSI enhancement for delay and frequency offset measurement and report, single unit should be considered frequency offset and delay offset 
· For frequency offset report, the unit can be SCS 
· For delay offset report, the unit can be CP
· Note: The SCS and CP is based on the channel measurement resource 

Proposal 2.2, For CSI enhancement for phase offset measurement and report, subband report is not supported

Proposal 2.3, For CSI enhancement for time and frequency/phase offset measurement and report, enable UE preference feedback to facilitate the set of UE selection at the NW for OTA calibration. 
Reference 
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