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	[bookmark: OLE_LINK206]The CAPC value restriction, i.e., at most equal to the channel access priority class value initiated the channel occupancy, shall be applied in all the cases , i.e., no exceptional cases have been identified. Therefore, when a COT initiating UE resumes its transmission, the aforementioned restriction shall also be met. The following conclusion has been reached during last RAN1 meeting but the specification has not reflected this until now.
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When a UE resumes SL transmission(s) within its own COT, the CAPC value corresponding to the SL transmission(s) is at most equal to the CAPC value used to initiate the channel occupancy.
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[bookmark: OLE_LINK4]
· 4.5.2	Type 2 SL channel access procedure
<Unchanged parts omitted>
This clause describes channel access procedures by UE where the time duration spanned by the sensing slots that are sensed to be idle before a SL transmission(s) is deterministic. 
Type 2A SL channel access procedure as described in clause 4.5.2.1 is applicable to the following transmission(s) performed by a UE:
-	If a UE intends to transmit a SL transmission at least    after a SL transmission by another UE in a shared channel occupancy as described in clause 4.5.3, the UE uses Type 2A SL channel access procedures for the SL transmission.
-	If a UE intends to transmit only S-SSB in transmission(s) where the time duration of S-SSB transmission(s) is at most  with a duty cycle of at most , the UE uses Type 2A SL channel access procedures for the SL transmission(s).
-	When a UE initiates a channel occupancy on a channel to transmit SL transmission(s) within the channel occupancy, if the UE stops transmitting on the channel, the UE can resume SL transmission(s) within the channel occupancy on the channel after performing Type 2A channel access procedures as described in clause 4.5.2.1 if the UE continuously senses the channel to be idle before resuming transmission. The channel access priority class value corresponding to the resumed SL transmission(s) is at most equal to the channel access priority class for the UE to initiate the channel occupancy.
Type 2B or Type 2C SL channel access procedures as described in clauses 4.5.2.2 and 4.5.2.3, respectively, are applicable to the transmission(s) performed by a UE following transmission(s) by a UE after a gap of  or up to , respectively, in a shared channel occupancy as described in clause 4.5.3.

