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[bookmark: _Toc29917329][bookmark: _Toc161999165][bookmark: _Toc45699231][bookmark: _Toc29899593][bookmark: _Toc29899175][bookmark: _Toc36498203][bookmark: _Toc29894876]16.1	Synchronization procedures
A UE receives the following SL synchronization signals in order to perform synchronization procedures based on S-SS/PSBCH blocks: SL primary synchronization signals (S-PSS) and SL secondary synchronization signals (S-SSS) [4, TS 38.211]. 
A UE assumes that reception occasions of a physical sidelink broadcast channel (PSBCH), S-PSS, and S-SSS are in consecutive symbols [4, TS 38.211] and form a S-SS/PSBCH block.
For reception of a S-SS/PSBCH block, 
-	for operation without shared spectrum channel access, or for operation with shared spectrum channel access and when sl-NumOfSSS-Brepetition is not provided and for RB-set , a UE assumes a frequency location corresponding to the subcarrier with index 66 in the S-SS/PSBCH block [4, TS 38.211], is provided by
-	sl-AbsoluteFrequencySSB, for operation without shared spectrum channel access or when RB-set  is the anchor RB-set that is the RB set that includes the S-SS/PSBCH block
-	a corresponding value in sl-AbsoluteFrequencySSB-NonAnchorList when RB-set  is a non-anchor RB-set
-	for operation with shared spectrum channel access when sl-NumOfSSS-Brepetition is provided and in RB-set , a UE assumes a frequency location corresponding to the subcarrier with index 66 in the S-SS/PSBCH block [4, TS 38.211] is provided by +, where
-	 is a frequency location of a lowest S-SS/PSBCH block in RB-set , where  is provided by 
-	sl-AbsoluteFrequencySSB when RB-set j is the anchor RB-set, 
-	a corresponding value in sl-AbsoluteFrequencySSB-NonAnchorList when RB-set  is a non-anchor RB-set
-	 is an index of an S-SS/PSBCH block from repeated S-SS/PSBCH blocks in the frequency domain and within the RB-set , where , and  is provided by a value in sl-NumOfSSS-Brepetition corresponding to RB-set ;
-	 is a number of resource blocks, provided by sl-GapRepeatedSSBsl-GapBetweenSSSBRepetition, for a gap between two adjacent repeated S-SS/PSBCH blocks;
-	 is a number of resource blocks for a S-SS/PSBCH block transmission with SCS configuration .
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