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<Unchanged parts omitted>
For a PRACH transmission by a UE triggered by a PDCCH order or an LTM cell switch command MAC CE, the PRACH mask index field, if the value of the random access preamble index field is not zero, indicates the PRACH occasion for the PRACH transmission where the PRACH occasions are associated with the SS/PBCH block index indicated by the SS/PBCH block index field of the PDCCH order and, if any, a cell indicator field indicates a cell for the PRACH transmission [5, TS 38.212]. If the UE is provided  by cellSpecificKoffset, the PRACH occasion is after slot  where  is the slot of the UL BWP for the PRACH transmission that overlaps with the end of the PDCCH order reception assuming , and  is the SCS configuration for the PRACH transmission. If the PDCCH reception for the PDCCH order includes two PDCCH candidates from two linked search space sets based on searchSpaceLinkingId, as described in clause 10.1, the last symbol of the PDCCH reception is the last symbol of the PDCCH candidate that ends later. The PDCCH reception includes the two PDCCH candidates also when the UE is not required to monitor one of the two PDCCH candidates as described in clauses 10 (except clause 10.4), 11.1, 11.1.1 and 17.2.
For a PRACH transmission triggered by higher layers, if ssb-ResourceList is provided, the PRACH mask index is indicated by ra-ssb-OccasionMaskIndex which indicates the PRACH occasions for the PRACH transmission where the PRACH occasions are associated with the selected SS/PBCH block index.
The PRACH occasions are mapped consecutively per corresponding SS/PBCH block index. The indexing of the PRACH occasion indicated by the mask index value is reset per mapping cycle of consecutive PRACH occasions per SS/PBCH block index. The UE selects for a PRACH transmission the PRACH occasion indicated by PRACH mask index value for the indicated SS/PBCH block index in the first available mapping cycle. 
For the indicated preamble index, the ordering of the PRACH occasions is
-	First, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions
-	Second, in increasing order of time resource indexes for time multiplexed PRACH occasions within a PRACH slot
-	Third, in increasing order of indexes for PRACH slots 
For a PRACH transmission with  preamble repetitions, a set consists of  valid PRACH occasions that are consecutive in time, use same frequency resources, and are associated with same one or more SS/PBCH block index(es), and each SS/PBCH block index is associated with same preamble indexes in all valid PRACH occasions within the set.
For a PRACH transmission with preamble repetitions, a time period, starting from frame 0, is the smallest integer number of association pattern periods such that at least one set of valid PRACH occasions for each of the  SS/PBCH block indexes can be determined within the time period for all configured number of preamble repetitions. The set(s) of valid PRACH occasions for each configured number of preamble repetitions repeats every time period.
Within a time period, for set(s) of  valid PRACH occasions for a PRACH transmission with  preamble repetitions 
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any, is determined according to an ordering of valid PRACH occasions 
-	first, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions
-	second, in increasing order of time resource indexes for time multiplexed PRACH occasions 
where, for each frequency resource index for frequency multiplexed PRACH occasions
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any,  
-	is after msg1-RepetitionTimeOffsetROGroup consecutive valid PRACH occasions in time from the first valid PRACH occasion of the previous set, where each PRACH occasion is associated with same SS/PBCH block index(es) and each SS/PBCH block index is associated with same preambles, if msg1-RepetitionTimeOffsetROGroup is provided 
-	is after the PRACH occasions for the previous set, if msg1-RepetitionTimeOffsetROGroup is not provided
For a PRACH transmission triggered upon request by higher layers, a value of ra-OccasionList [12, TS 38.331], if csirs-ResourceList is provided, indicates a list of PRACH occasions for the PRACH transmission where the PRACH occasions are associated with the selected CSI-RS index indicated by csi-RS. The indexing of the PRACH occasions indicated by ra-OccasionList is reset per association pattern period.
Table 8.1-1: Mapping between PRACH configuration period and SS/PBCH block to PRACH occasion association period
	PRACH configuration period (msec)
	Association period (number of PRACH configuration periods)

	10
	{1, 2, 4, 8, 16}

	20
	{1, 2, 4, 8}

	40
	{1, 2, 4}

	80
	{1, 2}

	160
	{1}



For paired spectrum or supplementary uplink band all PRACH occasions are valid. 
[bookmark: _Hlk29801864]For unpaired spectrum, 
-	if a UE is not provided tdd-UL-DL-ConfigurationCommon, a PRACH occasion in a PRACH slot is valid if it does not precede a SS/PBCH block in the PRACH slot and starts at least  symbols after a last SS/PBCH block reception symbol, where  is provided in Table 8.1-2 and, if channelAccessMode = "semiStatic" is provided, does not overlap with a set of consecutive symbols before the start of a next channel occupancy time where the UE does not transmit [15, TS 37.213].
-	the candidate SS/PBCH block index of the SS/PBCH block corresponds to the SS/PBCH block index provided by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon, as described in clause 4.1
-	If a UE is provided tdd-UL-DL-ConfigurationCommon, a PRACH occasion in a PRACH slot is valid if 
-	it is within UL symbols, or 
-	it does not precede a SS/PBCH block in the PRACH slot and starts at least  symbols after a last downlink symbol and at least  symbols after a last SS/PBCH block symbol, where  is provided in Table 8.1-2, and if channelAccessMode = "semiStatic" is provided, does not overlap with a set of consecutive symbols before the start of a next channel occupancy time where there shall not be any transmissions, as described in [15, TS 37.213]
-	the candidate SS/PBCH block index of the SS/PBCH block corresponds to the SS/PBCH block index provided by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon, as described in clause 4.1. 
For preamble format B4 [4, TS 38.211], . 
Table 8.1-2:  values for different preamble SCS 
	Preamble SCS
	

	1.25 kHz or 5 kHz
	0

	15 kHz or 30 kHz or 60 kHz or 120 kHz
	2

	480 kHz
	8

	960 kHz
	16



If a random access procedure is initiated by a PDCCH order or an LTM cell switch command MAC CE, the UE, if requested by higher layers, transmits a PRACH in the selected PRACH occasion, as described in [11, TS 38.321], for which a time between the last symbol of the reception of the PDCCH order or the last symbol of a PUCCH or PUSCH with HARQ-ACK information for the PDSCH providing the LTM cell switch command MAC CE reception and the first symbol of the PRACH transmission is larger than or equal to  msec, where 
-	 is a time duration of  symbols corresponding to a PUSCH preparation time for UE processing capability 1 [6, TS 38.214] assuming  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH order or the PDSCH carrying the LTM cell switch command MAC CE and the SCS configuration of the corresponding PRACH transmission 
-	 if the active UL BWP does not change, or if a cell indicator field in the PDCCH order indicates a non-serving cell [5, TS 38.212], and  is defined in [10, TS 38.133] otherwise 
-	 msec for FR1 and  msec for FR2
-	 is a switching gap duration as defined in [6, TS 38.214] 
-	 if a cell indicator field in the PDCCH order indicates a serving cell or if cell indicator field is not present, and  is defined in [10, TS 38.133] otherwise
-	 if a cell indicator field in the PDCCH order indicates a serving cell or if cell indicator field is not present, and  is defined in [10, TS 38.133] otherwise
-	 if the PRACH transmission is initiated by an LTM cell switch command MAC CE and  otherwise


