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	Reason for change:
	Regarding multicast MBS for inactive state, the following agreement was made in the previous meeting.

	 Agreement
For a UE with BB bandwidth reduction, for multicast MBS for inactive state specified in Rel-18, UE is not required to decode the PDSCH if the number of PRBs scheduled in DCI scrambled with G-RNTI or MCCH-RNTI is larger than 25/15 PRBs for 15/30 kHz SCS.



The existing specification text currently lacks the RNTI type used to support multicast MBS for the INACTIVE RRC mode.     

	
	

	Summary of change:
	Add the INACTIVE mode RNTI type, multicast-MCCH-RNTI, to the list of PDSCHs that share this 25/12 PRB limitation.

	
	

	Consequences if not approved:
	Incomplete specification for Rel-18 eRedcap UEs supporting Rel-18 multicast in inactive mode.
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< Unchanged parts are omitted >
[bookmark: _Toc161999194]17.1A	Second procedures for RedCap UE
In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfERedCap.
A UE that has not indicated eRedCapNotReducedBB-BW does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot.
A UE that has not indicated eRedCapNotReducedBB-BW does not expect to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a C-RNTI, CS-RNTI, MCS-C-RNTI, G-RNTI for multicast, multicast-MCCH-RNTI or G-CS-RNTI, or is associated with a SPS PDSCH configuration activated by a DCI format with CRC scrambled by CS-RNTI or G-CS-RNTI, over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE that has not indicated eRedCapNotReducedBB-BW is not required to process a PDSCH reception in slot  that is scheduled by a DCI format with CRC scrambled by a G-RNTI for broadcast or a MCCH-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, when the PDSCH reception is with repetitions or when the UE receives another PDSCH in slot .
A UE is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a TC-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.
< Unchanged parts are omitted >


