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[bookmark: _Toc29673299][bookmark: _Toc29673158][bookmark: _Toc162184896][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567]5.1.6.5	PRS reception procedure
[bookmark: OLE_LINK2]<omitted text>
Within a positioning frequency layer, the DL PRS resources are sorted in the decreasing order of priority for measurement to be performed by the UE, with the reference indicated by nr-DL-PRS-ReferenceInfo being the highest priority for measurement, and the following priority is assumed:
-	Up to 64 NR-SelectedDL-PRS-IndexPerTRP of the DL PRS positioning frequency layer are sorted according to priority if nr-SelectedDL-PRS-IndexListPerFreq is provided, or up to 64 NR-DL-PRS-AssistanceDataPerTRP of the frequency layer are sorted according to priority; except when the UE is requested to perform aggregated measurement(s), in which case:
-	A DL PRS ID associated with DL PRS bandwidth aggregation linkage has higher priority than a DL PRS ID not associated with DL PRS bandwidth aggregation linkage. If multiple DL PRS ID are associated with DL PRS bandwidth aggregation linkage, they are sorted according to priority.
-	Up to 2 DL-SelectedPRS-ResourceSetIndex per dl-PRS-ID of the DL PRS positioning frequency layer are sorted according to priority if dl-SelectedPRS-ResourceSetIndexList is provided, or up to 2 NR-DL-PRS-ResourceSet per dl-PRS-ID of the DL PRS positioning frequency layer are sorted according to priority except when the UE is requested to perform aggregated measurement(s), in which case:
-	A DL PRS resource set linked for a DL PRS bandwidth aggregation has higher priority than a DL PRS resource set not linked for DL PRS bandwidth aggregation. If multiple DL PRS resource sets are linked for DL PRS bandwidth aggregation, then they are sorted according to priority.
[bookmark: OLE_LINK3]The UE DL PRS processing capability is defined in [TS 37.355]. For the purpose of DL PRS processing capability, the duration K msec of DL PRS symbols within P msec window, is calculated by
-	Type 1 duration calculation with UE symbol level buffering capability

-	Type 2 duration calculation with UE slot level buffering capability

-	S is the set of slots based on the numerology of the DL PRS of a serving cell within the P msec window in the positioning frequency layer or across positioning frequency layers for bandwidth aggregation that contains potential DL PRS resources considering the actual nr-DL-PRS-ExpectedRSTD, nr-DL-PRS-ExpectedRSTD-Uncertainty provided for each pair of DL PRS Resource Sets.
-	For Type 1,  is the smallest interval in msec within slot  corresponding to an integer number of OFDM symbols based on the numerology of the DL PRS of a serving cell that covers the union of the potential DL PRS symbols and determines the DL PRS symbol occupancy within slot , where the interval  considers the actual nr-DL-PRS-ExpectedRSTD, nr-DL-PRS-ExpectedRSTD-Uncertainty provided for each pair of DL PRS resource sets (target and reference). 
[bookmark: OLE_LINK1]-	For Type 2,  is the numerology of the DL PRS, and  is the cardinality of the set .
<omitted text>

