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[bookmark: _Ref500079796][bookmark: _Toc12021450][bookmark: _Toc20311562][bookmark: _Toc26719387][bookmark: _Toc29894818][bookmark: _Toc29899117][bookmark: _Toc29899535][bookmark: _Toc29917272][bookmark: _Toc36498146][bookmark: _Toc45699172][bookmark: _Toc161831770]7.3.1	UE behaviour
< Unchanged parts are omitted >
-	For the SRS power control adjustment state for active UL BWP  of carrier  of serving cell  and SRS transmission occasion 
-	, where  is the current PUSCH power control adjustment state as described in clause 7.1.1, if srs-PowerControlAdjustmentStates indicates a same power control adjustment state for SRS transmissions and PUSCH transmissions; or
-	[image: ] if the UE is not configured for PUSCH transmissions on active UL BWP  of carrier  of serving cell , or if srs-PowerControlAdjustmentStates indicates separate power control adjustment states between SRS transmissions and PUSCH transmissions, and if tpc-Accumulation is not provided, where 
-	The  values are given in Table 7.1.1-1
-	 is jointly coded with other TPC commands in a PDCCH with DCI format 2_3, as described in clause 11.4
-	 is a sum of TPC command values in a set  of TPC command values with cardinality  that the UE receives between  symbols before SRS transmission occasion  and  symbols before SRS transmission occasion  on active UL BWP  of carrier  of serving cell  for SRS power control adjustment state, where  is the smallest integer for which  symbols before SRS transmission occasion  is earlier than  symbols before SRS transmission occasion 
-	if the SRS transmission is aperiodic,  is a number of symbols for active UL BWP  of carrier  of serving cell  after a last symbol of a corresponding PDCCH triggering the SRS transmission and before a first symbol of the SRS transmission 
-	if the SRS transmission is semi-persistent or periodic,  is a number of  symbols equal to the product of a number of symbols per slot, , and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP  of carrier  of serving cell  
-	If the first symbol of the SRS transmission occasion occurs within  after a last symbol of a PDCCH reception where the UE detects the DCI format providing the TPC command, the UE may postpone the application of the TPC until the above condition is not valid.  is the PUSCH preparation time for the corresponding UE processing capability [6, TS 38.214] assuming , and  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS.
< Unchanged parts are omitted >
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