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	Reason for change:
	The number of sub-channel in a resource pool with interlace-based structure should be determined by the number of interlaces in each RB set divided by the number of interlaces per sub-channel, rather than provided by higher layer parameter sl-NumSubchannel.

	
	

	Summary of change:
	In clause 16, correct the determination of the number of sub-channel in a resource pool when sl-TransmissionStructureForPSCCHandPSSCH = 'interlaceRB', which is equal to the number of interlaces in each RB set divided by the number of interlaces per sub-channel.

	
	

	Consequences if not approved:
	The determination of the number of sub-channel in a resource pool is incorrect.
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A UE is provided by SL-BWP-Config or SL-BWP-ConfigCommon a BWP for SL transmissions (SL BWP) with numerology and resource grid determined as described in [4, TS 38.211]. 
For a resource pool within the SL BWP, 
-	for operation without shared spectrum channel access, or for operation with shared spectrum channel access and when sl-TransmissionStructureForPSCCHandPSSCH = 'contiguousRB', the UE is provided by sl-NumSubchannel a number of sub-channels where each sub-channel includes a number of contiguous RBs provided by sl-SubchannelSize. The first RB of the first sub-channel in the SL BWP is indicated by sl-StartRB-Subchannel 
-	for operation with shared spectrum channel access and when sl-TransmissionStructureForPSCCHandPSSCH = 'interlaceRB', the UE is provided by sl-NumSubchannel a number of sub-channels in each RB set which is equal to the number of interlaces in each RB set divided by the where each sub-channel includes a number of interlaces per sub-channel, provided by sl-NumInterlacePerSubchannel, and the interlaces have contiguous interlace indexes 
<<< UNCHANGED PARTS OMITTED >>>

