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[bookmark: _Toc462478989][bookmark: _Hlk154651783]Abstract of the contribution: This contribution provides conclusion for KI#3 of FS_5GSAT_ARCH_Ph3.
1 Discussion
The following conclusions are proposed for KI#3.
It is assumed that two UEs are served by a common SMF and PCF.

It is proposed UPF such as UL CL/BP/local PSA should be onboarding the satellite, along with gNB. The IMS-AGW may also be onboard to support LI. 

With the aforementioned architectural enhancements, service continuity during change of satellite can be achieved by implementing existing procedures, e.g. simultaneous change of BP/UL CL and additional PSA for a PDU session specified in clause 4.3.5.7 of TS 23.502. Thus, no normative work is required.

The eligibility of UEs for satellite communication can be determined by the P-CSCF which considers SIP header information, as well as the network access information received from PCF.

2	Proposal
It is proposed to include the following changes in TR 23.700-29 V0.5.0.
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Editor's note:	This clause will list conclusions that have been agreed during the course of the study item activities.
[bookmark: _Toc157692398][bookmark: _Toc157447963][bookmark: _Toc164701472]8.3	Conclusions for Key Issue #3: Support of UE-Satellite-UE Communications
The following conclusion principles are agreed for KI#3
· Two UEs are served by a common SMF and PCF.

· It is proposed UPF such as UL CL/BP/local PSA should be onboarding the satellite, along with gNB. The IMS-AGW may also be onboard to support LI. 

· With the aforementioned architectural enhancements, service continuity during change of satellite can be achieved by implementing existing procedures, e.g. simultaneous change of BP/UL CL and additional PSA for a PDU session specified in clause 4.3.5.7 of TS 23.502. Thus, no normative work is required.

· The eligibility of UEs for satellite communication can be determined by the P-CSCF which considers SIP header information, as well as the network access information received from PCF.
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