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1. Overall Description:

SA2 thanks CT1 for sending the LS about the misalignment of ECS Configuration Information. The SA2 would like to provide the answer to both Q1 and Q2.

Answer to Q1: 
The SA2 would like to explain that the details of Information element in ECS configuration information in Table 8.3.2.1-1 of TS 23.558 is not specified in SA2 specification. SA2 doesn’t need to copy all the details of ECS configuration information from SA6 to SA2. Also, these Information elements, such as Security parameters, are included in the ECS configuration information and not awared by 5GC. SA2 may only has the sentence that the details of ECS configuration information is referred to TS 23.558 in SA6.

Answer to Q2: 
SA2 wants to clarify that there are two aspects of PLMN ID related to ECS configuration information.
The List of supported PLMN(s) in ECS configuration information is not aware by 5GC, and it is consumed by EEC. The EEC checks whether the ECS address can be used when UE in certain PLMN. If UE in the PLMN that belongs to the List of supported PLMN(s), it means the ECS address can be used. 
Another list of supported PLMN(s) is provided together with ECS configuration information, which is in outside of ECS configuration information. This list of supported PLMN(s) is used by 5GC to identify whether the associated ECS configuration information can be provided to UE in certain PLMN. If the UE locates in the PLMN is not in the list of supported PLMN(s), it means the ECS configuration information can not be consumed by the UE. 


2. Actions:
To CT1 Group
ACTION: 	SA2 kindly asks CT1 to take the above information into account.

3. Date of Next CT1 Meetings:
SA2#164                           19th August- 23rd August 2024                           Maastricht, NL
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